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ABBREVIATION LIST

Abbreviations

Definitions

2WD
4WD
API
ASABE
ASTM
DIN
DT
fpm
GST
Hi-Lo
HST
m/s
PTO
RH/LH

ROPS
rpm
ris
SAE
SMV

2-Wheel Drive

4-Wheel Drive

American Petroleum Institute

American Society of Agricultural and Biological Engineers, USA
American Society of Testing and Materials, USA
Deutsches Institut fir Normung, GERMANY
Dual Traction [4WD]

Feet Per Minute

Glide Shift Transmission

High Speed-Low Speed

Hydrostatic Transmission

Meters Per Second

Power Take Off

Right-hand and left-hand sides are determined by facing in
the direction of forward travel

Roll-Over Protective Structures
Revolutions Per Minute
Revolutions Per Second

Society of Automotive Engineers, USA

Slow Moving Vehicle

California Proposition 65

A WARNING A

Engine exhaust, some of its constituents,
certain vehicle components and fluids,
contain or emit chemicals known to the
State of California to cause cancer and birth

\defects or other reproductive harm. )

Canadian Electromagnetic Compatibility (EMC):
This machine complies with Industry Canada ICES-002.




UNIVERSAL SYMBOLS

As a guide to the operation of your tractor, various universal symbols have been utilized on the instruments and
controls. The symbols are shown below with an indication of their meaning.

A Safety Alert Symbol @ 3-Point Lowering Speed Control
ﬁa Diesel Fuel _:D Remote Cylinder-Retract

bﬂﬁ Fuel-Level fD Remote Cylinder-Extend

o) Engine-Rotational Speed & Steering Wheel-Tilt Control

H Hourmeter/Elapsed Operating Hours A Hazard Warning Lights

Engine Coolant-Temperature '6' Master Lighting Switch

(Low Temperature Start Aid)
ED Headlight-Low Beam
Brake System

Headlight-High Beam
Clutch

&l
Diesel Preheat/Glow Plugs =00z Position Lamps
O
ﬁ_

Audible Warning Device

(®) Parking Brake

Engine Intake/Combustion Air-Filter

4-Wheel Drive-On

¢

T
1
1

4L

Battery Charging Condition
Fast

e [I

Engine Oil-Pressure
Slow

ais
e

Turn Signal

q=)
K
e
[E4) 4-Wheel Drive-Off
-
-
OJ}

Creep

Engine-Stop
|!L,._J| Read Operator's Manual
@ Engine-Run
my  Tractor-Forward Movement-Overhead View of
6 Starter Control it Machine
(%) Power Take-Off Control-Off Position u”&"u Tractor-Rearward Movement-Overhead View
of Machine
@ Power Take-Off Control-On Position
6y o . A Engine Speed Control
w9y Differential Lock -

i3 Regeneration
Position Control-Raised Position
X DPF INHIBIT (Switch)
Position Control-Lowered Position =,

"@ Parked Regeneration (Switch)
Engine Warning )
>|’._, Parked Regeneration
Emission Control

Engine RPM Increase

n/min

Draft Control-Shallow Position

B ™ E R

Draft Control-Deep Position



FOREWORD

You are now the proud owner of a KUBOTA Tractor. This tractor is a product of
KUBOTA quality engineering and manufacturing. It is made of fine materials and
under a rigid quality control system. It will give you long, satisfactory service. To
obtain the best use of your tractor, please read this manual carefully. It will help you
become familiar with the operation of the tractor and contains many helpful hints
about tractor maintenance. It is KUBOTA's policy to utilize as quickly as possible
every advance in our research. The immediate use of new techniques in the
manufacture of products may cause some small parts of this manual to be
outdated. KUBOTA distributors and dealers will have the most up-to-date
information. Please do not hesitate to consult with them.

A\ SAFETY FIRST

This symbol, the industry's "Safety Alert Symbol", is used throughout this manual
and on labels on the machine itself to warn of the possibility of personal injury.
Read these instructions carefully. It is essential that you read the instructions and
safety regulations before you attempt to assemble or use this unit.

A DANGER : Indicates an imminently hazardous situation which, if not
avoided, will result in death or serious injury.

A WARNING : Indicates a potentially hazardous situation which, if not
avoided, could result in death or serious injury.

A CAUTION : Indicates a potentially hazardous situation which, if not
avoided, could result in minor or moderate injury.

IMPORTANT : Indicates that equipment or property damage could result if
instructions are not followed.

NOTE : Gives helpful information.
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A SAFE OPERATION

SAFE OPERATION

Careful operation is your best insurance against an
accident.

Read and understand this manual carefully before
operating the tractor.

All operators, no matter how much they have
experienced, should read this and other related
manuals before operating the tractor or any implement
attached to it. It is the owner's obligation to instruct all
operators in safe operation.

PRECAUTIONS BEFORE
OPERATING THE TRACTOR

Know your equipment and its limitations.
Read this entire manual before starting and operating
the tractor.

1. General precautions

* Pay special attention to the safety labels on the
tractor.

* Do not operate the tractor or any implement
attached to the tractor while under the influence of
alcohol, medication, controlled substances, or while
you are fatigued.

» Before allowing other people to use your tractor,
explain them how to operate it and have them read
this manual before operating it.

* Never wear loose, torn, or bulky clothing around the
tractor. Loose, torn, or bulky clothing may catch on
moving parts or controls, leading to the risk of an
accident. Use additional safety items: hard hat,
safety boots or shoes, eye and hearing protection,
gloves, and so on, as appropriate or required.

* Do not allow passengers to ride on any part of the
tractor at anytime. The operator must remain in the
tractor seat during operating the tractor.

* Check brakes, clutch, linkage pins, and other
mechanical parts for improper adjustment and
wear. Replace worn or damaged parts promptly.
Check the tightness of all nuts and bolts regularly.
(For further details, see SERVICE INTERVALS on
page 87)

* Keep your tractor clean. Buildups of dirt, grease,
and trash may contribute to fires and lead to
personal injury.

* Use only implements meeting the specifications
listed under IMPLEMENT LIMITATION TABLES on
page 26, or implements approved by KUBOTA.

* Use proper weights on the front or rear of the
tractor to reduce the risk of upsets. When using the

front loader, put an implement or ballast on the 3-
point hitch to improve stability. Follow the safe
operating procedures specified in the implement
manual or the attachment manual.

* The narrower the tread, the greater the risk of a
tractor upset. For maximum stability, adjust the
wheels to the widest practical tread width for your
application.

(See WHEEL ADJUSTMENT on page 82)

(A)

- (O]

1NHNPO0040A01

(1) Rear wheels

(A) Tread width

* Do not modify the tractor. Unauthorized
modification may affect the function of the tractor,
which may result in personal injury.

2. Precautions for CAB and ROPS

KUBOTA recommends the use of a CAB or roll-over-
protective-structures (ROPS), and seat belt in almost
all applications. Combination of a CAB or ROPS and
seat belt will reduce the risk of serious injury or death if
the tractor should be upset.

» Check for overhead clearance which may interfere
with a CAB or ROPS.

» Set the parking brake and stop the engine. Remove
any obstructions which may prevent raising or
folding the ROPS. Do not allow any bystander.
Always perform functions of CAB or ROPS from a
stable position at the rear of the tractor. Hold the
top of the ROPS securely when raising or folding it.
Make sure that all pins are installed and locked.

* If the CAB or ROPS is loosened or removed for any
reason, make sure that all parts are reinstalled
correctly before operating the tractor.

* Never modify or repair any structural member of a
CAB or ROPS because welding, bending, drilling,
grinding, or cutting it may weaken the structure.
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* If any structural member of the CAB or ROPS is
damaged, replace the entire structure at your local
KUBOTA Dealer.

 If the tractor is equipped with a foldable ROPS, you

may fold down it temporarily only when absolutely
necessary to fold down it for areas with constraints
on height.
There is no protection of operator provided by the
ROPS in the folded position. For operator safety,
you should place the ROPS in the upright and
locked position and fasten the seat belt for all other
operations.

» Always use the seat belt if the tractor is equipped
with a CAB or ROPS.

Do not use the seat belt if a foldable ROPS is down
or there is no ROPS. Check the seat belt regularly
and replace if frayed or damaged.

~ O

(1) ROPS (2) Seat belt

PRECAUTIONS FOR
OPERATING THE TRACTOR

Operator safety is a priority. Safe operation, specifically
with respect to overturning hazards, entails
understanding the equipment and environmental
conditions at the time of use. Some prohibited uses
which can affect overturning hazards include traveling
and turning with implements and loads carried too high,
and so on.

This manual sets forth some of the obvious risks, but
the list of risks is not exhaustive, and the list of risks
cannot be exhaustive. It is the operator's responsibility
to be alert for any equipment or environmental
condition that could compromise safe operation.

1. Precautions for starting to operate
the tractor

* Always sit in the operator's seat when starting the
engine or operating levers or controls. Adjust the
operator's seat according to Operator's seat on
page 38. Never start the engine while you are
standing on the ground.

» Before starting the engine, make sure that all levers
including auxiliary control levers are in their neutral
positions, that the parking brake is engaged, and
that both the clutch and the power take-off (PTO)
are disengaged or “OFF”.

Fasten the seat belt if the tractor is equipped with a
CAB or a foldable ROPS in the upright and locked
position.

* Do not start the engine by shorting across starter
terminals or bypassing the safety start switch. The
tractor may start in gear and move if normal starting
circuitry is bypassed.

* Do not operate or idle the engine in a non-
ventilated area. Carbon monoxide gas is colorless,
odorless, and deadly.

* Check that the operator-presence-control-system
(OPC) are functioning correctly before each time
you use the tractor. Test the safety systems.

— [Manual transmission type]
See Checking the engine start system [Manual
transmission type] on page 102 and Checking
the operator presence control on page 103.

— [HST type]
See Checking the engine start system [HST
type] on page 103 and Checking the operator
presence control on page 103.

Do not operate unless they are functioning

correctly.

2. Precautions for working the
tractor

* Pull only from the drawbar. Never hitch to axle
housing or any other point except drawbar. Hitching
to axle housing or any other point except drawbar
will increase the risk of serious personal injury or
death due to a tractor upset.

1XBXD00002A01
(1) Drawbar

» For trailing the PTO-driven implements, set the
drawbar to the towing position.

» Attach pulled or towed loads to the drawbar only.

* Keep all shields and guards in place. Replace any
shield or guard that are missing or damaged.
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3.

Avoid sudden starts. To avoid upsets, slow down
when turning, on uneven ground, and before
stopping.

The tractor cannot turn with the differential locked.
Do not attempt to turn with the differential locked
because it could be dangerous.

Do not operate near ditches, holes, embankments,
or other ground surface features which may
collapse under the weight of the tractor. The risk of
tractor upset is even higher when the ground is
loose or wet. Tall grass can hide obstacles, so walk
the area first to be sure.

Watch where you are going at all times. Watch for
and avoid obstacles. Be alert at row ends, near
trees, and other obstructions.

When working in groups, always let the others
know what you are going to perform before you
perform it.

Never try to get on or off a moving tractor.

Always sit in the operator's seat when you are
operating levers or controls.

Do not stand between the tractor and the
implement or the trailed vehicle unless parking
brake is applied.

Safety for children

Tragedy can occur if the operator is not alert to the
presence of children. Children generally are attracted to
machines and their work.

4,

Never assume that children will remain where you
last saw them.

Keep children out of the work area and under the
watchful eye of another responsible adult.

Be alert and shut the tractor down if children enter
the work area.

Never carry children on the tractor. There is no safe
place for them to ride. They may fall off and be run
over or interfere with your control of the tractor.
Never allow children to operate the tractor even
under adult supervision.

Never allow children to play on the tractor or on the
implement.

Use extra caution when the tractor is backing up.
Before the tractor starts to move, look down and
behind to make sure that the working area is clear.

Avoiding crystalline silica (quartz)

ust

To avoid serious injury or death from silica dust:

Avoid exposure to dust containing crystalline silica
particles.
This dust can cause serious injury to the lungs
(silicosis).

Because crystalline silica is a basic component of
sand and granite, many activities at construction
sites produce dust containing crystalline silica.
Trenching, sawing and boring of material containing
crystalline silica can produce dust containing
crystalline silica.

Avoid silica dust

1LGPWO00054A01enUS

If dust which contains crystalline silica is present,

there are guidelines which should be followed:

— Be aware of the potential health effects of
crystalline silica and that smoking may add to
the damage.

— Be aware of and follow OSHA (or other local,
State or Federal) guidelines for exposure to
airborne crystalline silica.

— Know the work operations where exposure to
crystalline silica may occur.

— Participate in air monitoring or training
programs offered by the employer.

— Be aware of and use optional equipment
controls such as water sprays, local exhaust
ventilation, and enclosed CABs with positive
pressure air conditioning, if the machine has
such equipment. Otherwise respirators shall be
worn.

— Where respirators are required, wear a
respirator approved for protection against
crystalline silica containing dust. Do not alter
the respirator in any way. Workers who use
tight-fitting respirators cannot have beards/
mustaches which interfere with the respirator
seal to the face.

— If possible, change into disposable or washable
work clothes at the work site; shower and
change into clean clothing before leaving the
work site.

— Do not eat, drink, use tobacco products, or
apply cosmetics in areas where there is dust
containing crystalline silica.

— Store food, drink and personal belongings away
from the work area.

— Wash hands and face before eating, drinking,
smoking, or applying cosmetics after leaving
the exposure area.
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5. Precautions for operating the
tractor on slopes

Slopes are a major factor related to loss-of-control and
tip-over accidents, which can result in severe injury or
death.

All slopes require extra caution.

* To avoid upsets of the tractor, always back it up
steep slopes. If you cannot back the tractor up on
the slope or if you feel uneasy to back it up on the
slope, do not operate on it. Stay off slopes too
steep for safe operation.

» Driving forward out of a ditch, mired condition or up
a steep slope increases the risk of the tractor to be
upset backward. Always back the tractor out of a
ditch, mired condition or steep slope. The 4-wheel
drive models require extra caution because their
increased traction can give the operator false
confidence in the ability of the tractor to climb
slopes.

+ Keep all movement of the tractor on slopes slow
and gradual. Do not change speed or direction of
the tractor suddenly. Do not apply brake suddenly.
Do not move the steering wheel suddenly.

+ Avoid disengaging the clutch or changing gears
speed when the tractor is climbing or going down a
slope. If operating the tractor on a slope,
disengaging the clutch or changing gears to neutral
could cause loss of control.

* You should pay special attention to the weight and
location of implements and loads because they will
affect the stability of the tractor.

+ To improve stability of the tractor on slope, set the
widest wheel tread.

(See WHEEL ADJUSTMENT on page 82)
Follow recommendations for proper ballasting.
(See BALLAST on page 85)

6. Precautions for driving the tractor
on the road
* Lock the two brake pedals together to help assure

straight-line stops. Uneven braking at road speeds
could cause the tractor to tip over.

[Manual transmission type]

1XBXD00003A01

[HST type]

1XBXD00004A01

(1) Brake pedal (LH) (A) Whenever traveling on the
(2) Brake pedal (RH) road
(3) Brake pedal lock

+ Check the engagement of front wheel. The braking
characteristics are different between 2-wheel drive
and 4-wheel drive. Know the difference and use
carefully.

+ Always slow the tractor down before turning.
Turning at high speed may tip the tractor over.

* Make sure that the slow-moving-vehicle (SMV) sign
is clean and visible. Use the hazard lights and turn
signals as required.

M

E\%j
/
1XBXD00005A01 . f &

(1) SMV emblem (2) Bracket

» Follow all local traffic and safety regulations.

10
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* Turn the headlights on. Dim the headlights when
meeting another vehicle.

» Drive at speeds that allow you to maintain control at
all times.

* Do not apply the differential lock while traveling at
road speeds. The tractor may run out of control.

» Avoid sudden motions of the steering wheel as they
can lead to a dangerous loss of stability. The risk is
especially great when the tractor is traveling at road
speeds.

* Keep the ROPS in the “UP” position and wear the
seat belt when driving the tractor on the road.
Otherwise, you will not be protected in the event of
a tractor roll-over.

* Do not operate an implement while the tractor is on
the road. Lock the 3-point hitch in the raised
position.

* When towing other equipment, use a safety chain
and place an SMV emblem on the equipment as
well.

1ZENU00112A01

(1) Safety chain

» Set the 3-point hitch lowering speed knob in the
“LOCK?” position to hold the implement in the raised
position.

=N 2N

N ) =W~ 7(C)
Y

= () 05

2 l
\ /
% o)
o (g\’
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(1) 3-point hitch lowering speed (A) Fast
knob (B) Slow
(C) Lock

PRECAUTIONS FOR PARKING
THE TRACTOR

» Disengage the PTO, lower all implements to the
ground, place all control levers in their neutral
positions, set the parking brake, stop the engine,
remove the key from the ignition, and lock the cab
door if equipped.

» Make sure that the tractor has come to a complete
stop before dismounting from it.

* Avoid parking on steep slopes. If it is at all possible,
park on a firm and level surface. If it is not at all
possible to park on a firm and level surface, park
across a slope and chock the wheels.

Failure to comply with this warning may allow the
tractor to move and could cause injury or death.

PRECAUTIONS FOR
OPERATING THE PTO

+ Wait until all moving components have completely
stopped before getting off the tractor, connecting,
disconnecting, adjusting, cleaning, or servicing any
PTO driven equipment.

+ Keep the PTO-shaft-cover in place at all times.
Replace the PTO-shaft-cap when the shaft is not in
use.

1XBXD00002A02

(1) PTO shaft cover
(2) PTO shaft cap

(A) Normal position

(B) Raised position

+ Before installing or using PTO-driven-equipment,
read the manufacturer's manual and review the
safety labels attached to the equipment.

* When operating stationary PTO-driven-equipment,
always apply the tractor parking brake and place
chocks behind and in front of the rear wheels. Stay
clear of all rotating parts. Never step over rotating
parts.

L3301,L3901
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PRECAUTIONS FOR USING 3-
POINT HITCH

* Use the 3-point hitch only with equipment designed
for 3-point hitch usage.

* When using a 3-point-hitch-mounted-implement, be
sure to install the proper counterbalance-weight on
the front of the tractor.

PRECAUTIONS FOR
SERVICING THE TRACTOR

Before servicing the tractor,

procedure.

park the tractor on a firm, flat, and level surface.

Set the parking brake.

Lower all implements to the ground.

Place the gear-shift-lever in the neutral position.

Stop the engine.

Remove the starter key.

Allow the tractor time to cool off before working on

or near the engine, muffler, radiator, and so on.

Do not remove the radiator cap while coolant is hot.

When coolant is cool, slowly rotate the radiator cap

to the first stop and allow sufficient time for excess

pressure to escape before removing the radiator

cap completely. If the tractor is equipped with a

coolant-recovery-tank, add coolant or water to the

coolant-recovery-tank. Do not add coolant to the
radiator.

(See Checking the coolant level on page 98)

* Always stop the engine before refueling. Avoid
spills and overfilling.

* Do not smoke when working around the battery or
when the tractor is refueling. Keep all sparks and
flames away from the battery and fuel tank. The
battery presents an explosive hazard, because it
gives off hydrogen and oxygen especially when you
are recharging it.

» Before jump starting a dead battery, read and follow
all of the instructions.

(See JUMP STARTING THE ENGINE on page 56)

+ Keep first-aid-kit and fire extinguisher handy at all
times.

» Disconnect the ground cable of battery before
working on or near electric components.

+ To avoid the possibility of battery explosion, do not
use or charge the refillable type battery if the fluid
level is below the lower (lower limit level) mark.
Check the fluid level regularly and add distilled
water as required so that the fluid level is between
the upper and lower levels.

+ To avoid sparks from an accidental short circuit,
always disconnect the ground cable (-) of battery
first and reconnect it last.

follow the following

ok wN =

1XBXD00007A01

(1) Battery

Do not mount a tire on a rim. Only a qualified
person should mount a tire on a rim with the proper
equipment.

Always maintain the correct tire pressure. Do not
inflate the tires above the recommended pressure
shown in Inflation pressure of tires on page 82.

1AGAKADAP202A

Securely support the tractor when either changing
wheels or adjusting the width of wheel tread.

Make sure that the wheel bolts have been tightened
to the specified torque.

(See WHEEL ADJUSTMENT on page 82)

Do not work under any hydraulically supported
devices. They can settle, suddenly leak down, or be
accidentally lowered. If it is necessary to work
under the tractor or any machine elements for
servicing or adjustment, securely support them with
stands or suitable blocking beforehand.

Escaping hydraulic fluid under pressure obtains
sufficient force to penetrate skin, so escaping
hydraulic fluid under pressure can cause serious
personal injury. Before disconnecting the hydraulic
lines, be sure to release all residual pressure.
Before applying pressure to the hydraulic system,
make sure that all connections are tight and that all
lines, pipes, and hoses are free of damage.

12
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1BAACAAAP010B

Hydraulic fluid escaping from pinholes may be
invisible. Do not use hands to search for suspected
leaks. Use a piece of cardboard or wood to search
for suspected leaks. You should use safety goggles
or other eye protection. If injured by escaping fluid,
see a medical doctor at once. Hydraulic fluid will
produce gangrene or severe allergic reaction.

1NHNPO0046A01

M

(3)

(1) Cardboard

(3) Magnifying glass

(2) Hydraulic line

Do not open high-pressure fuel system.
High-pressure fluid remaining in fuel lines can
cause serious injury. Do not disconnect nor attempt
to repair fuel lines, sensors, or any other
components between the high-pressure fuel pump
and injectors on engines with high-pressure-
common-rail-fuel-system.

To avoid hazardous high voltage, turn the key
switch to the “OFF” position if it is necessary to
check to repair the computer, harness, or
connectors.

During the diesel-particulate-filter (hereinafter called
DPF) regenerating operations, the exhaust gases,
and the exhaust filter components reach
temperatures hot enough to burn people, or ignite
or melt common materials.

Keep the tractor away from people, animals, or
structures which may be susceptible to harm or
damage from hot exhaust gases.

A SAFE OPERATION

To prevent fires, keep the DPF muffler and its
surroundings clear of anything flammable and keep
clean at all times.

To avoid fire hazard:

After use and pressure-washing, make sure that
there is nothing flammable near the exhaust pipe.
Grass or twigs under the hood may cause fire.
During regeneration, white exhaust gas may be
visible. Do not allow regeneration in a non-
ventilated space.

During regeneration, do not leave the tractor.

The improper disposal or burning of waste causes
environmental pollution and can be punishable by
your local laws and regulations.

— When draining fluids from the tractor, place a
container underneath the drain port.

— Do not pour waste onto the ground, down a
drain, or into any water source (such as rivers,
streams, lakes, marshes, seas, and oceans).

— Waste products such as used oil, fuel, coolant,
hydraulic fluid, urea aqueous solution (DEF/
AdBlue®), refrigerant, solvent, filters, rubber,
batteries, and harmful substances, can harm
the environment, people, pets, and wildlife.
Please dispose properly.

See your local recycling center or KUBOTA
Dealer to learn how to recycle or get rid of
waste products.

L3301,L3901
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A SAFE OPERATION

SAFETY LABELS

(1) Part No. TC630-4965-1

(4) Part No. TC630-4956-1

FROM A MACHINE RUNAWAY.

1AGAMAAAP2450

(2) Part No. TC630-4959-1
A WARNING

-

TO AVOID PERSONAL INJURY.

1. Keep PTO shield in place at all times.

2. Do not operate the PTO at speeds faster
than the speed recommended by the
implement manufacturer

3. For trailing PTO-driven implements. set
drawbar at towing position.
(see operator's manuat)

@
:-‘—‘f—.

1AGAMAAAP2470

(3) Part No. TC630-4933-1 [Manual Transmission type]
BEFORE DISMOUNTING TRACTOR:

4 WARNING IS =S e
2. PARK ON LEVEL GROUND WHENEVER POSSIBLE.
If parking on a slope. position tractor across
the siope .
3. LOWER ALL IMPLEMENTS TO THE GROUND.
Failure to comply to this warning may allow the
wheels to slip. and could cause injury or death.
4. LOCK SHUTTLE SHIFT LEVER IN NEUTRAL
POSITION AND STOP THE ENGINE.

1AGAMAAAP4000

(3) Part No. TC630-5933-1 [HST type]
BEFORE DISMOUNTING TRACTOR:

A WARNING I AR LR G

Leaving transmission in gear with the engine
stopped will not prevent tractor from rolling.
. PARK ON LEVEL GROUND WHENEVER POSSIBLE.

If parking on a slope. position tractor across
the slope.
. LOWER ALL IMPLEMENTS TO THE GROUND.

Failure to comply to this warning may allow the
wheels to slip. and could cause injury or death.
. STOP THE ENGINE.

1AGAMAAAP3720

1XBXD00079A01enUS

A DANGER

TO AVOID POSSIBLE INJURY OR DEATH

1. Do not start engine by shorting across
starter terminals or bypassing the safety start
switch. Machine may start in gear and move

if normal starting circuitry is bypassed.

2. Start engine only from operator's seat with
transmission and PTO OFF.
Never start engine while standing on the ground.

Diesel fuel only No fire

ULTRA LOW SULFUR DIESEL
{ FUEL ONLY )

1AGAIDHAP154E

(5) Part No. TC630-4935-1
A WARNING

TO AVOID PERSONAL INJURY:
1. Attach pulied or towed loads to
the drawbar only.
2.Use the 3-point hitch only with
equipment designed for 3-point
hitch usage.

1AGAMAAAP2500

1XBXD00082A01
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A SAFE OPERATION

(1) Part No. TC630-4997-1 (4) Part No. TC630-9554-1

-
A WARNING

Never modify or
repair a ROPS
because welding,

ACAUTION

TO AVOID PERSONAL INJURY:

. Read and understand the operator's manual before operation.

. Before starting the engine, make sure that everyone is at a safe distance from the
tractor and that the PTO is OFF.

. Do not allow passengers on the tractor at any time.

. Before allowing other people to use the tractor, have them read the operator's manual.

. Check the tightness of all nuts and bolts regularly.

. Keep all shields in place and stay away from all moving parts.

. Lock the two brake pedals together before driving on the road.

. Slow down for turns, or rough roads, or when applying individual brakes.

. On public roads use SMV emblem and hazard lights, if required by local traffic and
safety regulations.

. Pull only from the drawbar.

. Before dismounting, lower the implement to the ground, set the parking brake, stop the
engine and remove the key.

. Securely support tractor and implements before working underneath.

grinding, drilling

or cutting any
portion may weaken
the structure.

A CAUTION

TO AVOID INJURY

WHEN RAISING OR

FOLDING ROPS:

* Set parking brake
and stop engine.

* Remove any
obstruction that
may prevent
raising or folding
of the ROPS.

* Do not allow any
bystanders.

« Always perform
function from a

stable position at

1AGAMAAAP2390 the rear of the
tractor.
(2) Part No. TC630-9848-1 (5) Part No. TC630-6597-1 « Hold the top of the
p — ROPS securely when
P P iti raising or folding.
; A WARNING ( California Proposition 65 1 « Make sure all pins
TO AVOID INJURY OR DEATH FROM ROLL-OVER: are installed and
Sl ¢ Keep Roll-Over Protective Structures (ROPS) AWARNING A locked.
) in the upright and locked position. Engine exhaust, some of its constituents, —
® Fasten SEAT BELT before operating certain vehicle components and fluids,
THERE IS NO OPERATOR PROTECTION WHEN THE ROPS IS IN THE FOLDED POSITION: contain or emit chemicals known to the TAGAMAAAP2380

¢ Check the operating area and fold the ROPS only State of California to cause cancer and birth
when absolutely necessary.

Do not wear SEAT BELT if ROPS is folded. defects or other reproductive harm.
* Raise and lock ROPS as soon as vertical clearance allows.

® Read ROPS related instructions and warnings. 1AGAHAKAPO660
1AGAEBMAPO71E

(3) Part No. TC630-9868-1

[ acaution |

TO AVOID PERSONAL INJURY:
When the Diesel Particulate Filter(DPF)
is in the regenerating mode,
the exhaust gas and the DPF muffler
become hot.

During regeneration,take into account

that the muffler will be very hot and

keep the machine away from other people,
animals,plants,and flammable material.
Also keep the area near the DPF muffler
clean and away from flammable material.

1XBXD00082A02

N\
1AGAIJNAP149A

1XBXD00080A01enUS
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A SAFE OPERATION

(1) Part No. TC520-3015-2 (2) Part No.
DANGER EXPLOSIE GASES TC620-4958-1
s us MU ETEROE MeasataRien | SN AT :
PROPER INSTRUCTION AND TRANING. PART No. TC520-30152 Do not get your hands
FLAVMABLES sueneves  eouicsne  POISON CAUSES SEVERE BURNS NOMINAL VOLTAGE 12V close to engine fan and
REACH O CGHLDREN EI?UNSW\%?I' ﬁL‘JNL;_I#EFI{C A‘:l%l% )G\-Y-OA D Pﬁ%ﬁ)ﬂ mm gmvé LEyYES OR CLOTHING. IN EVENT OF ACCIDENT COLD CRANKING AMPS 580 g
aﬂ £D.  KeEP OUT OF REACH OF CHILDREN CRANKING AMPS 710 fan belt.
C‘é A C:I_if:r_ni; Pmp&smo% ?5' w&réu‘l_ufos ;T:ﬂs product can expose ad”e‘f%c (?lemiggls including lead, | RESERVE CAPACITY(MINUTES) | 110
CAUTOUSOF SUFIRCAD [ERRSRETN ™ ExpLosivE harmn, For more inforation 90 ma\kw"m‘,'?ae%ﬁ?;ﬁ.?ngiﬁ‘&f;?ﬁ_ ! s oroiner AMP HOURS(@20 hr Rate)

WL OYIOIOIOI0IOICIOIOIORE. INDICATOR MADE IN KOREA

OQAO®G®GE®E® ® G G) (2) mowm @0K (OCHARGE @ REPLACE

1AGAPCAAP1050

L 3
(3) Part No. TC630-4958-1 (4) Part No. TC630-9873-1 (5) Part No. TC630-9869-1
Do not touch hot surface A WARNING
like muffler. etc. TO AVOID EXPOSURE TO DUST CONTAINING A WARNING

N
V‘\
SILICAPARTICLES:

« This dust can cause serious injury to the lungs TO AVOID FIRE HAZARD :
under some exposure levels. After use and/or pressure-washing,
+ Be aware of and follow the OSHA (or other make sure there is nothing
regulatory body) guidelines for exposure flammable near the exhaust pipe.

?aimoqngscgjta,:!ine S”,i;’all iat Grass or twigs under the bonnet
» To mee silica guidelines, use appropriate :

Personal Protective Equipment and dust abatement mavicauselfive:
L systems, such as waterspray systems.

&

)
£3
(=

1AGAMAAAP2620

1AGAMAAAP2400

(3)

1XBXD00082A03
1XBXD00081A01enUS
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A SAFE OPERATION

1. Care for safety labels

+ Keep the safety labels clean and free from
obstructing material.

* Clean the safety labels with soap and water, and
dry the safety labels with a soft cloth.

* Replace damaged or missing safety labels with new
safety labels from your local KUBOTA Dealer.

* If a component with safety label(s) attached is
replaced with new component, make sure that new
safety label(s) is (are) attached in the same
location(s) as the replaced component.

» Attach new safety labels by applying on a clean, dry
surface and pressing any bubbles to outside edge.

L3301,L3901 17
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DEALER SERVICE

SERVICING OF THE TRACTOR

SERVICING OF THE TRACTOR

DEALER SERVICE

Your dealer has knowledge of your new machine and
desires to help you get the most value from it.

After reading this manual thoroughly, you will find that
you can perform some of the regular maintenance
yourself.

However, when your machine needs parts or major
service, be sure to see your KUBOTA Dealer.

For service, contact the KUBOTA Dealership from
which you purchased your machine or your local
KUBOTA Dealer. When in need of parts, be prepared to
give your dealer the product identification number
(PIN), and the CAB or ROPS, and the engine serial
numbers.

Locate the PIN and serial numbers now and record
them in the space provided.

Type PIN / Serial No.

Tractor

CAB/ROPS

Engine

Date of purchase

Name of dealer

(To be filled in by purchaser)

1XBXDO0008A0T <=1

(1) Identification plate

5 el b )

i (2)

]4

o O @
1XBXD00009A01 ‘
(2) Product identification num-  (3) Engine serial number
ber

4)

(4) RORPS identification plate
(ROPS Serial No.)

.-'\ (X \ = :

1XBXD0001 OD

(5) Diesel particulate filter (DPF)
serial number

1. Warranty of the tractor

This tractor is warranted under the KUBOTA Limited
Express Warranty, a copy of which may be obtained
from your selling dealer.

L3301,L3901
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SERVICING OF THE TRACTOR

DEALER SERVICE

No warranty shall, however, apply if the tractor has not
been used according to the instruction given in the
operator's manual even if it is within the warranty
period.

2. Scrapping the tractor and its
procedure

To put the tractor out of service, correctly follow the
local rules and regulations of the country or territory
where you scrap it.

If you have questions, consult your local KUBOTA
Dealer.

20
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SPECIFICATION TABLE

SPECIFICATIONS

SPECIFICATIONS

SPECIFICATION TABLE

L3301
Model Manual transmission HST
2WD 4WD 4WD
. kW 20.7 19.5
1
PTO power (factory observed) (HP) (27.7) (26.2)
Model D1803-CR-E4
Type Direct injection, Vertical, Water-Cooled 4 cycle diesel
Number of cylinders 3
mm 87 x102.4
Bore and stroke (in.) (3.4 x 4.0)
. L 1.826
Total displacement (cu.in.) (111.4)
. « kW 24.6
1
Engine gross power (HP) (33.0)
Enine Engine net power"! kW 234
9 P (HP) (31.4)
. rps 45.0
Rated revolution (rom) (2700)
.- . rps 15.0
Low idling revolution (rom) (900)
Maximum torque N-m 101.7
a (ft-Ibs) (75.0)
Battery capacit 75D23R
ry capacity 12V. RC : 110 min, CCA : 580 A
L 42.0
Fuel tank (U.S.gals.) (11.0)
. - L 6.7
Engine crankcase (with filter) (US.qts.) 7.1
Capacities
Engine coolant L 6.0
9 (U.S.qts.) (6.3)
Transmission case L 280 285 235
(U.S.gals.) (7.4) (7.5) (6.2)
. mm 2810 2740
Overall length (without 3P) (in.) (110.6) (107.9)
. . mm 1400
Overall width (min. tread) (in.) (55.1)
. . mm 2330
Overall height (with ROPS) (in.) (91.7)
Overall height (Top of steering mm 1475
) ) wheel) (in.) (58.1)
Dimensions 1610
mm
Wheel base (in.) (63.3)
Min. ground clearance mm 345 340
-9 (in.) (13.6) (13.4)
Front mm 1050 1095
in. 41.3 43.1
Tread (in.) (41.3) (43.1)
Rear g:]"; 1115 (43.8), 1195 (47.1), 1290 (50.8)
(Continued)
L3301,L3901 21



SPECIFICATIONS

L3301
Model Manual transmission HST
2WD 4WD 4WD
. . kg 1160 1240 1260
Weight (with ROPS) (Ibs.) (2557) (2734) (2778)
i AG Front 5.00-15 7.2-16
Tires
AG Rear 11.2-24
. Front N/A 27 x 8.50-15
Indust. (option)
Rear N/A 15-19.5R4
Traveling sys- Clutch Dry type single stage
tem Steering Integral type power steering
Transmission Gear shift, 8 forward and 8 reverse Hydrostatlc transmis-
sion 3 range speed
Brake Wet disk type
Min. turning radius (with brake) (feertr; (33) (g'g)
Hydraulic control system Position control
. . L / min 23.9
Pump capacity (main) (gal / min) 6.3)
. L/ min 14.5
Pump capacity (PS) (gal / min) (3.8)
3-point hitch Category 1
Hydraulic unit
. . k 906
At lift points (Ibsg (1998)
Max. lift force
24 in. behind kg 651
lift points (Ibs.) (1435)
MPa 16.2
System pressure (kgflcm?) (165)
[psi] [2349]
PTO shaft size SAE 1-3/8, 6-splines
Rear PTO ive- i -
PTO Type Transmission driven with overrunning Live contl_nuous run
ning
PTO/Engine speed rpm 540 /2430 540/ 2580
NOTE :

The company reserve the right to change the specifications without notice.

*1  Manufacturer's estimate

22
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SPECIFICATIONS

L3901
Model Manual transmission HST
2WD 4WD 4WD
. kW 23.9 22.8
1
PTO power (factory observed) (HP) (32.1) (30.6)
Model D1803-CR-E4
Type Direct injection, Vertical, Water-Cooled 4 cycle diesel
Number of cylinders 3
mm 87 x102.4
Bore and stroke (in.) (3.4 x 4.0)
. L 1.826
Total displacement (cu.in.) (111.4)
. . kw 28.0
1
Engine gross power (HP) (37.5)
Engine . “ KW 271
Engine net power (HP) (36.3))
. rps 45.0
Rated revolution (rpm) (2700)
- . rps 15.0
Low idling revolution (rpm) (900)
Maximum torque N-m 115.8
q (it Ibs) (85.4)
Battery capacit 75D23R
ry capactly 12V. RC : 110 min, CCA : 580 A
L 42.0
Fuel tank (U.S.gals.) (11.0)
. e L 6.7
- Engine crankcase (with filter) (US.qts.) (7.1)
Capacities
Engine coolant L 6.0
(U.S.qts.) (6.3)
Transmission case L 28.0 285 235
(U.S.gals.) (7.4) (7.5) (6.2)
. mm 2810 2740
Overall length (without 3P) (in.) (110.6) (107.9)
) . mm 1400
Overall width (min. tread) (in.) (55.1)
. . mm 2330
Overall height (with ROPS) (in.) 91.7)
Overall height (Top of steering mm 1475
) ) wheel) (in.) (58.1)
Dimensions 1610
mm
Wheel base (in.) (63.3)
Min. ground clearance mm 345 340
-9 (in.) (13.6) (13.4)
Front mm 1050 1095
in. 41.3 43.1
Tread (in.) (41.3) (43.1)
Rear (’Ir:]m) 1115 (43.8), 1195 (47.1), 1290 (50.8)
. . kg 1175 1255 1260
Weight (with ROPS) (Ibs.) (2590) (2767) (2778)
AG Front 5.00-15 7.2-16
Tires
AG Rear 11.2-24
Traveling sys- Front N/A 27 x 8.50-15
tem Indust. (option)
Rear N/A 15-19.5R4

Clutch

Dry type dual stage Dry type single stage

(Continued)

L3301,L3901
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SPECIFICATIONS

Model

L3901
Manual transmission HST
2WD 4WD 4WD

Steering

Integral type power steering

. Transmission
Traveling sys-

Gear shift, 8 forward and 8 reverse

Hydrostatic transmis-
sion 3 range speed

tem Brake Wet disk type
Min. turning radius (with brake) (feeT) (?3) (g'g)
Hydraulic control system Position control
. . L/ min 239
Pump capacity (main) (gal / min) (6.3)
. L/ min 14.5
Pump capacity (PS) (gal / min) (3.8)
3-point hitch Category 1
Hydraulic unit
. . k 906
At lift points (Ibs.g) (1998)
Max. lift force
24 in. behind kg 651
lift points (Ibs.) (1435)
MPa 16.2
System pressure (kgflcm?) (165)
[psi] [2349]
Rear PTO PTO shaft size SAE 1-3/8, 6-splines
ear
PTO Type Live-continuous running
PTO/Engine speed rpm 540/ 2425 | 540/ 2580

NOTE :

The company reserve the right to change the specifications without notice.

*1  Manufacturer's estimate
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TRAVELING SPEEDS TABLE SPECIFICATIONS

TRAVELING SPEEDS TABLE

[Manual transmission type]

Model L3301 /L3901
Tire size (Rear) 11.2-24
Range gear shift lever Main gear shift lever km/h (At rated engine rpm) mph (At rated engine rpm)
1 1.7 1.1
Low 2 2.2 1.4
Forward * 3 38 23
,1‘ 4 5.6 35
I]EIJ 1 6.6 4.1
oL High 2 8.5 5.3
9 3 14.4 8.9
4 21.2 13.2
1 1.7 1.1
Low 2 2.2 14
Reverse * 3 38 23
I]&[I 4 5.6 3.4
oo 1 6.5 4.1
v High 2 8.5 5.3
9 3 14.3 8.9
4 21.1 131
The company reserves the right to change the specifications without notice.
[HST type]
Model L3301 /L3901
Tire size (Rear) 11.2-24
Range gear shift lever km/h (At rated engine rpm) mph (At rated engine rpm)
Forward L 0t06.3 0to 3.9
na M 0to 10.9 0t0 6.8
ﬂ&ﬂ H 0to22.7 0to 14.1
Reverse L 0to5.6 0to 3.5
ﬂ&ﬂ M 0t09.9 0to 6.1
oo
H 0t020.5 0to12.7

The company reserves the right to change the specifications without notice.

L3301,L3901 25




IMPLEMENT LIMITATIONS IMPLEMENT LIMITATION TABLES

IMPLEMENT LIMITATIONS

IMPLEMENT LIMITATION TABLES

IMPORTANT :
The KUBOTA Tractor has been thoroughly tested for proper performance with implements sold or approved
by KUBOTA. Do not use the following implements:

¢ Implements which are not sold or approved by KUBOTA

¢ Implements which exceed the maximum specifications listed in the following table

¢ Implements which are otherwise unfit for use with the KUBOTA Tractor

Preceding implements may result in malfunctions or failures of the tractor, damage to other property, and
injury to the operator or others.

NOTE :
KUBOTA does not cover any malfunctions or failures of the tractor resulting from use with improper
implements by the warranty.

Model L3301 / L3901
1050 mm
2WD (41.3in.)
Front
Tread (max. width) with farm tires 4WD 2225; rl‘;")‘
Rear 1290 mm
(50.8 in.)
. e . 900 kg
Lower link end max. lifting weight Wo (1985 Ibs.)
Implement weight W1 and / or size As in Implement weight list
330 kg
Actual figures Max. drawbar load W2 (730 Ibs.)
Trailer loading weight W3 (Max. capacity) (528708 Ilé)gs)
(—ﬁ?\ Wo \ ;
+
* ®
W>
Wi W,
1PPEP00082A01
Lower link end max. hydraulic lifting weight Wo
The max. allowable load which can be put on the lower link end
Implement weight W1
Weight of the implement which can be put on the lower link
Max. drawbar load W2
The max. loading weight for towing
Trailer loading weight W3
The max. loading weight for trailer (with trailer's weight)

NOTE :
* Implement size may vary depending on soil conditions where you operate the machine.
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IMPLEMENT LIMITATIONS

e Strictly follow the instructions outlined in the operator’s manual of the mounted or trailed machinery or
trailer, and do not operate the combination tractor-machine or tractor-trailer unless all instructions have
been followed.

* When you use the forestry application, there are following hazards:

— toppling trees, primarily in case a rear-mounted-tree-grab-crane is mounted at the rear of the tractor

— penetrating objects in the operator’s enclosure, primarily in case a winch is mounted at the rear of the

tractor

To deal with these hazards and other related hazards, the tractor requires optional equipments such as
OPS (operator-protective-structure), FOPS (falling-object-protective-structure), and so on. Optional
equipments such as OPS, FOPS, however, are not available for this tractor. Without optional equipments
such as OPS and FOPS, the use of the tractor is limited to tractor-specific-applications like transport and
stationary work.

L3301,L3901 27



IMPLEMENT LIMITATIONS

Implement weight list

Implement Remarks L3301 /L3901
Max. load capacity (Ibls(% (gggg)
Trailer
Max. drawbar load (Iblgg) (?gg)
Max. cutting width (”Ir:]m) 1(35?
Rotary-Cutter
. kg 350
Max. weight (Ibs.) (770)
Max. cutting width (In;‘n; 1(%())
Mower Flail-mower
. kg 350
Max. weight (Ibs.) (770)
mm 1829
(in.) (72)
Sickle bar Max. cutting width
kg 400
(Ibs.) (880)
Rear mounted Max. tank capacity (galsls ?8000)
Sprayer i 800
Pull type Max. tank capacity (gals.) (210)
Rotary tiller Max. tilling width (T:'; 1(2‘71‘))
Bottom plow Max. size 12in.x2,16in. x 1
Max. harrowing width (T_]n; 1(2(2);‘
Disk harrow : Pull type
. kg 300
Max. weight (Ibs.) (660)
Max. width (’21”; 1(32?
Chisel Plow
. kg 350
Max. weight (Ibs.) (770)
Max. tank capacity (galsls (25030)
Broad Caster
. kg 100
Max. weight (Ibs.) (220)
Manure Spreader Max. capacity (Ibls(g; (;ggg)
Max. width i 1(25;‘
Cultivator Number of rows 1
. kg 250
Max. weight (Ibs.) (550)
Max. cutting width (r:;n; 1(33?
Front blade Max. oil pressure MPa 15.9
’ (psi) (2311)
Sub frame Necessary

(Continued)
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IMPLEMENT LIMITATIONS

Implement Remarks L3301 /L3901
. . mm 1829
Max. cutting width (in.) (72)
Rear blade
Max. oil pressure MPa 15.9
onp (psi) (2311)
. . kg 460
Max lifting capacity (Ibs.) (1014)
Front-end loader Max. oil bressure MPa 15.9
-onp (psi) (2311)
Sub frame Not necessary
. . mm 1321
Max. cutting width (in.) (52)
Box blade
. kg 315
Max. weight (Ibs.) (694)
— mm 2288
Max. digging depth (in.) (90)
Backhoe . kg 420
Max. weight (Ibs.) (926)
Sub frame Necessary
. mm 1524
Max. width (in.) (60)
Snow blade
. kg 300
Max. weight (Ibs.) (660)
. . mm 1524
Max. working width (in.) (60)
Snow blower
. kg 250
Max. weight (Ibs.) (550)
NOTE :

* Implement size may vary depending on soil conditions where you operate the machine.

L3301,L3901
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INSTRUMENT PANEL AND CONTROLS INSTRUMENT PANEL, SWITCHES, AND HAND CONTROLS

INSTRUMENT PANEL AND CONTROLS

INSTRUMENT PANEL, SWITCHES, AND HAND CONTROLS

Switches and hand controls

0

(2

(3

(6)
4

(5

1XBXD00011A01 O

(1) DPF INHIBIT SWICR ......cc.eoveiiiesieeesieeeeeseeee 45 (4) Turn signal light SWItCh.............c.ccovvieviieieiiieeiseeeeeseee 32
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Instrument panel
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1. Head light switch

Turn the head-light-switch clockwise, and the following
lights are activated on the position of the head-light-
switch.

Turn signal without hazard light
» To indicate a right turn without hazard lights (hazard
off), turn the turn-signal-light-switch clockwise.
* To indicate a left turn without hazard lights, turn the
turn-signal-light-switch counterclockwise.
When the left or right turn signal is activated without the
hazard lights, the indicated turning light will flash and
the other will be on.

(B)

1ZENU00027A02

(1) Head light switch (A) Off

(B) On (low)
(C) On (high)

[OFF] (A)
Head lights are OFF.

20 (B)

Head lights are dimmed as low beam.

=0 (©)

Head lights are on as high beam.

2. Turn signal light switch

Turn signal with hazard light

+ To indicate a right turn with the hazard lights
already flashing (hazard on), turn the turn-signal-
light-switch clockwise.

+ To indicate a left turn with the hazard lights already
flashing, turn the turn-signal-light-switch
counterclockwise.

When the left or right turn signal is activated in
combination with the hazard lights, the indicated turning
light will flash and the other will stay on.

(1
(A)

(8)

1ZENU00027A03

(1) Turn signal light switch (A) Right turn
(2) Turn signal / hazard light in-  (B) Left turn
dicator

NOTE :
* Be sure to return the turn-signal-light-switch to
center position after turning.

3. Hazard light switch

1. When you push the hazard-light-switch, the hazard
lights flash along with the turn signal / hazard light
indicator on the instrument panel.

2. When you push the hazard-light-switch again, the
hazard lights turn off.
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When the key is turned “ON”, the electrical-
charge-warning-indicator (1) and the en-
gine-oil-pressure-warning-indicator (3)
should come on. If trouble should occur at
any location while the engine is running,
¢@¢ the warning-indicator-lamp corresponding

Engine oil pressure | o the trouble comes on. »

warning indicator For further details, see Easy Checker ™ on
page 68.

Electrical charge
warning indicator

Suppose that the engine-coolant-tempera-
ture is not high enough yet. Glow-plug-indi-
cator(4) also comes on when the key

switch is turned “ON” to preheat the engine
Glow plug indicator | and goes off automatically when preheat is

o ° ° 1XBXD0001 1%:03 completed. Illgmination time of indicator
(1) Hazard light switch (2) Tum signal / hazard light in- i taccord'”g to the temperature of
dicator coorant

(®) The parking-brake-warning-indicator (2)

. ) comes on while the parking brake is ap-
4. Key switch Parking brake wam- | plied and goes off when the parking brake

ing indicator is released.
IMPORTANT :

+ Daily checks with the Easy Checker™ only, are
not sufficient. Never fail to conduct daily checks
carefully according to DAILY CHECK on page
95.

1ZENUO0018A01

Zg gff (C) Start
n

5. Easy Checker™ lamps

1ZENU00006B02
(1) Electrical charge warning in- (3) Engine oil pressure warning
dicator indicator
(2) Parking brake warning indi-  (4) Glow plug indicator
cator
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FOOT CONTROLS AND HAND CONTROLS
1. Foot controls and hand controls [Manual transmission type]

1XBXD00012A01
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(1) Parking brake IQVer ...............cccoceeecuieeiiiiiesieeeeseeeee e 36 (9) SEALDEIL.......ceeeeeee e 38

(2) Main gear SHhIft [EVEr .............ccooeiioiiiiiieiieseeeee e 39 (10) OPErator's SEAt ............cuecueeeeeeiiieiieeeeeeee e 38

(3)  Clutch pedal [3307]....ccoeeeeeeeeeeeee et 39 (11) Hand throttle IEVEr ..............oooeceeeeeeeeeeeeee e 36
/ (12) Brake PeAal............cccooeiueeiiiiieeieeeee e 36
Clutch pedal [B90T]......cocueeeieeeeieeeeee e 39 (13) FOOL tAIOtlE. ... 40

(4) PTO gear SHift IQVEN ...........cccueeeeeeeeeeeeee e 74 (14) POSIition CONLIOl IQVEN ............coeieeeeeeeeeeee e 79

(5) 3-point hitch lowering speed Knob ..............ccccceeeeeecceeeeecieaeieenns 79 (15) Differential IoCk pedal .............cccceeeeeeeeeeiieeeeeeeee e 71

(6) Front wheel drive lever [AWD type].........ccccccevceemoeercienienieesnen 37 (16) Cup holder

(7) Synchro-shuttle Shift [ever ................cccocveiieeiiiniiieeeeeee 40 (17) Tool box

(8) Range gear Shift [QVer...............ccoovieiiiiiiiiiieeseeeeee 39
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2. Foot controls and hand controls [HST type]

1XBXD00013A01

(1) (9)
(10)
(2)
(11)
(3)
(12)
(4)
(5)
\ (13)
(7)
(6) \ (14)
(8)
[N
7(19)

1

1ZENU00043B02 ¢ \\

(1) Parking brake IQVEr ...............ccovoieieeiiieieeeeee et 36 (9) Hand throttle 18Ver ...............cccooeiieiiieieee e 36
(2) ClUtCh PEAAL..........coeeeeeeee e 39 (10) Brake PEAAL............cccueeieiiieeee et 36
(3)  Front Wheel drive IQVET ..............ccoeveeieeeiiiiieie et 37 (11) Speed control pedal................c..ccoeioeeiiieiiiiiieseeeeeee e 40
(4) Differential Iock pedal ................cccoooeiieiiioiiiieii e 71 (12) POSition CONIOl IEVEr ...........cceoeiieieieiesi e 79
(5) Range gear Shift [EVEr...............ccoueieiiiiiiieieee e 41 (13) 3-point hitch lowering speed Knob ............c..cceecveieeiceiiiiiieee. 79
(6) Cruise control lever (if eQUIPPEQ)...........cccoevveveiiiiiieiiiieeie e 41 (14) Cup holder

(7) SEALDEIL.......oeeeeee e 38 (15) PTO gear Shift IQVEr ..........c.cooeieiieiieeeeee e 74
(8)  OPErator's SEAL ...........ccueieeeeiieiiesee et 38 (16) Tool box
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3. Hand throttle lever

Pulling the hand-throttle-lever back decreases engine
speed, and pushing it forward increases engine speed.

[Manual transmission type]

1XBXD00003A02

1XBXD00028§m

[HST type]

(1) Hand throttle lever (A) Increase

(B) Decrease

4. Brake pedals (right and left)

A WARNING

To avoid personal injury or death:

e Be sure to interlock the right and left pedals.
Applying only 1 rear-wheel-brake at high
speeds could cause the tractor to swerve or
roll-over.

e Be sure that the brake pedals is equally
adjusted when using locked together. Incorrect
or unequal adjustment of brake pedal can cause
the tractor to swerve or roll-over.

* Do not brake suddenly.

An accident may occur as a result of a heavy
towed load shifting forward or loss of control.

* To avoid skidding and loss of steering control
when driving on icy, wet, or loose surfaces,
make sure that the tractor is correctly ballasted,
operated at reduced speed, and operated with
the front-wheel drive engaged if equipped.

e The braking characteristics are different
between 2-wheel drive and 4-wheel drive. Be
aware of the difference and use carefully.

» Before operating the tractor on the road or before
applying the parking brake, be sure to interlock the
right and left pedals as the following figure.

+ Use individual brakes to assist in turning sharply at
slow speeds (field operation only). Disengage the
brake-pedal-lock and depress only 1 brake pedal.

* Be sure brake pedals have equal adjustment when
being used locked together.

A4S
1XBXD00004A02
(1) Brake pedal (A) Lock
(2) Brake pedal lock (B) Release

4.1 How to use the parking brake

1XBXD00015A01 ~ =

(1) Brake pedal (A) Interlock the brake pedals
(2) Parking brake lever (B) Depress
(C) Push

NOTE :

e The parking-brake-indicator in the Easy
Checker™ comes on while the parking brake is
applied and goes off when it is released.
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1ZENU00006B01

[Manual transmission type [4WD]]

(1) Parking brake indicator

To set the parking brake

1. Interlock the brake pedals.

2. Depress the brake pedals.

3. Latch the brake pedals with the parking-brake-lever.

IMPORTANT :

* To prevent damage to the parking-brake-lever,
make sure that the brake pedals are fully
depressed before pushing the parking-brake-
lever.

To release the parking brake
1. Depress the brake pedals again.

5. Front wheel drive lever

Use the front-wheel-drive-lever to engage the front
wheels with the tractor stopped. [2WD type] of [Manual
transmission type] does not equip the front-wheel-drive-
lever

A WARNING
To avoid personal injury or death:

e Do not engage the front-wheel drive when
traveling at road speed.

e When driving on icy, wet, or loose surfaces,
make sure that the tractor is correctly ballasted
to avoid skidding and loss of steering control.
Operate the tractor at reduced speed and
engage the front-wheel drive.

¢ Do not brake suddenly. An accident may occur
as a result of a heavy towed load shifting
forward or loss of control.

e The braking characteristics are different
between 2-wheel drive and 4-wheel drive. Know
the difference and use them carefully.

Shift the front-wheel-drive-lever to “ON” to engage the
front-wheel-drive.

1XBXD00006A02

[HST type]

1XBXD00027A01

(1) Front wheel drive lever (A) On
(B) Off

IMPORTANT :

¢ Depress the clutch pedal before engaging the
front-wheel-drive-lever.

[Manual transmission type [4WD]]

N \ PSM
W7 , 7l
2 oS

X
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[HST type]

(2

(1) Front wheel drive lever (2) Clutch pedal

¢ If the front-wheel-drive-lever is difficult to set to
off, stop the tractor, turn the steering wheel, and
move the front-wheel-drive-lever.

¢ Tires will wear quickly if the front-wheel-drive is
engaged on paved roads.

Front wheel drive is effective for the following jobs:

* When greater pulling force is needed, such as
working in a wet field, when pulling a trailer, or
when working with a front-end-loader.

*  When working in sandy soil.

+ When working on a hard soil where a rotary tiller
might push the tractor forward.

» Forincreased braking at reduced speed.

6. Seat belt

A WARNING

To avoid personal injury or death:

* Always use the seat belt when any ROPS or
CAB are installed.

* Do not use the seat belt if a foldable ROPS is
down or there is no ROPS.

Adjust the seat belt for proper fit and connect the
buckle. This seat belt is auto-locking retractable type.

(1) Seat belt

7. Operator's seat

A WARNING

To avoid personal injury or death:
* Adjust the operator's seat only while the tractor
is stopped.
* Make sure that the operator's seat is completely
secured after each adjustment.
* Do not allow any person other than the operator
to ride on the tractor.

+ Travel adjustment
Pull the travel-adjust-lever and slide the seat
backward or forward, as required. The operator's
seat will lock in position when the travel-adjust-lever
is released.

\
1XBXD00023A01
(1) Travel adjust lever

(A) Pull

+ Suspension adjustment
Turn the suspension-adjust-handle to achieve the
optimum suspension setting.

I

1ZENU00043C01 \\

(1) Suspension adjust handle (A) To decrease tension

(B) To increase tension

IMPORTANT :

« After adjusting the operator's seat, be sure to
check to see that the operator's seat is properly
locked.

* Position the suspension-adjust-handle at the
horizontal position.
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8. Clutch pedal [L3301 Manual
transmission type and HST type]

A WARNING
To avoid personal injury or death:
* The sudden release of the clutch may cause the
tractor to lunge in an unexpected manner.

The clutch is disengaged when the clutch pedal is fully
pressed down.

1XBXD00025A01

1XBXD00024A01

(1) Clutch pedal

IMPORTANT :
To help prevent premature clutch wear:
* Disengage the clutch pedal quickly and engage
it slowly.
¢ Avoid operating the tractor with your foot
resting on the clutch pedal.
¢ Select proper gear and engine speed depending
on the type of job.

9. Clutch pedal with dual clutch
[L3901 Manual transmission type]

A WARNING
To avoid personal injury or death:
* The sudden release of the clutch may cause the
tractor to lunge in an unexpected manner.

The transmission clutch is disengaged when the clutch
pedal is pressed down half-way (A). The PTO clutch
remains engaged.

Both transmission and PTO clutch are disengaged
when the clutch pedal is fully pressed down (B).

(1) Clutch pedal (A) Press down half-way

(B) Press down fully

IMPORTANT :
To help prevent premature clutch wear:
* Disengage the clutch pedal quickly and engage
it slowly.
* Avoid operating the tractor with your foot
resting on the clutch pedal.
* Select proper gear and engine speed depending
on the type of job.

10. Main gear shift lever and range
gear shift lever [Manual

transmission type only]

You can shift the main-gear-shift and the range-gear-

shift only when the tractor is completely stopped and
clutch pedal is depressed.

™M
1 3

(A)

2 4

)

©(B) N
(A (!i \

AN

~—

y
)

// 1XBXD00012C03
(A) Neutral position
(B) High
(C) Low

- (C)

(1) Main gear shift lever
(2) Range gear shift lever
(3) Clutch pedal

IMPORTANT :

e To change speeds, press the clutch pedal
completely down and stop the tractor before
proceeding with speed change.

L3301,L3901
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11. Foot throttle [Manual
transmission type only]

Use the foot throttle when traveling on the road.

Press down on the foot throttle for higher speed. The
foot throttle is interlocked with the hand-throttle-lever.
When using the foot throttle, keep the hand-throttle-
lever in the low idling position.

M(Z)
e

1XBXD00018A01

(1) Hand throttle lever
(2) Foot throttle

(A) Increase
(B) Decrease

12. Synchro-shuttle shift lever
[Manual transmission type only]

Shift the synchro-shuttle shift lever forward to obtain
forward speeds and shift back to obtain reverse
speeds.

When changing the synchro-shuttle shift lever, depress
the clutch pedal and stop the tractor before shifting.

NOTE :

e When you stand up from the operator's seat
with the synchro-shuttle shift lever at
“FORWARD” or “BACKWARD?”, the engine will
stop regardless of whether the machine is
moving or not. The engine stop is because the
tractor is equipped with operator-presence-
control system (OPC).

13. Speed control pedal [HST type
only]

A WARNING
To avoid personal injury or death:
e Do not operate if the tractor moves on level
ground with foot off of the speed control pedal.
¢ Consult your local KUBOTA Dealer.

* Forward pedal
Depress the speed-control-pedal with the toe of
your right foot to move forward.

* Reverse pedal
Depress the speed-control-pedal with the heel of
your right foot to move backward.

aaaaaa

1XBXD00012B02 ¢

1XBXD00029A01 N

(1) Synchro-shuttle shift lever
(2) Clutch pedal

(A) Forward
(B) Neutral position
(C) Reverse

IMPORTANT :

* The synchro-shuttle shift lever may be shifted
while the tractor is moving slowly and the
clutch is depressed, but sudden gear shifting
may cause transmission damage.

(1) Speed control pedal
(2) Stopper bolt

IMPORTANT :
* To prevent serious damage to the HST, do not
adjust the stopper bolts.

(A) Forward
(B) Reverse

NOTE :

e When you stand up from the operator's seat
with the speed-control-pedal stepped on or the
cruise-control-lever engaged on, the engine will
stop regardless of whether the tractor is moving
or not. The engine stop is because that the
tractor is equipped with the operator-presence-
control system (OPC).
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14. Range gear shift lever (L-M-H)
[HST type only]
You can shift the range gear only when the tractor is

completely stopped and the speed-control-pedal is the
neutral position.

N|®)
()

i/

1XBXD00013D01
(1) Range gear shift lever (L-M-  (A) High
H) (B) Neutral position
(2) Speed control pedal (C) Middle
(3) Brake pedal (D) Low

(4) Clutch pedal

IMPORTANT :
To avoid damage of transmission and shift linkage
when shifting:
e Completely stop the tractor using the brake
pedals.
* Do not force the range-gear-shift-lever.
» If it is difficult to shift the range-gear-shift-lever
into [L], [M], or [H] from the neutral position:
On slopes, be sure to set the parking brake and
start the following procedure.
1. Slightly depress the speed-control-pedal to
rotate the gears inside of transmission.
2. Release the speed-control-pedal to the
neutral position.
3. Depress the clutch pedal, wait for a moment,
and then shift the range-gear-shift-lever.

15. Cruise control lever (if equipped)
[HST type only]

A WARNING
To avoid personal injury or death:

e Pull the cruise-control-lever completely to the
rear before starting the engine.

* Do not use the cruise control when driving on
the road.

* Be sure to connect both the left and the right
brakes to release the cruise control. The speed-
cruise-control will not be released with single
brake activation.

Cruise control is designed for operating efficiency of the
tractor and operator comfort. Cruise control will provide
a constant forward operating speed by mechanically
holding the cruise-control-lever at the selected position.

NOTE :

* Cruise-control-device will not operate in
reverse.

* Preferably set the cruise-control-lever, while
holding down the speed-control-pedal. You can
set the cruise-control-lever smoothly.

* When releasing the cruise mode, be sure to
return the cruise-control-lever fully backward.

1XBXDO00030A01
(1) Cruise control lever

(A) Increase
(B) Decrease
(C) Off

L3301,L3901
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15.1 How to use the cruise control lever (if
equipped) [HST type only]

TRACTOR LIGHTS

1XBXD00030A01

(1) Cruise control lever (A) Increase

(B) Decrease
(C) Off

To engage the cruise control device

The proper forward speed will be maintained if you

apply the cruise-control-lever at any position.

1. To operate faster than the set speed, depress the
speed-control-pedal further down in the proper
forward speed.

The set speed will be resumed if you release the
speed-control-pedal.

NOTE :

e When you stand up from the operator's seat
with the speed-control-pedal stepped on or the
cruise-control-lever engaged on, the engine will
stop regardless of whether the tractor is moving
or not.

The engine stop is because that the tractor is
equipped with the operator-presence-control-
system (OPC).

To disengage the cruise control device

1. Move the cruise-control-lever all the way back.

2. Move the cruise-control-lever to the “OFF” position
to release the cruise control.

3. Depress both brake pedals.

NOTE :

* Cruise control will be disengaged automatically
when both brake pedals are depressed.

* Cruise-control-device does not disengage when
the individual right or left brake is applied.

1XBXD00005B01

(4) Tail light

(1) Head light

(2) Turn signal / hazard light

(3) Rear turn signal / hazard
light

42
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PRE-OPERATION CHECK

PRE-OPERATION CHECK

DAILY CHECK ITEMS BEFORE
OPERATION OF THE TRACTOR

To prevent trouble from occurring, it is important to
know the condition of the tractor well.

A WARNING
To avoid personal injury or death:

* Be sure to check and service the tractor on a
level surface with the engine shut off, the
parking brake “ON”, and the implement lowered
to the ground.

Check the condition of the tractor before starting it.
Check items

*  Walk-around inspection

» Checking the engine oil level

» Checking the transmission oil level

» Checking the coolant level

» Checking the water separator

» Cleaning the grill and radiator screen

» Cleaning the fuel cooler

» Cleaning the oil cooler [HST model]

* Cleaning the DPF muffler

* Checking the air cleaner evacuator valve when
used in a dusty place

» Checking the brake and clutch pedal

» Checking the indicators, gauges, and meter

» Checking the lights

» Checking wire harness

» Checking the seat belt and ROPS

» Checking the movable parts

* Refuel
(See Checking the fuel tank and refueling on page
95)

» Care for safety labels
(See Care for safety labels on page 17)

L3301,L3901
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OPERATING THE ENGINE

PRECAUTIONS FOR
OPERATING THE ENGINE

A WARNING
To avoid personal injury or death:

¢ Read and understand Safe operation in the front
of this manual.

* Read and understand the safety labels located
on the tractor.

¢ To avoid the danger of exhaust fume poisoning,
do not operate the engine in a closed building
without proper ventilation.

e Never start the engine while standing on
ground. Start the engine only from the
operator's seat.

¢ Always set all shift levers to the “NEUTRAL”
positions and to place the PTO-gear-shift-lever
in the “OFF” position before starting the engine.

(See PRECAUTIONS FOR OPERATING THE
TRACTOR on page 8, PRECAUTIONS FOR PARKING
THE TRACTOR on page 11, and PRECAUTIONS FOR
SERVICING THE TRACTOR on page 12)

IMPORTANT :
* Do not use starting fluid or ether.
* To protect the battery and the starter, make sure
that the starter is not continuously turned for
more than 10 seconds.

EXHAUST AFTERTREATMENT
DEVICES

A WARNING
To avoid personal injury or death:

e During the diesel-particulate-filter (DPF)
regenerating operations, exhaust gases and
exhaust filter components reach temperatures
hot enough to burn people, or ignite or melt
common materials.

* Keep the tractor away from people, animals, or
structures which may be susceptible to harm or
damage from hot exhaust gases.

* During the regeneration, white exhaust gases
may be visible. Do not allow the regeneration in
a non ventilated garage or confined area.

* During regeneration, do not leave the tractor.

1. Diesel particulate filter (DPF)
muffler

This tractor is equipped with an engine with a diesel-
particulate-filter (DPF) muffler which serves to reduce
hydrocarbons, carbon monoxide, and other toxic gases,
all of which are contained in emissions of the diesel
engine, to harmless carbon dioxide and water. The
DPF also traps particulate matter (PM).

Please handle the exhaust aftertreatment devices
correctly and in an environmentally responsible
manner.

—7
=%
%
1XBXD00014A01

(1) Diesel particulate filter (DPF)

2. Handling points for DPF
regeneration

When a specific amount of particulate matter (PM) has
accumulated in the DPF muffler, it is necessary to
refresh the DPF muffler by burning the PM inside it.
This burning off work is called “Regeneration”.

To extend the operating time to reach this regeneration,
and to avoid DPF muffler trouble, make sure to follow
the following handling matters.

Fuel

Be sure to use the ultra low sulfur fuel (S15).

IMPORTANT :

¢ Use of diesel fuel other than ultra low sulfur fuel
may adversely affect the engine and DPF
performance.
Use of fuels other than ultra low sulfur fuel
(S15) may not meet regulations for your region.

Engine oil
Use the DPF-compatible oil (CJ-4) for the engine.

44
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IMPORTANT : exhaust gas will not be burnt, and begins to
« If any engine oil other than CJ-4 is used, the accumulate. Therefore, do not idle unnecessarily.

DPF may become clogged earlier than expected Regeneration

and the fuel economy may drop. When there is instruction sign of regeneration by lamp

or buzzer, immediately perform the required procedure

Prohibition of unnecessary idling operation for regeneration

Generally, the lower the engine speed, the lower the
exhaust gas temperature is, so the PM contained in IMPORTANT :
* Interrupting the regeneration cycle or
continuing operation while ignoring the warning
signs may cause DPF and engine damage.

3. DPF regeneration process

DPF regeneration process can be performed by choosing the auto-regeneration-mode or the regeneration-inhibit-
mode according to your job conditions.
For jobs not affected by hot gases emitted during regeneration, auto-regeneration-mode is advisable.

(3)
Sy £
Ol s -
o PTO 54.@) // ) — (5)
n/min
g,
Ko

1ZENUO00011A01
(1) Parked regeneration switch (3) Regeneration indicator (5) Engine rom increase indicator
(2) DPF INHIBIT switch (4) Parked regeneration indicator (6) Engine warning indicator

Auto regeneration mode

When starting the engine (switch operation is unnecessary), the auto-regeneration-mode is automatically activated.
With the auto-regeneration-mode on, when a specific amount of PM has accumulated and the regeneration conditions
are satisfied, the DPF will be automatically regenerated whether the tractor is in motion or parked.

(See Tips on diesel particulate filter (DPF) regeneration on page 50)

By effect of auto regeneration, work efficiency is improved. For details of auto regeneration, see Operating the engine
to regenerate the DPF for regeneration inhibit mode on page 48.

Regeneration inhibit mode

After starting the engine, if the DPF-INHIBIT-switch is pressed to turn on the DPF-INHIBIT-switch-lamp, the
regeneration-inhibit-mode will be activated.

With regeneration-inhibit-mode on, the PM which has accumulated inside the DPF will not be burnt, unless the
operator performs the regeneration work manually.

The regeneration-inhibit-mode is effective for work in poorly ventilated work spaces.

For details of regeneration prohibition, see Operating the engine to regenerate the DPF for regeneration inhibit mode
on page 48.

NOTE :
* If the engine is stopped once, the auto-regeneration-mode will be activated.
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3.1 Operating the engine to regenerate the
DPF for auto regeneration mode

. When the engine-rpm-increase-indicator

1ZENU00011B01
(1) Parked regeneration switch  (5) Engine rpom increase indica-
(2) DPF INHIBIT switch tor

(3) Regeneration indicator
(4) Parked regeneration indica-
tor

(6) Engine warning indicator

1. Start the engine.
2. Make sure that the DPF-INHIBIT-switch-lamp

Q| is “OFF”.

DPF INHIBIT switch lamp is off
Auto regeneration mode is activated.

DPF INHIBIT switch lamp is on
Regeneration inhibit mode is activated.

NOTE :

e When the engine is started, the auto-
regeneration-mode is automatically
activated.

* Regeneration-inhibit-mode is activated when
the DPF-INHIBIT-switch is pushed after the
engine is started.

When the regeneration indicator :§:3> starts

flashing, a specific amount of PM has built up in the
DPF.

Continue to operate the tractor.

The regeneration process will begin automatically.
Make sure that the working place is in a safe area
because DPF and exhaust temperature will rise.

n/min
starts flashing, keep on working and increase the
engine rpm until engine-rpm-increase-indicator
turns “OFF”.

NOTE :

e Even if the auto-regeneration-mode is
selected, DPF regeneration may not begin
because system requirements have not been
satisfied.

* The engine-rpm-increase-indicator is used
as a guide to satisfy the regeneration
conditions. If the engine load is too heavy,
the engine-rpm-increase-indicator  may
continue to flash, even though regeneration
system conditions are satisfied and
regeneration may begin automatically.

(See Tips on diesel particulate filter (DPF)
regeneration on page 50)

3.1.1 PM warning level and required procedures for auto regeneration mode

During auto-regeneration-mode when the PM level has built up in the DPF, the regeneration cycle will begin
automatically. If the regeneration cycle is interrupted or the regeneration conditions are not satisfied, the buzzer starts
sounding and the indicator display changes in response to the PM level in order to prompt the operator to perform the

required procedure listed in the following table.

IMPORTANT :

e Once the regeneration level has been reached, immediately perform the required procedure for

regeneration.

Interrupting the regeneration cycle or continuing operation while ignoring the warning signs may cause

DPF and engine damage.
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Auto regene

ration mode

DPF system status

Required procedure

uzzer ndicator ndicator behavior
Puerins | s e | wotcaor | necator b
A specific amount of PM has accumulated in
_::-), The regeneration indicator the DPF muffler.
e starts flashing. Continue to work the tractor to raise the DPF
temperature.
1 Not sounding sufficient @ The Engine-RPM-increase-in- | Continue the work and increase the engine
/ icator starts flashing. rpm until the indicator turns .
=4 dicator starts flashi til the indicator t “OFF”.
e regeneration indicator wi e regeneration cycle begins and continues
=5 The reg tion indicator will | The reg tion cycle begi d conti
::::J) stop flashing and remain “ON” | until cycle is complete then the indicator will

constantly.

turn “OFF”.

If the regenerat

ion cycle was interrupted or condition

s are not satisfied for regeneration then DPF

system is now in the PM warning Level 2.

Start the regeneration, referring to the pre-
ceding PM warning level 1.
Now the parked-regeneration-indicator starts

flashing, and the parked regeneration can al-
so be started.

If the conditions of regeneration are not met,
perform the procedure for parked regenera-

Sounding every - _T) The regeneration indicator
2 5 seconds sufficient '5'3, starts flashing.
@ The Engine-RPM-increase-in-
=4 dicator starts flashing.
2-2 Sounding every sufficient
3 seconds =
27y The parked-regeneration-indi-

cator starts flashing.

P

tion cycle.
(See Operating the engine to regenerate the
DPF for parked regeneration on page 49)

If the regenerat

ion fails in the PM warning level 2, DPF system becomes in the PM warning Level

The engine-warning-indicator
starts flashing.

®

Immediately discontinue working the tractor
and begin the procedure for parked regener-
ation cycle.

Sounding every

0,
1 second 50%

=§:3> The parked-regeneration-indi-

cator starts flashing.

(See Operating the engine to regenerate the
DPF for parked regeneration on page 49)

At PM warning level 3, the auto-regenera-
tion-mode does not function.

If the tractor is operated further, the regener-
ation cycle will be disabled.

If the parked re:

generation is interrupted or the tra

ctor is continuously operated in the PM warning

level 3, DPF system becomes in the PM warn-

1 second

ing Level 4.
Immediately move the tractor to a safe place,
park it there, and turn the engine “OFF”.
4 Sounding every 50% The engine-warning-indicator Contact your local KUBOTA Dealer.
(]

®

remains constantly “ON”.

At PM warning level 4, do not continue
to operate the tractor. Otherwise, dam-
age will result to the DPF and engine.

L3301,L3901
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3.2 Operating the engine to regenerate the
DPF for regeneration inhibit mode

1ZENU00011B01

(1)
)
3
(4)

Parked regeneration switch  (5) Engine RPM increase indica-
DPF INHIBIT switch tor

Regeneration indicator (6) Engine warning indicator
Parked regeneration indica-

tor

. Start the engine.

Press the DPF-INHIBIT-switch Q

DPF INHIBIT switch lamp is “ON”
Regeneration inhibit mode is activated.

DPF INHIBIT switch lamp is “OFF”
Auto regeneration mode is activated.
The DPF-INHIBIT-switch-lamp illuminates.

When the parked-regeneration-indicator =§3’

starts flashing, a specific amount of PM has
accumulated in the DPF muffler.

Move the tractor to a safe place and activate the
DPF muffler.

(See Operating the engine to regenerate the DPF
for parked regeneration on page 49)

3.2.1 PM warning level and required procedures for auto regeneration mode

In the regeneration-inhibit-mode, the buzzer starts sounding and the indicator display changes in response to the PM
level in order to prompt the operator to perform the required procedure listed in the following table.

IMPORTANT :
Once the regeneration level has been reached, immediately perform the required procedure for

regeneration.

Interrupting the regeneration cycle or continuing operation by ignoring the warning signs may cause DPF

and engine damage.
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Regeneration inhibit mode

DPF system status

PM warning

Engine

Required procedure

Buzzer Indicator Indicator behavior
level output
=5 The regeneration indicator A specific amount of PM has accumulated in
=323 | starts flashin the DPF muffler.
9- Continue with the operation as it is.
1 Not sounding sufficient
At PM warning levels range from 1 to 2-2, it is also possible to change the
DPF-INHIBIT-switch to auto-regeneration-mode, then perform the regenera-
tion.
2.1 Sounding every fficient _;:-‘), The regeneration indicator
5 seconds sutiicie e starts flashing. Move the tractor to a safe area, then begin
the process for parked-regeneration-cycle.
(See Operating the engine to regenerate the
Sounding every - The parked-regeneration-indi- | DPF for parked regeneration on page 49)
2-2 sufficient )
3 seconds cator starts flashing.

If the parked-regeneration-cycle is
warning Level 3.

interrupted or the tractor is continuously operated in the PM warning level 2, DPF system becomes in the PM

Sounding every
1 second

50%

The engine-warning-indicator
starts flashing.

The parked-regeneration-indi-
cator starts flashing.

Immediately stop working the tractor, move
the tractor to a safe area, then begin the
process for parked-regeneration-cycle.

(See Operating the engine to regenerate the
DPF for parked regeneration on page 49)

If the tractor is operated further and the oper-
ator ignores the warning signs, then regener-
ation will be disabled.

If the regeneration cycle is interrup

ted or the tractor is continuously operated ignoring the warning

signs in the PM warning level 3, DPF system

becomes in the PM warning Level 4.
Immediately move the tractor to a safe place,
park it there, and turn the engine “OFF”.
4 Sounding every 50% The engine-warning-indicator Contact your local KUBOTA Dealer.

1 second ° remains constantly “ON”. + At PM warning level 4, do not continue
to operate the tractor. Otherwise, dam-
age will result to the DPF and engine.

3.3 Operating the engine to regenerate the 1. Park the tractor in a safe area away from buildings,

DPF for parked regeneration

1ZENU00011B01

(1)
)
3
(4)

Parked regeneration switch  (5) Engine RPM increase indica-
DPF INHIBIT switch tor

Regeneration indicator (6) Engine warning indicator
Parked regeneration indica-

tor

people, and animals.

Set the following pedal or lever to the neutral

* [Manual transmission type]
Set the synchro-shuttle shift lever to the neutral

Set the speed-control-pedal to the neutral

Turn “OFF” the PTO-gear-shift-lever.
Return the engine rpm to the idle speed.
Lower the implement to the ground.

2. Apply the parking brake.
3.
position.
position.
* [HST type]
position.
4.
5.
6.
7.

Turn the steering wheel to become the front wheels
in the straight ahead position.

L3301,L3901
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8.

10.

Press the DPF-INHIBIT-switch \"9

The DPF-INHIBIT-switch-lamp turns “OFF”.

When the regeneration conditions are satisfied
(step 2. to step 5. and step 7. mentioned
previously), the parked-regeneration-switch-lamp

starts flashing.

Press the parked-regeneration-switch to
start the regeneration cycle.
The parked-regeneration-switch-lamp  will stop

flashing and remain “ON” constantly during the
regeneration cycle.

The engine rpm will automatically rise, and the
regeneration process will begin.

Regeneration process
—E‘)’

S

a. Both indicators ®

Y

and S stay “ON”

while regenerating the DPF.
)

b. Indicators -E'DC’D and

:§:3> turn “OFF” when
the regeneration cycle is complete.
_E-D,

-E_J

and 25| turn “OFF”,

-E-D
normal tractor work may resume.

When driving in regeneration-inhibit-mode, press
the DPF-INHIBIT-switch to turn on the DPF-
INHIBIT-switch-lamp.

c. After the lamps

NOTE :
* During the regeneration cycle, do not touch
the levers and switches (mentioned

previously in step 2., step 3., and step 4.),
nor change the engine rpm other than for an
emergency stop. Otherwise, the
regeneration will be interrupted.

* Never leave the tractor when the parked
regeneration process is activated.

e If the parked regeneration cycle is
interrupted, the engine rpm is fixed at the
idling level for about 30 seconds. For 30
seconds when the engine rpm is fixed, keep
the hand-throttle-lever and foot-throttle-
pedal at the idle position. Do not move the
hand-throttle-lever and foot-throttle-pedal.
The hand-throttle-lever and foot-throttle-
pedal will function again in 30 seconds.

4. Tips on diesel particulate filter
(DPF) regeneration

Operation

The higher in speed or load the engine operates,
the higher the exhaust temperature rises. As a
result, particulate matter (PM) inside the DPF is
consumed, therefore the regeneration process is
required less frequently over time.

The lower in speed or load the engine operates, the
lower the exhaust temperature. Accordingly, less
particulate matter (PM) inside the DPF is consumed
and more accumulation of PM will occur, which
requires frequent regeneration. Therefore, avoid
prolonged idling if possible.

Necessary conditions for regeneration

When the following conditions are all satisfied,
regeneration will start. However, if even one
condition is deviated from the following conditions
during regeneration process, the regeneration will
be interrupted.

— The engine coolant temperature.

— The DPF temperature.

— The engine speed is 1200 rpm or higher.
Usually it takes 15-20 minutes to complete the
regeneration cycle.

Actual regeneration time may depend on ambient
temperature, exhaust temperature and engine
speed.

It is recommended to perform the regenerating
while the engine is warm.

Do not unnecessarily start and interrupt the
regeneration process. Otherwise, a small amount of
fuel becomes mixed with the engine oil, which
degrades the oil quality.

While the DPF is being regenerated, the air-flow-
rate of engine is automatically limited to keep up
the exhaust temperature. Because of limit of the air-
flow-rate of engine, the engine may sound
differently, but this sound is normal for this engine.
Just after the regeneration has ended, the DPF
muffler remains hot. It is advisable to keep the
engine running for about 5 minutes to allow cooling
of the exhaust components.
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STARTING THE ENGINE
[MANUAL TRANSMISSION
TYPE]

1. Make sure that the parking brake is set.
(See To set the parking brake on page 37 if the
parking brake is not set)

1XBXD00015A01

(1) Brake pedal
(2) Parking brake lever

(A) Interlock the brake pedals
(B) Depress
(C) Push

NOTE :

* The parking-brake-indicator in the Easy
Checker™ comes on while the parking brake
is applied.

1ZENU00006B01
(1) Parking brake indicator

2. Make sure that the fuel shutoff-valve is in the
“OPEN” position.

1XBXD00016A01

(1) Fuel shutoff-valve (A) Close

(B) Open

3. Place the main-gear-shift-lever and the synchro-
shuttle shift lever in the “NEUTRAL” position.

(2) F (A)

(8

R (C)

oooooo

ooooo

(1) Main gear shift lever
(2) Synchro-shuttle shift lever

(A) Forward
(B) Neutral position
(C) Reverse

4. Place the PTO-gear-shift-lever
position.

in the “OFF”

1XBXD00006A04

(1) PTO gear shift lever

L3301,L3901
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5. Place the position-control-lever in the “FLOAT”
position.
The “FLOAT” position is the lowest position of
position-control-lever.

1XBXD00017A01

(1) Position control lever (A) Down

6. Set the hand-throttle-lever to about 1/2 way.

(1) Hand throttle lever
(2) Foot throttle

(A) Increase
(B) Decrease

7. Insert the starter key into the key switch and turn it
HONL'.

(A)
.

()
1ZENUOO018A01

?/gﬁ 8ff (C) Start
n

8. Check the Easy Checker™ lamps.
(See Easy Checker™ lamps on page 33)

1ZENU00006B02

(1) Electrical charge indicator

(2) Parking brake indicator

(3) Engine oil pressure warning
indicator

(4) Glow plug indicator

NOTE :

» Some of the Easy Checker™ lamps may light
up depending on the positions of the levers
and switches.

* Turn on the key switch, and some of the
indicators on the instrument panel stay on
about 1 second.

9. Fully depress the clutch pedal.

1XBXD00024A01

(1) Clutch pedal

10. Turn the starter key to the “START” position and
release it when the engine starts.

IMPORTANT :
* Because of the safety devices, the engine

will not start except the following

conditions:

— PTO-gear-shift-lever is placed in the
“OFF” position.

— Synchro-shuttle shift lever is placed in
the “NEUTRAL” position.

11. Check to see that all the lamps on the Easy
Checker™ are “OFF”.
If the lamps on the Easy Checker™ is still on,
immediately stop the engine and determine the
cause.
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12. Release the clutch pedal.

STARTING THE ENGINE [HST
TYPE]

1. Make sure that the parking brake is set.
(See To set the parking brake on page 37 if the
parking brake is not set)

1XBXD00015A01

(1) Brake pedal
(2) Parking brake lever

(A) Interlock the brake pedals
(B) Depress
(C) Pull

NOTE :

e The parking-brake-indicator in the Easy
Checker™ comes on while the parking brake
is applied.

\
il ”gﬁ//// 3

%

PTO_540

nimin

1ZENU00006B01

(1) Parking brake indicator

2. Make sure that the fuel shutoff-valve is in the
“OPEN” position.

1XBXD00016A01

(1) Fuel shutoff-valve (A) Close

(B) Open

3. Make sure that the cruise-control-lever is in the
“OFF” position.

NOTE :

* Depress the both brake pedals together, and
the cruise-control-lever automatically
returns to the “OFF” position.

4. Place the speed-control-pedal and the range-gear-
shift-lever in the “NEUTRAL” position.

(3)
(A)
M|
(A)
Q] ‘
|
u
L]
|
Dﬂnﬂ
e 1XBXD00013B01

(1) Cruise control lever (if equip- (A) Neutral position
ped) (B) Off position

(2) Speed control pedal

(3) Range gear shift lever

NOTE :

* When removing the foot from the speed-
control-pedal, the speed-control-pedal
automatically returns to the “NEUTRAL”
position.

L3301,L3901
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5. Place the PTO-gear-shift-lever in the “OFF”
position.

1XBXD00031A01
(1) PTO gear shift lever (A) On

6. Place the position-control-lever in the “FLOAT”
position.
The “FLOAT” position is the lowest position of
position-control-lever.

7

1XBXD00017A01

(1) Position control lever (A) Down

7. Set the hand-throttle-lever to about 1/2 way.

1XBXD00028A01

1ZENUOO018A01

(A) Off
(B) On

(C) Start

9. Check the Easy Checker™ lamps.
(See Easy Checker" lamps on page 33)

() (2)
s

2
1y
/ \Be (G) 4 @% |
® S 8)
@ ~ F ® = il
:.: @ e
2/ ® m
|

B(8ssss],

(1) Hand throttle lever (A) Increase

(B) Decrease

8. Insert the starter key into the key switch and turn it
“ONU.

1ZENU00006B02

(1) Electrical charge indicator

(2) Parking brake indicator

(3) Engine oil pressure warning
indicator

(4) Glow plug indicator

NOTE :

+ Some of the Easy Checker™ lamps may light
up depending on the positions of the levers
and switches.

* Turn on the key switch, and some of the
indicators on the instrument panel stay on
about 1 second.
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10. Fully depress the clutch pedal.

1ZENU00018A01

1XBXD00024A01

(1) Clutch pedal

11. Turn the starter key to the “START” position and
release it when the engine starts.

IMPORTANT :
¢ Because of safety devices, the engine will
not start except the following conditions:
— PTO-gear-shift-lever is placed in the
“OFF” position.
— Speed-control-pedal is placed in the
“NEUTRAL” position.

12.Check to see that all the lamps on the Easy
Checker™ are “OFF”.
If the lamps on the Easy Checker™ is still on,
immediately stop the engine and determine the
cause.

13. Release the clutch pedal.

STARTING THE ENGINE IN
COLD WEATHER

If the ambient temperature is as follows and the engine
is very cold, follow the procedure in this section to start
the engine.

ggj 8ff (C) Start
n

NOTE :
¢ Glow-plug-indicator comes on while the
engine is being preheated.

2
\\\\\MM%MI// 3 /

PTC_540

Ambient temperature

Below -5 °C (23 ) |

1. Take the following steps of the procedure in the

Starting the engine section.

* [Manual transmission type]
Take the step 1. through step 9. of the
procedure in STARTING THE ENGINE
[MANUAL TRANSMISSION TYPE] on page 51.

* [HST type]
Take the step 1. through step 9. of the
procedure in STARTING THE ENGINE [HST
TYPE] on page 53.

2. Turn the starter key to the “ON” (glow plug) position
and keep it there for 10 seconds.
To protect the battery and the starter, make sure
that the starter is not continuously turned for more
than 10 seconds.

1ZENU00006B03
(1) Glow plug indicator

3. Turn the starter key to the “START” position.
The engine should start.
If the engine fails to start after keeping the starter
key preheat position for 10 seconds, turn off the
starter key for 30 seconds. Then repeat step 2. and
step 3.

1. Antifrost heater for oil separator
(if equipped)

The heater element operates continuously when the
key switch is in the on or start position.

Due to high electrical draw, extended idle time or
operations will drain the battery and stop the tractor.

L3301,L3901
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STARTING THE ENGINE IN COLD WEATHER

1XBXD00084A01

(1) Heater (oil separator) (out1) (3) Heater (oil separator) (in1)
(2) Heater (oil separator) (out2) (4) Heater (oil separator) (in2)

2. Block heater (if equipped)

A block heater is available as an option from your
dealer.

Block heater will assist you in starting your tractor when
the ambient temperature is as follows.

| Ambient temperature | Below -20 °C (-4 T)

STOPPING THE ENGINE

1. After slowing the engine to idle, turn the starter key
to the “STOP” position.

2. Remove the starter key.

NOTE :
e If the starter key does not stop the engine,
consult your local KUBOTA Dealer.

WARMING UP OF THE ENGINE

A WARNING

To avoid personal injury or death:

* Be sure to set the parking brake during warm-
up of the engine.

¢ Be sure to set all shift levers to the “NEUTRAL”
positions and to place the PTO-gear-shift-lever
in the “OFF” position during warm-up of the
engine.

For 5 minutes after the engine start-up, allow the
engine to warm up without applying any load. Allowing
the engine to warm up is to allow the oil to reach every
engine-part. If the load should be applied to the engine
without the warm-up period of 5 minutes, trouble such
as seizure, breakage, or premature wear may develop.

1. Warm-up of the engine and
transmission oil in the low
temperature range

IMPORTANT :
e Do not operate the tractor under full load
condition until it is sufficiently warmed up.

Hydraulic oil serves as transmission fluid. In cold
weather, the oil may be cold with increased viscosity.
The oil with increased viscosity can cause delayed oil
circulation or abnormally low hydraulic pressure for
some time after engine start-up. Delayed oil circulation
or abnormally low hydraulic pressure in turn can result
in trouble in the hydraulic system. To prevent the
trouble in the hydraulic system, check the following
instructions.

Warm up the engine at about 50% of rated rpm
according to the following table.

Ambient temperature

Warm-up time requirement

Above 0 °C (32 F)

At least 10 minutes

0°C to-10 °C
(32 Fto 14 F)

10 minutes to 20 minutes

-10°Cto-20 °C

20 minutes to 30 minutes

(-14 T to -4 F)

Below -20 °C (-4 T) More than 30 minutes

JUMP STARTING THE ENGINE

When jump starting the engine, follow the instructions
in this section to safely start the engine.

A WARNING
To avoid personal injury or death:
o Battery gases can explode. Keep cigarettes,
sparks, and flames away from battery.
e If the tractor battery is frozen, do not jump start
the engine.
* Do not connect the other end of the negative (-)
jumper cable to the negative (-) terminal of the
tractor battery.

IMPORTANT :

* This machine is equipped a 12 volt negative (-)
ground starting system.

¢ Use only the same voltage for jump starting.

¢ Use of a higher voltage source on the electrical
system of the tractor could result in severe
damage to the electrical system of the tractor.
Use only matching voltage source when jump
starting in a low battery condition or a dead
battery condition.

* Do not operate the tractor with the battery cable
disconnected from the battery.
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Do not operate the tractor without the battery
mounted.

Do not operate the tractor with the battery dead.
Charge the battery fully enough before
operating the tractor.

Otherwise the tractor might malfunction.

Connect cables in numerical order.
Disconnect in reverse order after use.

1XBXDO00019A01

3

(1)
(2

1.

Dead battery (3) Helper battery
Jumper cables

Bring the helper vehicle with a battery of the same
voltage as the disabled tractor within easy cable
reach.

IMPORTANT :
e The helper vehicle must not touch the
disabled tractor.

Engage the parking brakes of both vehicles and put
the shift levers in the “NEUTRAL” position. Shut
both engines off.

Wear an eye protection and rubber gloves.

Attach the red clamp to the positive (red, (+) or
pos.) terminal of the dead battery, and clamp the
other end of the same cable to the positive (red, (+)
or pos.) terminal of the helper battery.

Clamp the other cable to the negative (black, (-) or
neg.) terminal of the helper battery.

Clamp the other end of the cable, which is clamped
to the negative terminal of the helper battery, to the
engine block or frame of the disabled tractor as far
from the dead battery as possible.

Start the helper vehicle and let its engine run for a
few moments. Start the disabled tractor.

Disconnect the jumper cables in the exact reverse
order of attachment.

See the steps in order of step 6., step 5., and step
4.
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OPERATING THE TRACTOR

OPERATION OF NEW TRACTOR

How a new tractor is used and maintained determines
the life of the tractor.
A new tractor just off the factory production line has
been, of course, tested, but the various parts are not
accustomed to each other. So you should take care of
the tractor to operate for the first 50 hours at a slower
speed and avoid excessive work or operation until the
various parts become broken-in.
The manner which the tractor is used during the
breaking-in period greatly affects the life of your tractor.
Therefore, to obtain the maximum performance and the
longest life of the tractor, it is very important to properly
break-in your tractor. In using a new tractor, observe
the following precautions.
Do not operate the tractor at full speed for the first
50 hours.
* Do not start the tractor quickly. Do not apply the
brakes suddenly.
* In winter, operate the tractor after fully warming up
the engine.
* Do not run the engine at speeds faster than
necessary.
* On rough roads, slow down to suitable speeds.
Do not operate the tractor at fast speed.
The preceding precautions are not limited only to new
tractors, but to all tractors. But you should especially
follow the preceding precautions in the case of new
tractors.

Changing lubricating oil for new tractors

The lubricating oil is especially important in the case of
a new tractor. If the various parts are not broken-in and
are not accustomed to each other, small metal grit may
develop during the operation of the tractor. Small metal
grit may wear out or damage the parts. Therefore, you
should take care of the lubricating oil to change a little
earlier than would ordinarily be required.

(For further details of change interval hours, see
SERVICE INTERVALS on page 87)

PRECAUTIONS FOR BOARDING
AND LEAVING THE TRACTOR

* Never try to get on or off a moving tractor or to jump
off the tractor to exit.

» Face the tractor when getting into or out of the
tractor. Do not use the controls as hand-holds to
prevent inadvertent machine movements.

» Always keep steps and floor clean to avoid slippery
conditions.

OPERATION OF THE
FOLDABLE ROPS (IF
EQUIPPED)

A WARNING
To avoid personal injury or death:

* When raising or folding the ROPS, apply the
parking brake, stop the engine, and remove the
starter key.

Always perform the function from a stable
position at the rear of the tractor.

* Fold the ROPS down only when absolutely
necessary and fold it up and lock it again as
soon as possible.

* Before proceeding to fold ROPS, check for any
possible interference with installed implements
and attachments. If interference occurs, contact
your KUBOTA Dealer.

1. Folding the ROPS (if equipped)

1. Remove both set bolts.

1

1XBXDO00020A01

(1) Set bolt
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OPERATION OF THE FOLDABLE ROPS (IF EQUIPPED)

OPERATING THE TRACTOR

2. Fold the ROPS.

A CAUTION
To avoid personal injury:
* Hold the ROPS tightly with both hands and
fold the ROPS slowly and carefully.

(1)

ANN (

1XBXD00021A01

(1) ROPS

3. Align the set-bolt-holes and insert both set bolts.
Slightly tighten the set bolts and secure them with
the hair-pin-cotters.

A CAUTION

To avoid personal injury:

* Make sure that both set bolts are properly
installed and secured with the hair-pin-
cotters.

1XBXD00022A01
(1) Set bolt

(2) Hair pin cotter

2. Raising the ROPS to upright
position (if equipped)

1. Remove both the hair-pin-cotters and the set bolts.

1XBXD00022A01

(1) Set bolt (2) Hair pin cotter

2. Raise the ROPS to the upright position.

A CAUTION

To avoid personal injury:
* Raise the ROPS slowly and carefully.

3. Align the set-bolt-holes and insert both set bolts.
Slightly tighten the set bolts and secure them with
the hair-pin-cotters.

A CAUTION

To avoid personal injury:

* Make sure that both set bolts are properly
installed as soon as the ROPS is in the
upright position and secured with the hair-
pin-cotters.

(1

1XBXD00020A02
(1) Set bolt

(2) Hair pin cotter

3. Adjusting the foldable ROPS (if
equipped)
1. Adjust free fall of the ROPS upper frame regularly.

L3301,L3901

59



OPERATING THE TRACTOR

STARTING THE TRACTOR [MANUAL TRANSMISSION TYPE]

2. If you feel less friction in folding the ROPS, follow

the following procedure.

a. Remove the cotter pin.

b. Tighten the nut until you feel the right friction in
the movement.

c. Replace the cotter pin.

1ZENU00023A01

\\\M

1ZENU00043C02

(1) Travel adjust lever (A) Pull
(2) Suspension adjust handle (B) To decrease tension
(C) To increase tension
» Adjust the seat belt.
(See Seat belt on page 38)

(1) Cotter pin

STARTING THE TRACTOR
[MANUAL TRANSMISSION
TYPE]

1. Adjust the operator's position.
* Adjust the operator's seat.
(See Operator's seat on page 38)

\
1XBXD00023A01

1XBXD00001A02 =S| = + 5Ny
(1) Seat belt

NOTE :

* Adjust the operator's seat and the
suspension to make sure that the controls
are comfortably at hand for the operator,
making sure that the operator maintains a
good posture and minimizes risks from
whole body vibration.
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OPERATING THE TRACTOR

2. Select the positions of the light switches.

(2

(3)
4)

(B)

M

1ZENU00027A01

1XBXD00005B01 =

(1) Head light (4) Tail light

(2) Turn signal / hazard light
(3) Rear turn signal / hazard
light

+ Check the head light.
(See Head light switch on page 32)

* Check the front and rear turn signal / hazard
light.
(See Turn signal light switch on page 32 and
Hazard light switch on page 32)

(2)

N
B) ° °° Ty 1XBXD00011B01

(A) Off
(B) On (low)
(C) On (high)

(1) Turn signal light switch

(2) Head light switch

(3) Hazard light switch

(4) Turn signal / hazard light in-
dicator

3. Check the brake pedal.
(See Brake pedals (right and left) on page 36)

(A) Lock
(B) Release

(1) Brake pedal
(2) Brake pedal lock

4. Raise the implement.
(See Position control of 3-point hitch mounted

implement on page 79)

1XBXD00017A02

(1) Position control lever (A) Up

L3301,L3901
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OPERATING THE TRACTOR

5. Depress the clutch pedal.
+ [L3301]
See Clutch pedal [L3301 Manual transmission
type and HST type] on page 39.
» [L3901]
See Clutch pedal with dual clutch [L3901
Manual transmission type] on page 39.

“ 711
Yo

1XBXD00024A01
(1) Clutch pedal

6. Select the travel speed.

M

E(A)
(B)
R (C)

1XBXD00006A02
(1) Front wheel drive lever [AWD (A) On
type] (B) Off

7. Accelerate the engine.
(See Hand throttle lever on page 36 and Foot
throttle [Manual transmission type only] on page 40)

1XBXD00018A01

- (E)
(1) Synchro-shuttle shift lever (A) Forward
(2) Main gear shift lever (B) Neutral position
(3) Range gear shift lever (C) Reverse
(4) Front wheel drive lever [AWD (D) High
type] (E) Low

» Set the forward speed and the reverse speed by
engaging the main-gear-shift-lever, range-gear-
shift-lever, and the synchro-shuttle shift lever.
(See Main gear shift lever and range gear shift
lever [Manual transmission type only] on page
39 and Synchro-shuttle shift lever [Manual
transmission type only] on page 40)

» Engage the front-wheel-drive [4WD type].

(See Front wheel drive lever on page 37)

(1) Hand throttle lever
(2) Foot throttle

(A) Increase
(B) Decrease

8. Unlock the parking brake and slowly release the
clutch.
(See To release the parking brake on page 37)

1XBXD00026A01 .

(1) Brake pedals
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STARTING THE TRACTOR [HST TYPE] OPERATING THE TRACTOR

STARTING THE TRACTOR [HST mak(iing sutre that ;he operator m_ai:tai?s a
TYPE]

1. Adjust the operator's position.
* Adjust the operator's seat.
(See Operator's seat on page 38)

(1) Travel adjust lever (A) Pull
(2) Suspension adjust handle (B) To decrease tension
(C) To increase tension
* Adjust the seat belt.
(See Seat belt on page 38)

(1) Seat belt

NOTE :

e Adjust the operator's seat and the
suspension to make sure that the controls
are comfortably at hand for the operator,
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OPERATING THE TRACTOR

2. Select the positions of the light switches.

1XBXD00005B01 :

(1) Head light

(2) Turn signal / hazard light

(3) Rear turn signal / hazard
light

(4) Tail light

» Check the head light.
(See Head light switch on page 32)

+ Check the front and rear turn signal / hazard
light.
(See Turn signal light switch on page 32 and
Hazard light switch on page 32)

(B)

(2

1ZENU00027A01

(A) Off
(B) On (low)
(C) On (high)

(1) Turn signal light switch

(2) Head light switch

(3) Hazard light switch

(4) Turn signal / hazard light in-
dicator

3. Check the brake pedal.
(See Brake pedals (right and left) on page 36)

2

(2) Py
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1XBXD00004A02
(1) Brake pedal (A) Lock
(2) Brake pedal lock (B) Release

4. Raise the implement.
(See Position control of 3-point hitch mounted

implement on page 79)

1XBXD00017A02

(1) Position control lever
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OPERATING THE TRACTOR

5. Depress the clutch pedal.
(See Clutch pedal [L3301 Manual transmission type
and HST type] on page 39)

1XBXD00024A01

(1) Clutch pedal

6. Select the travel speed.

0]
2

3) /@

4)

(1) Front wheel drive lever
(2) Range gear shift lever
(3) Cruise control lever

(4) Speed control pedal

» Set the gear by engaging the range-gear-shift-
lever.
(See Range gear shift lever (L-M-H) [HST type
only] on page 41)

M TH]@

i/

* Engage the front-wheel-drive.
(See Front wheel drive lever on page 37)

1XBXD00027A01

(1) Front wheel drive lever (A) On
(B) Off

7. Accelerate the engine.
(See Hand throttle lever on page 36)

1XBXD00028A01
(1) Hand throttle lever

(A) Increase
(B) Decrease

8. Unlock the parking brake and slowly release the
clutch.
(See To release the parking brake on page 37)

1XBXD00085A01 .

1XBXD00013D01
(1) Range gear shift lever (L-M-  (A) High
H) (B) Neutral position
(C) Middle
(D) Low

(1) Brake pedals

L3301,L3901
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OPERATING THE TRACTOR

STOPPING THE TRACTOR

9. Depress the speed-control-pedal.
(See Speed control pedal [HST type only] on page

(1) Speed control pedal
(2) Stopper bolt

(A) Forward
(B) Reverse

» Set the proper forward speed by applying the
cruise-control-lever.
(See Cruise control lever (if equipped) [HST
type only] on page 41 and How to use the
cruise control lever (if equipped) [HST type only]
on page 42)

1XBXD00030A01

1XBXD00026B01

(1) Cruise control lever (A) Increase

(B) Decrease
(C) off

STOPPING THE TRACTOR

1. Slow down the engine.
2. Depress the clutch pedal and brake pedal.

(1) Clutch pedal (2) Brake pedal
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OPERATING THE TRACTOR

3. After the tractor has stopped, disengage the PTO
clutch.
(See PTO gear shift lever on page 74)

* [Manual transmission type]
(See Main gear shift lever and range gear shift
lever [Manual transmission type only] on page

[Manual transmission type]

1XBXD00006A04

™1
1 3

(A)

)

[HST type]

X
1XBXD00031A01

% (B)
(A)
Pz
= (C) > <% 1XBXD00012C02
(1) Main gear shift lever (A) Neutral position
(2) Range gear shift lever (B) High
(C) Low

* [HST type]
(See Range gear shift lever (L-M-H) [HST type
only] on page 41)

(1) PTO gear shift lever (A) On
(B) Off

4. Lower the implement to the ground.
(See Position control of 3-point hitch mounted
implement on page 79)

v/

1XBXD00017A03

(1) Position control lever (A) Float
(B) Down

(C) Up

5. Shift the transmission to the neutral position.

1XBXD00013D01 A
(1) Range gear shift lever (L-M-  (A) High
H) (B) Neutral position
(C) Middle
(D) Low

6. Release the clutch pedal.

L3301,L3901
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OPERATING THE TRACTOR CHECK DURING DRIVING

7. Set the parking brake.
(See To set the parking brake on page 37)

1ZENU00006C01 (2) (1
(1) Easy Checker™ (2) Error code
B
1XBXD00015A01 () ~ =
(1) Brake pedal (A) Interlock the brake pedals
(2) Parking brake lever (B) Depress
(C) Pull

CHECK DURING DRIVING

1. Cases to stop the engine
immediately

Immediately stop the engine if:

* The engine suddenly slows down or accelerates.
» Unusual noises suddenly are heard.

» Exhaust fumes suddenly become very dark.

2. Easy Checker™

If trouble should occur at any location while the engine
is running, the warning-indicator-lamp in the Easy
Checker™ corresponding to that location comes on.

If the warning-indicator-lamps in the Easy Checker™
come on during operation of the tractor, immediately
stop the engine, and find the cause as the following
table.

Never operate the tractor while the warning-indicator-
lamps in the Easy Checker™ is on.

NOTE :

* For checking and servicing of your tractor,
consult your local KUBOTA Dealer for
instructions.
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CHECK DURING DRIVING

OPERATING THE TRACTOR

Easy Checker™ lamps

O

Engine oil pressure
warning indicator

If the oil pressure in the engine goes below
the prescribed level, the engine-oil-pres-
sure-warning-indicator in the Easy Check-
er™ will come on.

If the engine-oil-pressure-warning-indicator
should come on during operation of the
tractor, and this warning indicator lamp
does not go off when the engine is acceler-
ated to more than 1000 rpm, check level of
engine oil.

(See Checking the engine oil level on page
96)

]
Electrical charge
warning indicator

If the alternator is not charging the battery,
the electrical-charge-warning-indicator in
the Easy Checker™ will come on.

If the electrical-charge-warning-indicator
should come on during operation of the
tractor, check the electrical charging sys-
tem or consult your local KUBOTA Dealer.

O

Engine warning in-
dicator

Engine-warning-indicator serves the follow-

ing two functions. If the engine-warning-in-

dicator lights up, pinpoint the cause and

take a proper measure. At same time, error

code might also appear.

» Error with the engine control sys-

tem
If during operation the water-tempera-
ture-gauge reads an acceptable level
but the engine-warning-indicator in the
Easy Checker™ comes on, stop the
engine and get it restarted. If the error
happens again, consult your local KU-
BOTA Dealer.

IMPORTANT :

— If the engine-warning-indicator
lights up, the following phe-
nomena may appear depend-
ing on the trouble spot of the

engine.
¢ The engine stops unex-
pectedly.

* The engine fails to start or
gets interrupted just after

start.

* The engine output is not
enough.

* The engine output is

enough, but the engine-
warning-indicator stays
on.

If the engine output is not enough, im-
mediately interrupt the operation and
move the tractor to a safe place and
stop the engine.
* Engine overheat

If the water temperature gauge reads
an unusual level and the engine-warn-
ing-indicator in the Easy Checker™
comes on, the engine may have got
overheated. Check the tractor accord-
ing to ENGINE TROUBLESHOOTING

on page 128.

(Continued)

e

Emission indicator

If the emission indicator lights up, take the

steps to lower the water temperature. Low-
ering the water temperature helps keep the
emission clean.

A

Master system
warning

If trouble should occur at the engine, trans-
mission, or other control parts, the master-
system-warning-indicator flashes as a
warning. At same time, error code will ap-
pear. If the trouble is not corrected by re-
starting the tractor, consult your local KU-
BOTA Dealer.

NOTE :

¢ For checking and servicing of your tractor,

consult
instructions.

e Error code will

your

local KUBOTA Dealer for

not disappear even if the

warning indicator is reset.

3. Fuel gauge

When the key switch is on, the fuel gauge indicates the

fuel level.

1ZENUO0006B04

(1) Fuel gauge

(A) Full
(B) Empty

Be careful not to empty the fuel tank. Otherwise air may
enter the fuel system.

If air should enter the fuel system, bleed it.

(See Bleeding the fuel system on page 122)

1XBXDO00016A01

(1) Fuel shutoff-valve

(A) Close
(B) Open

L3301,L3901
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OPERATING THE TRACTOR

CHECK DURING DRIVING

4. Coolant temperature gauge

A WARNING
To avoid personal injury or death:

* Do not remove the radiator cap until the coolant
temperature is well below its boiling point. Then
loosen the radiator cap slightly to the stop to
relieve any pressure before removing the
radiator cap completely.

+ With the key switch at the “ON” position, the
coolant-temperature-gauge indicates the
temperature of the coolant. [C] means cold and [H]
means hot.

* If the indicator of the coolant-temperature-gauge
reaches the red zone position, engine coolant is
overheated. Check the tractor according to Dealing
with overheated coolant temperature on page 70
and ENGINE TROUBLESHOOTING on page 128.

1ZENU00006D01

(1) Coolant temperature gauge (A) Red zone

4.1 Dealing with overheated coolant
temperature

Take the following actions in the event which the
coolant temperature is nearly or more than the boiling
point, what is called Overheating.

1. Park the tractor in a safe place and keep the engine
unloaded idling.

2. Do not stop the engine suddenly, but stop it after
about 5 minutes of unloaded idling.

3. Keep yourself well away from the machine for
further 10 minutes or while the steam blows out.

4. Check that there are no dangers such as burns.
Get rid of the causes of overheating according to
ENGINE TROUBLESHOOTING on page 128.

5. Then, start again the engine.

5. Hour meter

The hour meter gives readings for the hours that the
tractor has been operated.

The hour meter indicates the hours that the tractor has
been used in 5 digits and the last digit indicates 1/10 of
an hour.

1ZENU00006B06 m

(1) Hour meter

6. Tachometer

The tachometer gives readings for the engine speed
and PTO-shaft-speed.

The tachometer indicates the engine speed and the
location of 540-PTO-shaft-speed on the dial.

1ZENU00006B05

(1) Engine revolution

(A) PTO (540 rpm)

PARKING THE TRACTOR

When parking the tractor, be sure to set the parking
brake.

A WARNING

To avoid personal injury or death:

Before dismounting the tractor

* Always set the parking brake and lower all
implements to the ground.
Leaving the transmission in gear with the
engine stopped will not prevent the tractor with
HST transmission from rolling.
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TECHNIQUES FOR OPERATING THE TRACTOR

OPERATING THE TRACTOR

e Stop the engine and remove the starter key.
Before getting off the tractor, perform the proper
procedure.

1. Disengage the PTO.
(See PTO gear shift lever on page 74)

[Manual transmission type]

1XBXD00006A04

(M

1XBXD00017A03

[HST type]

1XBXD00031A01

(1) PTO gear shift lever (A) On
(B) Off

2. Lower all implements to the ground.
(See Position control of 3-point hitch mounted
implement on page 79)

(1) Position control lever (A) Float

(B) Down
() Up
3. Place all control levers in their neutral positions.

4. Set the parking brake.
(See To set the parking brake on page 37)

1XBXD00015A01 ~ =

(1) Brake pedal (A) Interlock the brake pedals
(2) Parking brake lever (B) Depress
(C) Push

5. Stop the engine.
(See STOPPING THE ENGINE on page 56)

6. Remove the starter key.
If it is necessary to park the tractor on an incline, be
sure to chock the wheels to prevent accidental
rolling of the tractor.

TECHNIQUES FOR OPERATING
THE TRACTOR

1. Differential lock

A WARNING

To avoid personal injury or death due to loss of

steering control:

* Do not operate the tractor at high speed with
differential lock engaged.

* Do not turn the tractor with the differential lock
engaged.

L3301,L3901
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OPERATING THE TRACTOR

TECHNIQUES FOR OPERATING THE TRACTOR

e Be sure to release the differential lock before
turning the tractor in field conditions.

If one of the rear wheels should slip, depress the
differential-lock-pedal. Both wheels will then turn
together, which reduce slippage of the rear wheels.

You can maintain the differential lock only while the
differential-lock-pedal is depressed.

[Manual transmission type]

N e
\

BT\ Wy

1XBXD00006A03

* To help assure that the straight-line-stops when
driving at transport speeds, lock the brake
pedals together. Uneven braking at road speeds
could cause the tractor to roll-over.

e When traveling on road with 3-point hitch
mounted implement attached, be sure to have
sufficient front weight on the tractor to maintain
steering ability.

Be sure that the SMV emblem and the warning-
indicator-lamps are clean and visible. If towed or rear-
mounted equipment obstructs these safety devices,
install the SMV emblem and the warning-indicator-lamp
on equipment.

Consult your local KUBOTA Dealer for further details.

[HST type]

M

1XBXD00005A01 .

(1) Differential lock pedal (A) Press to engage

(B) Release to disengage

IMPORTANT :

* When using the differential lock, always slow
the engine down.

e To prevent damage to power train, do not
engage the differential lock when one wheel is
spinning and the other is completely stopped.

* If you cannot release the differential lock in the
preceding manner, lightly depress the brake
pedals alternately.

2. Precautions for operating the
tractor on a road

A WARNING

To avoid personal injury or death:

(1) SMV emblem (2) Bracket

3. Precautions for operating the
tractor on slopes and rough terrain

A WARNING
To avoid personal injury or death:

* Always back the tractor up when the tractor is
going up a steep slope. Driving forward could
cause the tractor to tip over backward. Stay off
hills and slopes too steep for safe operation of
the tractor.

* Avoid changing gears when the tractor is
climbing or descending a slope.

* If operating the tractor on a slope, never
disengage the clutch lever or shift lever to the
neutral position. Disengaging the clutch lever or
shift lever to neutral could cause loss of
control.

* Do not drive the tractor close to the edges of
ditches or banks which may collapse under the
weight of the tractor, especially when the
ground is loose or wet.

* Be sure that the wheel tread is adjusted to provide
the maximum stability.
(See WHEEL ADJUSTMENT on page 82)
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TECHNIQUES FOR OPERATING THE TRACTOR

OPERATING THE TRACTOR

» Slow down for slopes, rough ground, and sharp
turns, especially when transporting heavy, rear
mounted equipment.

» Before descending a slope, shift to a gear low
enough to control speed without using brakes.

4. Precautions for transporting the
tractor safely

* Carry the tractor on a truck if the tractor is
damaged. Secure the tractor tightly with ropes.

* Follow the instruction as follows when towing the
tractor. Otherwise, powertrain of the tractor may get
damaged.

— Set the all shift levers to their “NEUTRAL”
position.

— If possible, start the engine and select 2WD. If
creep speed is fitted, make sure that creep
speed is disengaged.

— Tow the tractor using its front hitch or drawbar.

— Never tow the tractor faster than the following
speed.

10 km/h

Towing speed (6.2 mph)

5. Directions for use of the power
steering

+ The power steering is activated only while the
engine is running. Slow engine speeds weight the
steering a little. While the engine is stopped, the
tractor functions in the same manner as tractors
without power steering.

* Turning the steering wheel all the way to the stop
activates the relief valve. Do not hold the steering
wheel in the stop for a long period of time.

* Avoid turning the steering wheel while the tractor is
stopped. Otherwise tires may wear out sooner.

* The steering becomes easier due to the power-
steering-mechanism. Be careful when driving on a
road at high speeds.

L3301,L3901
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POWER TAKE-OFF (PTO)

PTO OPERATION

POWER TAKE-OFF (PTO)

PTO OPERATION

A WARNING
To avoid personal injury or death:

* Disengage the PTO, stop the engine, and allow
all rotating components to come to a complete
stop before connecting, disconnecting,
adjusting, or cleaning any PTO driven
equipment.

1. PTO gear shift lever

» The tractor equips a 540 rpm speed position.

* PTO shifting needs clutch operation. Press the
clutch pedal down completely to stop the tractor
movement and movement of any PTO-driven-
equipment before shifting the PTO-gear-shift-lever.

[Manual transmission type]

1XBXD00006A04

[HST type]

1XBXD00031A01

(1) PTO gear shift lever (A) On

IMPORTANT :

e To avoid shock loads to the PTO, reduce the
engine speed when engaging the PTO, then
open the throttle to the recommended speed.

* To avoid the damage of transmission, fully
disengage the main clutch before shifting the
PTO-gear-shift-lever.

NOTE :

* There is a PTO (540 rpm) indicated mark on the
tachometer board.

* Tractor engine will not start if the PTO-gear-
shift-lever is in the engaged “ON” position.

2. How to use the stationary PTO

To park the tractor and use the PTO system for chipper
or pump, for example, start the PTO system in the
procedure in this section.
1. Apply the parking brakes and place blocks at the
tires.
(See To set the parking brake on page 37)

1XBXD00015A01

(1) Brake pedal
(2) Parking brake lever

(A) Interlock the brake pedals
(B) Depress
(C) Push

2. Make sure the shift levers are at the neutral
position, and start the engine.
3. Set the PTO-gear-shift-lever to engage “ON”.

4. Set the engine speed to provide recommended
PTO speed.
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PTO OPERATION

POWER TAKE-OFF (PTO)

5. Dismount the operator's seat and tilt up quickly.
Engine will stop if there is a delay in tilting up the
operator's seat.

[Manual transmission type]

1XBXD00032A01

[HST type]

1XBXD00025A02

(1) Operator's seat (A) Tilt forward
(2) PTO gear shift lever (B) On
(C) Off

NOTE :

* If the PTO system is engaged and you stand
up from the operator's seat or the operator's
seat is not tilted forward, the engine stops
automatically after standing up.

3. Operating the live PTO with dual
clutch [L3901 Manual transmission

type only]

1. Fully depressed the clutch pedal (1), and move the
PTO-gear-shift lever to the “ON” position and select
the traveling speed.

2. Release the clutch pedal half-way (B).

The PTO will be engaged, but transmission clutch
remains disengaged

3. Release the clutch pedal (A) and start the tractor.

(1) Clutch pedal (A) Release fully

(B) Release half-way
(C) Depressed fully

4. PTO shaft cover and PTO shaft
cap

A WARNING
To avoid personal injury or death:

¢ Keep the PTO-shaft-cover in place at all times.

¢ Replace the PTO-shaft-cap when the PTO shaft
is not in use.

e Before connecting or disconnecting a drive
shaft to PTO shaft, be sure that the engine is off
and raise up the PTO-shaft-cover. Afterward be
sure to return the PTO-shaft-cover to the
“NORMAL?” position.

1XBXD00002A02

(1) PTO shaft cover
(2) PTO shaft cap

IMPORTANT :

* The universal joint of the PTO-drive-shaft is
technically limited in its moving angle. Refer to
the PTO Drive Shaft Instructions for proper use.

(A) Normal position
(B) Raised position

L3301,L3901
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3-POINT HITCH AND DRAWBAR OVERVIEW OF THE 3-POINT HITCH AND DRAWBAR

3-POINT HITCH AND DRAWBAR

OVERVIEW OF THE 3-POINT HITCH AND DRAWBAR

S =="1)

1

(2) — (6)

(3)

(3

4)

4

(5

M ®)

1XBXD00005C01
(1) Top link (3) Check chains (5) Lower link (7) Lower link holder
(2) Lifting rod (left) (4) Turn buckle (6) Lifting rod (right) (8) Drawbar
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3-POINT HITCH AND DRAWBAR

3-POINT HITCH

1. Preparations for attaching the 3-
point hitch implement

1.1 Selecting the holes of lower links

1. Selecting the proper holes of lower links to attach
the lifting rod.
There are two holes in the lower links. For most
operations, you should attach the lifting rods to the
hole-B as follows.

\
1XBXD00034A01
(1) Lower link (A) Hole-A
(2) Lifting rod (B) Hole-B

NOTE :
¢ You may attach the lifting rods to the hole-A
for greater lifting force.

1.2 Selecting the holes to mount the top
link

1. Select the proper set of holes according to
Hydraulic control unit use reference chart on page

81.
[ [ —
A
~ \g avs
L\\ ‘%ﬁﬁ -
— HIC i\éwo'o ,T( !‘
\\/ Lg\“?’?EDEQ]\A&/ ))
1ZENU00\043D01 \\\ [y < \

1.3 Dealing with the drawbar

1. Remove the drawbar if a close mounted implement
is attached to the 3-point hitch.

(For detail for the drawbar, see DRAWBAR on page
78)

2. Attaching methods of 3-point
hitch implement

2.1 Precautions for attaching and
detaching the 3-point hitch implement

A WARNING

To avoid personal injury or death:

* Be sure to stop the engine before attaching the
3-point hitch implement.

e Do not stand between tractor and implement
unless the parking brake is applied.

e Before attaching or detaching the 3-point hitch
implement, locate the tractor and implement on
a firm level surface.

* Whenever an implement or other attachment is
connected to the 3-point hitch of the tractor,
check full range of operation for interference,
binding, or PTO separation.

2.2 Adjusting the lifting rod (right)

1. Level a 3-point mounted implement from side to
side by turning the adjusting handle with 3-point
mounted implement on the ground.

2. Shorten or lengthen the adjustable lifting rod.
3. After adjustment, tighten the lock nut securely.

1XBXD00035A01
(1) Adjusting handle

(2) Lock nut

2.3 Adjusting the top link
The proper length of the top link varies according to the
type of implement being used.

1. Adjust the angle of the implement to the desired
position by shortening or lengthening the top link.

2. After adjustment, tighten the lock nut securely.

L3301,L3901
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3-POINT HITCH AND DRAWBAR

3-POINT HITCH

2.4 Adjusting the check chains

1. Adjust the turnbuckle to control the horizontal sway
of the implement.
(See Hydraulic control unit use reference chart on
page 81)

2. After adjustment, re-set the lock nut.

1XBXDO00036A01

(1) Turnbuckle (2) Lock nut

2.5 Dealing with the lower link holder

1. Holds the lower links with the lower-link-holder.
When operating the tractor without an implement, it
is necessary to lock the lower links to prevent them
from hitting the rear wheels of the tractor.

DRAWBAR

A WARNING

To avoid personal injury or death:

* Never pull from the top link, the rear axle, or any
point above the drawbar. Pulling from the top
link, the rear axle, or any point above the
drawbar could cause the tractor to tip over
rearward.

1. Adjusting the drawbar length

1. Adjust the length of the drawbar.
When towing an implement, it is recommended that
the (B) hole in drawbar to be utilized.
For information about the drawbar load, read the
IMPLEMENT LIMITATION TABLES on page 26.

L9 o © o O
(A) (B)

1ZENUO00048A01

(1) PTO shaft (A) Hole-A

(2) Drawbar (B) Hole-B

(3) Pivot pin
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3-POINT HITCH CONTROL SYSTEM

HYDRAULIC UNIT

HYDRAULIC UNIT

IMPORTANT :

e Do not operate the hydraulic unit until the
engine is warmed up. If operation is attempted
when the engine is still cold, the hydraulic
system may be damaged.

* If you hear noises when implement is lifting
after the hydraulic-control-lever has been
activated, the hydraulic mechanism is not
adjusted properly. Unless corrected, the
hydraulic unit will be damaged. Contact your
KUBOTA Dealer for adjustment.

3-POINT HITCH CONTROL
SYSTEM

A WARNING
To avoid personal injury or death:

e Before using the 3-point hitch controls, make
sure that no person or object is in the area of
the implement or 3-point hitch.

* Do not stand on or near the implement or
between the implement and tractor when
operating the 3-point hitch controls.

1. Position control of 3-point hitch
mounted implement

Position control will control the working depth of 3-point
hitch mounted implements regardless of the amount of

pull required.

(1)

1XBXD00017A03

(1) Position control lever (A) Float
(B) Down

(C) Up

2. Float control of 3-point hitch
mounted implement
Place the position-control-lever in the float position to

move the lower links freely along with the ground
conditions.

(1)

1XBXD00017A03

(1) Position control lever (A) Float

(B) Down
() Up

3. 3-point hitch lowering speed

A WARNING
To avoid personal injury or death:

* Fast lowering speed may cause damage or
injury. You should adjust the lowering speed of
3-point hitch mounted implement to 2 or more
seconds.

You can control the lowering speed of the 3-point hitch
by adjusting the 3-point hitch lowering speed knob.

1XBXD00006A02 ~
(1) 3-point hitch lowering speed (A) Fast
knob (B) Slow
(C) Lock

L3301,L3901

79



HYDRAULIC UNIT

AUXILIARY HYDRAULICS

AUXILIARY HYDRAULICS

1. How to use the hydraulic block
type outlet when the hydraulically
operated implement is attached
Hydraulic-block-type-outlet is useful when adding

hydraulically operated implement such as front-end-
loader, front blade, and so on.

1. Remove the block cover.

2. Route the implement inlet, outlet, and return hoses
as shown in the illustration.

1XBXD00037A01

(1) Block cover

Block cover (1) removed

1XBXD00038A01

(A) From gear pump (D) From implement (tank port)
(B) To implement
(C) From implement (outlet)

Max flow 25.7 L/min
(6.8 gals./min)
To implement (B) 16.2 MPa
Max pressure (165 kgflcm?)
[2347 psi]
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HYDRAULIC UNIT

2. Hydraulic control unit use reference chart

In order to use the hydraulics properly, the operator must know the following chart. Though this information may not
be applicable to all types of implements and soil conditions, it is useful for general conditions.

Implement

Remarks

and rear mount type)

1AGAIAZAP122A 1ZENU00053A01 1AGAIAZAPO70A 1XBXDO003OA01
Soil condition Top link mounting Gauge wheel (1) Check chains
holes
Light soil lor2 Adjust the check chains
Moldboard plow Medium soil 20r3 so that the implement
- can move 5 cm to 6 cm
Heavy soil 3 (2.0in. to 2.4 in.) later-
Disc plow - 2o0r3 ally.
Harrower (spike, Yes/no Loose Tighten the check
springtooth, and disc chains enough to pre-
type) 2 vent excessive imple-
- or3
ment movement when
Sub-soiler implement is in raised
position.
Weeder and ridger YES
Earthmover, digger, With implements with
gauge wheels, lower
scraper, manure fork, Yes/no ) .
) - 3 Tighten the position-control-lev-
and rear carrier
er all the way.
Mower (mid mount type No

L3301,L3901
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TIRES, WHEELS, AND BALLAST

TIRES

TIRES, WHEELS, AND BALLAST

TIRES

A WARNING
To avoid personal injury or death:

* Do not attempt to mount a tire on a rim. Only a
qualified person with the proper equipment
should mount a tire on a rim.

¢ Always maintain the correct tire pressure.

Do not inflate the tires above the recommended
pressure shown in the Inflation pressure
section.

(See Inflation pressure of tires on page 82)

IMPORTANT :
* Do not use tires other than those approved by
KUBOTA.

1. Inflation pressure of tires

Though the tire pressure is factory-set to the prescribed
level, it naturally drops slowly in the course of time.
Thus, check the tire pressure everyday and inflate as
necessary.

Tire sizes Inflation Pressure

100 kPa
(1.0 kgf/lcm?)
[14 psi]

11.2-24, 4PR

100 kPa
(1.0 kgflcm?)
[14 psi]

Rear 13.6-16, 4PR

210 kPa
(2.1 kgflcm?)
[30 psi]

15-19.5, 6PR

220 kPa
(2.2 kgflcm?)
[32 psi]

5.00-15, 4PR

180 kPa
(1.8 kgf/lcm?)
[26 psi]

7.2-16, 8PR

160 kPa
(1.6 kgf/lcm?)
[23 psi]

Front 23 x 8.50-12, 4PR

160 kPa
(1.6 kgf/lcm?)
[23 psi]

25 x 8.50-14, 6PR

210 kPa
(2.1 kgflcm?)
[30 psi]

(Continued)

27 x 8.50-15, 6PR

Tire sizes Inflation Pressure
300 kPa
Front 27 x 8.50-15, 8PR (3.1 kgflcm?)
[44 psi]

NOTE :

* Maintain the maximum pressure in front tires, if
using a front loader or when equipped with a
full load of front weight.

2. Dual tires

You can not use the dual tires.
Dual tires are not approved.

WHEEL ADJUSTMENT

A WARNING
To avoid personal injury or death:

* When working on slopes or when working with
a trailer, set the wheel tread as wide as practical
for maximum stability.

e Support the tractor securely on stands before
removing a wheel.

* Do not work under any hydraulically supported
devices. They can settle, suddenly leak, or be
accidentally lowered. If necessary to work
under the tractor or any machine elements for
servicing or adjustments, securely support
them with stands or suitable blocking
beforehand.

* Never operate the tractor with a loose rim,
wheel, or axle.

1. Front wheels

A WARNING

To avoid personal injury or death:

e Before jacking up the tractor, park it on a firm
and level ground and chock the rear wheels.

¢ Fix the front axle to keep it from pivoting.

e Select the jacks that withstand the machine
weight and set them up as shown in the
following figure.
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WHEEL ADJUSTMENT

TIRES, WHEELS, AND BALLAST

g

‘E’ A
L=

Sl
PN =S ™)
/) \\\ /’A

1XBXD00042A01

(1) Jack points

You can not adjust width of the front tread.
IMPORTANT :

¢ Do not turn the front discs to obtain wider tread.

¢ When re-fitting or adjusting a wheel, tighten the
bolts to the following torques.

1XBXD00016B02
(1) Bolt
137 N'm
Bolt (1) Tightening torque (14 kgf-m)
[100 ft-Ibs]

Then recheck after driving the tractor as
follows, and thereafter according to SERVICE
INTERVALS on page 87.

200 m (200 yards) and 10 times of shuttle

Driving tractor movement by 5 m (5 yards)

[2WD Front wheel]

Tire Tread
5-15 Farm (A)—77;
1XBXD00040A01 777
(A) 1050 mm
(41.3in.)

(A) ———~

23 x 8.5-12 Turf

1XBXD00041A01

(A) 1175 mm
(46.3 in.)

[4WD Front wheel]

<

7

1GLDNO00062A01
(1) Tread
Tire Tread
7.2-16 Farm 223?51 T;n;
25 x 8.5-14 Turf 213?55[,?3
27 x 8.5-15 IND, Hybrid 2‘1;59?]”;

IND
For industrial

2. Rear wheels

You can adjust the width of rear tread with the standard
equipped tires.
(See Adjusting the rear wheels on page 84.)

L3301,L3901
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WHEEL ADJUSTMENT

Tire Tread
15-19.5
Industry,
Hybrid
= (A)
-

1XBXD00043A01
(A) 1145 mm (45.1 in.)

13.6-16
Turf
<J (A)
1XBXD00044A01
(A) 1115 mm (43.9.in.)
11.2-24 A
Farm - —(A) <5— (A) 5—(A)
2 2 2
1XBXD00045A01 1XBXDO0046A01 1XBXD00047A01
(A) 1115mm | (A) 1195mm | (A) 1290 mm
(43.9in.) (47.1in.) (50.8 in.)

2.1 Adjusting the rear wheels

This section describe the procedure to change the
width of the rear tread.

A WARNING

To avoid personal injury or death:

» Before jacking up the tractor, park it on a firm
and level ground and chock the rear wheels.

* Fix the front axle to keep it from pivoting.

* Select the jacks that withstand the machine
weight and set them up as shown in the
following figure.

1XBXD00048A01

(1) Jack point

1. Remove the bolts which mount the wheel rim and /
or disk.

2. Change the position of the rim and / or disk (right
and left) to the desired position.

3. Tighten the bolts.

IMPORTANT :

* Always attach the tires as shown in the
following figure.

* If you do not attach the rear wheel as the
following figure, transmission parts may be
damaged.

* Do not turn the rear discs to obtain the wider
tread.

* When re-fitting or adjusting a wheel, tighten
the bolts to the following torques.

=
1XBXD00016B03 ~—
(1) Bolt
215N'm
Bolt (1) Tightening torque (22 kgf-m)
[160 ft-Ibs]

Then recheck after driving the tractor as
follows, and thereafter according to
SERVICE INTERVALS on page 87.

200 m (200 yards) and 10 times of shuttle

Driving tractor movement by 5 m (5 yards)
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TIRES, WHEELS, AND BALLAST

BALLAST

A WARNING

To avoid personal injury or death:

* You will need the additional ballast for
transporting the heavy implements. When the
implement is raised, drive slowly over rough
ground, regardless of how much ballast is used.

e Do not fill the front wheels with liquid to
maintain steering control.

1. Front ballast

Add weights if needed for stability (2WD and 4WD
models) and improve traction (4WD model). Heavy
pulling and heavy rear mounted implements tend to lift
the front wheels.

Add enough ballast to maintain the steering control and
prevent tip over.

Remove the weight when no longer needed.

IMPORTANT :

* Do not overload the tires.

e Add no more weight than indicated in the
following table.

25 kg x 5 pieces

Maximum weight (275 Ibs.)

1.1 Front end weights (option)

You can attach the front-end-weights to the bumper.
Refer to your implement operator's manual for required
number of weights or consult your local KUBOTA
Dealer to use it.

1GLDNOOOG8A0O1

(1) Front end weights

NOTE :
* Front end weights is the option on [4WD]
models (North America only).

(2) Bumper

2. Rear ballast

Add weights to rear wheels if needed to improve
traction or for stability. you should match the amount of
rear ballast to job and remove the rear ballast when it is
not needed.

You should add the weight to the tractor in the form of
liquid ballast, rear wheel weights, or a combination of
both.

IMPORTANT :

* Do not overload the tires.

e Add no more weight than indicated in the
following table.

28 kg x 3 pieces

Maximum weight per wheel (185 Ibs.)

2.1 Rear wheel weights (option)

You can attach the rear-wheel-weights to the bumper.
See your implement operator's manual for required
number of weights or consult your local KUBOTA
Dealer to use it.

1GLDNO0069A01
(1) Rear wheel weights

3. Liquid ballast in rear tires

Water and calcium-chloride-solution provides safe
economical ballast. Using the liquid ballast properly will
prevent tires, tubes, or rims from damaging. The
addition of calcium chloride is recommended to prevent
the water from freezing. The addition of calcium
chloride for weighting the wheels obtains the full
approval of the tire companies. Consult your tire dealer
for addition of calcium chloride.

L3301,L3901
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BALLAST

Liquid weight per tire (75 percent filled)

Tire sizes 11.2-24 15-19.5
Slush free at -10 °C (14 F)
Solid at -30 °C (-22 F) 105 kg 140 kg
[Approx. 1 kg (2 Ibs.) CaCl2 per 4 L (230 Ibs.) (309 Ibs.)
(1 gal) of water]
Slush free at-24 °C (11 )
Solid at -47 °C (-52 F) 110 kg 150 kg
[Approx. 1.5 kg (3.5 Ibs.) CaCl2 per (240 Ibs.) (331 Ibs.)
4 L (1 gal) of water]
Slush free at -47 °C (-52 )
Solid at -52 °C (-62 ) 115 kg 160 kg
[Approx. 2.25 kg (5 Ibs.) CaClz2 per (253 Ibs.) (353 Ibs.)

4 L (1 gal) of water]

IMPORTANT :

¢ Do not fill tires with water or solution more than
75% of full capacity to the level of valve stem at

12 o'clock position.

(A) 1)

(8

1NHNPO0073A01
(1) Air (A) Correct
(2) Water (B) Incorrect

Correct

Incorrect

Amount of water .
of tire

75% of full capacity

of tire

100% of full capacity

Characteristic

a cushion

Air compresses like

Water can not be
compressed
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SERVICE INTERVALS MAINTENANCE
Indication on hour meter Ref
No. Items Interval )
50 |100 | 150|200 | 250 | 300 | 350 | 400 | 450 | 500 | 550 | 600 | 650 | 700 page
) [Manual 102
1 Engine start transmission] | Check | o | o | o | o | © ol o| o o] o ool o] o]cveY 50
system Hr
[HST] 103
2 |Wheel bolt torque Check | o | o | o|ofololololo]|o|olololo]®e 501 404
[2WD] every 50 101
3 |Greasing - o o o o o o o o o o o o o o
[4WD] Hr 102
4 |Operator presence control Check | o o o o o o o o o o o o o o eve|_ri¥ 50 103
5 |[Battery condition Check o o o o o o o ever'_)ilr100 107 | M
6 |Fan belt Adjust o o o o o o o [evem 1001 405
7 |Brake Adjust o o o o o o o ever|_)|/r100 106
[L3301 Man-
ual transmis- 105
sion type and
8 |Clutch HSTtype] | Adjust | © | o o ° o ° o o ever|_)|/r100
[L3901 Man-
ual transmis- 106
sion type]
Clean o o o ° ° ° o everl}ilr100 104 | 2
9 |Air cleaner element every @
Replace 1000 Hror| 116 | 3
1 Year
Check o o o o ° o o ever|_)|/r1 00 105
10 |Fuel grommet 5 @
Replace every 121 | =
year
11 |Transmission oil filter [HST] |Replace| © o o o everl}ierOO 108
12 [Toe-in Adjust o o o overy 200 409
13 |Engine oil Change| © ° evea/r4oo 110
14 |Engine oil filter Replace| © ° eveer'OO 111
15 |Water separator Clean o everl}ilr400 114
16 |Fuel filter Replace ° evea/r400 113 @
[HST] Replace| © ° every 400 | 444
17 Hydraulic oil Hr
filter
[Except HST] | Replace o eveer'OO 111
(Continued)
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MAINTENANCE

Indication on hour meter Ref
No. Items Interval )
50 (100|150 (200|250 (300 | 350 | 400 | 450 | 500 | 550 | 600 | 650 | 700 page
18 [Transmission fluid Change o evea/r4oo 111
Greasing (2WD front wheel every 400
19 hub) B o Hr 114
20 |Front axle pivot Adjust o ever|_)|/r600 115
21 |Front axle case oil [4WD] Change everl_):rBOO 115
22 |Engine valve clearance Adjust ever|_)|/r800 116 | ™
every *4
23 |Exhaust manifold Check 1000 Hror| 116 | «3
1 year
24 |Fuel inject le ti every “4
uel injector nozzle tip Clean 1500 Hr 116 @
25 |oil tor element cvery
il separator elemen Replace 1500 Hr 116 @
PCV (positive crankcase every
26 |ventilation) valve (Oil sepa- | Check
ratorl) ion) valve (Oil sep ec 1500 Hr 117 @
Check every
27 |EGR cooler d
o, 1500 Hr | 17 @
every *4
28 [Cooling system Flush 2000 Hror| 117 | «5
2 years
every *4
29 |Coolant Change 2000 Hror| 117 | «5
2 years
Check every
30 |EGR system d "4
y ond. 3000 Hr | 110 @
31 [Suppl heck every "4
upply pump Chec 3000 Hr | 11°
32 |DPF muffl every "4
muffler Clean 3000 Hr 119 @
Check vey 1 | g9 | o
33 |Fuel line y ) @
Replace every 4 122 | +g
years
Check every 1 120 | *6
34 Power steering oil line [Man- year
ual transmission] *4
Replace every 4 122 | +
years
Check vey 1 | 4z | 6
35 |Qil cooler line [HST] y P
Replace every 4 122 | +g
years
Check vev 1 | 4z | o
36 |Radiator hose and clamp y
Replace every4 | 4o1 | v
years
Check veyl | qqg | o
37 |Intake air line y P @
Replace every 4 122 | +g
years
(Continued)
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Indication on hour meter Ref
No. Items Interval )
50 (100|150 (200|250 | 300 | 350 | 400 | 450 | 500 | 550 | 600 | 650 | 700 page
Check every 1 121 | *6
year
38 |Qil separator hose "
Replace every 4 122 | +
years
39 DPF dlffe_rentlal pressure Check every 1 121 | *4
sensor pipe year
40 |EGR pipe Check every 1 1 4oq | =
year
41 Antlfrqst he?ter for oil sepa- Check every 1 121 | 4
rator (if equipped) year
42 DPF differential pressure Replace every 2 121 | "4
sensor hose year
43 |Fuel system Bleed 122
44 |Clutch housing water Drain 122
45 |Fuse Replace 123
46 |Light bulb Replace 124
47 [Head lamp Replace 124
48 |Radiator hose and clamp  |Replace Service as| 124 | ®
49 |Fuel line Replace required | 1o5 | -6
50 |Intake air line Replace 125 | 6
51 Power stee_:rln_g oil line [Man- Replace 125 | *6
ual transmission]
52 |Qil cooler line [HST] Replace 125 | "6
53 |Oil separator hose Replace 125 | 6
IMPORTANT :

*1
*2
*3
*4
*5
*6

You must perform the jobs indicated by © after the first 50 hours of operation.
The items which is @ marked are registered as the emission-related-critical-parts by KUBOTA in the U.S.EPA nonroad emission reg-
ulation. As the engine owner, you are responsible for the performance of the required maintenance on the engine according to the

preceding instruction.

Please refer to the Warranty Statement in detail.
When using biodiesel, be sure to check the maintenance requirements of biodiesel fuel as the intervals will change in some of the

items.

When the battery is used for less than 100 hours per year, check the battery condition by reading the indicator annually.

Clean the air cleaner more often in dusty conditions than in normal conditions.

Every 1000 hours or every 1 year, whichever comes first.
Consult your local KUBOTA Dealer for this service.
Every 2000 hours or every 2 years, whichever comes faster.

Replace if any deterioration (crack, hardening, scar, or deformation) or damage occurred. However, replace every 4 years regardless of the

condition.
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LUBRICANTS, FUEL, AND COOLANT

LUBRICANTS, FUEL, AND COOLANT

Lubricants, fuel, and coolant table

Capacities
Locations Lubricants
L3301 /L3901
Fuel 420L No. 2-D S15 diesel fuel and No. 1-D S15 diesel fuel (If tempera-
(11.0 U.S.gals.) ture is below -10 °C (14 T))
6.0L . .
Coolant (6.3 U.S.qts.) Fresh clean soft water with antifreeze
For the engine oil, see the .
following Engine oil. CJ-4 (DPF type engine)
6.7L Above 25 °C (77 F) SAE30, SAE10W-30 or 15W-40
Engine crankcase with filter |
(F10Sas) 10025 C SAE20, SAE10W-30 or 15W-40
(14Fto 77 F) ' -odor 1o
Below -10 °C (14 ) SAE10W-30
- 28.0L
[Manual transmission [2WD]] (7.4 U.S. gals.)
Transmission case [Manual transmission [4WD]] 285L KUBOTA SUPER UDT-2 fluid
(7.5 U.S. gals.)
23.5L
[HST [2WD]] (6.2 U.S. gals.)
45L . .
Front axle case [4WD] (4.8 U.S.qts.) KUBOTA SUPER UDT-2 fluid or SAE 80-SAE 90 gear oil
Greasing table
Greasing No. of greasing points Capacity Type of grease
Front wheel hub [2WD only] 2 A small amount Bearing grease
Knuckle shaft [2WD only] 2
Front axle support [4WD only] 2
Clutch pedal 1
Brake pedal 1
Pedal shaft 1 Until grease overflows. Multipurpose Grease NLGI-2 OR NLGI-1 (GC-LB)
Battery terminals 2
Lift rod 2
Tie rod end [4WD only] 4
Top link 2
NOTE :

¢ The product name of KUBOTA genuine UDT fluid may be different from that in the Operator’s Manual
depending on countries or territories. Consult your local KUBOTA Dealer for further details.

Engine oil

» Use the oil in the engine with an American-petroleum-institute (API) service classification and proper SAE engine
oil according to the ambient temperatures as shown in the preceding lubricants, fuel, and coolant table.
+ See the following table for the suitable API classification engine oil according to the engine type with DPF (diesel-

particulate-filter) type engines and the fuel.

Fuel used

Engine oil classification (API classification)

Oil class of engines with EGR

Ultra low sulfur fuel (<0.0015% (15 ppm))

CJ-4

90
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Fuel
» Use the preceding ultra low sulfur diesel fuel only for the engines.
» Cetane number of 45 is minimum. Cetane number greater than 50 is preferred, especially for the following
temperatures or the following elevations.

Temperatures Below -20 °C (-4 F)

Elevations Above 1500 m (5000 ft)

» Diesel fuels specified to EN 590 or ASTM D975 are recommended.
* No.2-D is a distillate fuel of lower volatility for engines in industrial and heavy mobile service (SAE J313 JUN87).

Transmission oil

 KUBOTA Super UDT-2
For an enhanced ownership experience, we highly recommend Super UDT-2 to be used instead of standard
hydraulic/transmission fluid.
Super UDT-2 is a proprietary KUBOTA formulation that delivers superior performance and protection in all
operating conditions.
Regular UDT is also permitted for use in this machine.

» Indicated capacities of water and oil are manufacturer's estimate.
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LUBRICANTS, FUEL, AND COOLANT

1. Biodiesel fuel (BDF)

B0-B20 Biodiesel fuels (BDF): mixed diesel fuels
containing 20% or less biodiesel can be utilized under
the following conditions.

IMPORTANT :

* Refueling and handling fuel should be done
with caution in order to avoid contact with the
fuel and spillage that could create a potential
environmental or fire hazard. Wear appropriate
protective equipment when refueling.

Applicable BDF:

1. Blended diesel fuels containing 6% thru 20% BDF
(B6 - B20) which comply with American Society for
Testing and Materials (ASTM) D7467 Standard, as
revised, can be used without adversely affecting the
performance and durability of the engine and fuel
system components.

2. Any mineral oil diesel fuel, if used, must conform to
ASTM D975 (or the European EN590) Standard, as
revised. B100 fuel used to make Biodiesel blended
fuels must meet ASTM D6751 (or EN14214)
Standard, as revised. The final blended fuel B20
must conform to ASTM D7467 Standard, as
revised. Straight vegetable oil is NOT allowed in
any blended fuel.

3. Allowable blended fuel is mineral oil diesel fuel
blended with B100 (i.e. 100% BDF). The blended
fuel ratio shall be less than 20% B100 and 80% or
more diesel fuel. The B100 source used for
Biodiesel blends must be purchased from an
accredited BQ-9000 marketer or producer. More
information about qualified marketer(s) and
producer(s)  can be  found at  http://
www.bg-9000.org .

Preparation:

1. Before using BDF concentrations greater than B5,
you are advised to replace the engine oil, engine oll
filter and fuel filter with new oil and filters. For
replacement procedures, refer to the "PERIODIC
SERVICE" section.

Product Warranty, Emission and Other Precautions:

1. The engine emission control system was certified
according to current regulations based on the use
of non-BDF. When using BDF, the owner is advised
to check applicable local and federal emission
regulations and comply with all of them.

2. BDF may cause restricted or clogged fuel filters
during cold weather conditions, resulting in the
engine not operating properly.

3. BDF encourages the growth of microorganisms
which may cause degradation of the fuel. This in
turn may cause fuel line corrosion or reduce fuel
filter flow earlier than expected.

4. BDF inherently absorbs moisture which may cause
degradation of the fuel earlier than expected. To

avoid this, drain the water separator and fuel filter
port often.

5. Do not use Biodiesel concentrations higher than
20% (i.e. greater than B20). Engine performance
and fuel consumption will be affected, and
degradation of the fuel system components may
occur.

6. Do not readjust the engine fuel control system as
this will violate emission control levels for which the
equipment was approved.

7. Compared with soybean-based and rapeseed-
based feedstock, palm oil-based feedstock has a
thicker consistency (i.e. higher viscosity) at lower
temperatures. Consequently, fuel filter performance
may be reduced, particularly during cold weather
conditions.

8. The Kubota Warranty, as specified in the Owner's
Warranty Information Guide, only covers defects in
product materials and workmanship. Accordingly,
any problems that may arise due to the use of poor
quality fuels that fail to meet the above
requirements, whether biodiesel or mineral oil
based, are not covered by the Kubota Warranty.

Routine handling:

1. Avoid spilling BDF onto painted surfaces as this
may damage the finish. If fuel is spilled immediately
wipe clean and flush with soapy water to avoid
permanent damage.

2. When using BDF, you are advised to maintain a full
tank of fuel, especially overnight and during short
term storage, to reduce condensation within the
tank. Be sure to tighten the fuel cap after refueling
to prevent moisture build up within the tank. Water
in the Biodiesel mixture will damage fuel filters and
may damage engine components.

Maintenance Requirements when using BDF BO
thru B5:

Follow the oil change intervals recommended by
referring to the "MAINTENANCE" section. Extended oil
change intervals may result in premature wear or
engine damage.

Maintenance Requirements when using BDF B6
thru B20:

The maintenance interval for fuel related parts
changes.

See the table below for the new maintenance interval.
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LUBRICANTS, FUEL, AND COOLANT

MAINTENANCE

Items Interval Remarks

Fuel filter Replace | Every 200 hr

Fuel line damage occurred.

Replace if any dete-
rioration (crack,
Check Every 6 months | hardening, scar, or
deformation) or

Consult your local
Replace | Every 2 years KUBOTA Dealer for
this service.

Long Term Storage:

1.

BDF easily deteriorates due to oxygen, water, heat
and foreign substances. Do not store B6 thru B20
longer than 1 month and BS longer than 3 months.
When using B6 thru B20 and storing the machine
longer than 1 month, drain the fuel from the tanks
and replace with light mineral oil diesel fuel.
Subsequently, run the engine at least 30 minutes to
remove all of the Biodiesel from the fuel lines.
When using B5 fuel and storing machine longer
than 3 months, drain the fuel from the tanks and
replace with light mineral oil diesel fuel.
Subsequently, run the engine at least 30 minutes to
remove all of the Biodiesel from the fuel lines.

L3301,L3901
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PERIODIC SERVICE WASTE DISPOSAL

PERIODIC SERVICE

1. Opening the hood

1. Hold the hood and pull the release lever.
2. Open the hood.

A WARNING

To avoid personal injury or death:

* Do not work under any hydraulically supported
devices. Hydraulically supported devices may
settle, suddenly leak, or be accidentally
lowered.

* If necessary to work under the tractor or any
machine elements for servicing or adjustment,
securely support the tractor or any machine
elements with stands or suitable blocking
beforehand.

WASTE DISPOSAL

* The improper disposal or burning of waste causes
environmental pollution and can be punishable by
your local laws and regulations. (;) ze’e;se lever (A) FPull

— When draining fluids from the tractor, place a (2) Heo
container underneath the drain port.

— Do not pour waste onto the ground, down a
drain, or into any water source (such as rivers,
streams, lakes, marshes, seas and oceans).

— Waste products such as used oil, fuel, coolant,
hydraulic fluid, urea aqueous solution (DEF/
AdBIlue®), refrigerant, solvent, filters, rubber,
batteries and harmful substances, can harm the
environment, people, pets and wildlife.

Please dispose properly.

See your local recycling center or KUBOTA
Dealer to learn how to recycle or get rid of
waste products.

HOOD AND ENGINE SIDE
COVER

1XBXD00049A01

NOTE :
* To close the hood, push the hood into initial
position using both hands.

1XBXD00050A01
g (A) Push
WARNING

To avoid personal injury or death from contact with

movingjparts: L 2. Opening the engine side cover

* Never open the hood or the engine side cover

while the engine is running. 1. Remove the bolt from each of the engine-side-

* Do not touch the muffler or the exhaust pipes covers.

while they are hot. Touching the hot muffler or
the exhaust pipes could cause severe burns.

* Hold the hood with other hand while unlocking
the release lever.
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DAILY CHECK

PERIODIC SERVICE

2. Detach the engine-side-covers.
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(1) Engine side cover (2) Bolt

To attach the engine-side-covers, follow the following

procedure.
1. Insert the bottom pin of each of the engine-side-
covers.

2. Hook the engine-side-covers on.
3. Tighten the bolts of the engine-side-covers.

DAILY CHECK

For your own safety and maximum service life of the
machine, perform a thorough daily inspection before
operating the machine to start the engine.

A WARNING
To avoid personal injury or death:
Take the following precautions when checking the
tractor.
¢ Park the machine on firm and level ground.
e Set the parking brake.
e Lower the implement to the ground.
* Release all residual pressure from the hydraulic
system.
e Stop the engine and remove the key.

1. Walk around inspection

Before checking the tractor, inspect surroundings of it.
Look around and under the tractor for such items as
loose bolts, trash build-up, oil or coolant leaks, or
broken or worn parts.

2. Checking the fuel tank and
refueling

A WARNING

To avoid personal injury or death:
* Never use fire.
* Do not smoke while refueling.

e Be sure to stop the engine and remove the
starter key before refueling.

e Be sure to close the fuel-tank-cap after
refueling.

e Use properly grounded fueling systems. Make
sure that there is no static discharge.

To avoid allergic skin reaction:

e Wash hands immediately after contact with
diesel fuel.

IMPORTANT :

¢ Do not permit dirt or trash to get into the fuel
system.

¢ Be careful not to let the fuel tank become
empty, otherwise air will enter the fuel system,
necessitating bleeding before the next engine
start.

¢ Be careful not to spill during refueling. If a spill
should occur, wipe it off at once, or it may
cause a fire.

* To prevent condensation (water) accumulation
in the fuel tank, fill the fuel tank before parking
overnight.

1. Turn the key switch to “ON” and check the amount
of fuel by fuel gauge.

2. Fill the fuel tank when the fuel gauge shows 1/4 or
less fuel in tank.

SN (=R
1XBXD00008D01

(1) Fuel tank cap

420L

Fuel tank capacity (11.0 U.S gals.)

3. Checking antifrost heater for oil
separator (if equipped)

A WARNING
To avoid personal injury or death:
¢ Because there are rotating parts like the fan,
and so on, near the inspection position, keep
the engine off during inspection.
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PERIODIC SERVICE

DAILY CHECK

When operating tractors with antifrost heaters for oil
separator in cold regions (below the freezing point;
0 °C / 32 F), carry out inspection by using the following
procedure before starting work:

1. Turn the key switch to “ON”, and 1 minute later,
inspect by touch whether the heater is working. If
the heater is working, its temperature will rise to
roughly 70 °C (158 F), so you will be able to feel its
warmth.

2. If the heater is not warm, it is not working. In this
case, contact your local KUBOTA Dealer without
starting the engine.

2. Loosen the retainer ring.

3. Remove the cup.
Be careful not to break the element.

(3

1XBXD00084A01

(1) Heater (oil separator) (out1) (4) Heater (oil separator) (in2)
(2) Heater (oil separator) (out2)
(3) Heater (oil separator) (in1)

NOTE :
* Refer to the following figure for the heater
inspection position.

1NHNPO0135A01

4. Checking the water separator

As water is collected in the water separator, the red
float is raised.

When the red float has reached the white line, check
the water separator following the procedure in this
section.

1. Close the fuel shutoff-valve.

1XBXD00016A02

(1) Red float

(2) Fuel shutoff-valve
(3) Retainer ring

(4) Cup

(A) White line

4. Clean the cup
5. Place the cup back into position.

6. Bleed the fuel system.
(See Bleeding the fuel system on page 122)

1XBXD00016A01

(1) Fuel shutoff-valve (A) Close

(B) Open

IMPORTANT :
e If water is drawn through to the fuel pump,
extensive damage will occur.

5. Checking the engine oil level

A WARNING

To avoid personal injury or death:
e Be sure to stop the engine and remove the
starter key before checking the engine-oil-level.

Check the engine oil before starting the engine or 5
minutes or more after the engine has stopped.

1. Park the machine on a flat surface.
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DAILY CHECK

PERIODIC SERVICE

To check the engine-oil-level, draw out the dipstick.
Wipe the dipstick clean.

Replace the dipstick.

Draw the dipstick out again.

Check to see that the engine-oil-level lies between
the 2 notches.

7. If the engine-oil-level is too low, add new engine oll
to the prescribed level at the oil inlet.
(See LUBRICANTS, FUEL, AND COOLANT on
page 90)
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(1) Oilinlet
(2) Dipstick

(A) Range which engine oil level
is acceptable within

IMPORTANT :

¢ When using an engine oil of different maker
or viscosity from the previous one, remove
all of the old engine oil.
Never mix 2 different types of engine oil.

¢ If the engine oil level is low, do not run the
engine.

NOTE :

e At times a small amount of fuel, which is
used to regenerate the DPF, may get mixed
with the engine oil and the engine oil may
increase in volume.

6. Checking the transmission fluid
level

A WARNING

To avoid personal injury or death:
¢ Park the tractor on a firm, flat, and level surface,
lower the implement to the ground, and shut off
the engine before checking the transmission-
fluid-level.

IMPORTANT :
e |If the transmission-oil-level is low, do not run
the engine.

1. Park the machine on a flat surface, lower the
implement and shut off the engine.

2. To check the transmission-fluid-level, draw out the
dipstick.

Wipe the dipstick clean.
Replace the dipstick.
Draw the dipstick out again.

Check to see that the transmission-oil-level lies
between the 2 notches.

ook w
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PERIODIC SERVICE

DAILY CHECK

7. If the transmission-oil-level is too low, add new
transmission oil to the prescribed level at the oll
inlet.

(See LUBRICANTS, FUEL, AND COOLANT on
page 90.)

[Manual transmission type]
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(1) Dipstick (A) Range which transmission
oil level is acceptable within
[HST type]

"
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(1) Dipstick (A) Range which transmission

oil level is acceptable within
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(2) Oilinlet

7. Checking the coolant level

A WARNING
To avoid personal injury or death:

* Be sure to stop the engine and remove the
starter key before checking the coolant level.

* Do not remove the radiator cap while the
coolant is hot. When the coolant is cool, slowly
rotate the radiator cap to the first stop and allow
sufficient time for excess pressure to escape
before removing the radiator cap completely.

1. Check to see that the coolant level is between the
“FULL” and the “LOW” marks of the recovery tank.

2. When the coolant level drops due to evaporation,
add soft water only up to the full level.
In case of leakage, add antifreeze and soft water in
the specified mixing ratio up to the full level.
(See Flushing the cooling system and changing the
coolant on page 117)

IMPORTANT :
e Use clean, fresh soft water and antifreeze to
fill the radiator.
* If coolant should leak, consult your local
KUBOTA Dealer.

3. When the coolant level is lower than the “LOW”
mark of the recovery tank, remove the radiator cap
and check to see that the coolant level is just below
the port.

If the coolant level is low, add coolant.

1XBXDO00007B01
(1) Recovery tank

(A) Full
(B) Low

IMPORTANT :

* If You have to remove the radiator cap,
follow the preceding warning and securely
retighten the radiator cap.

8. Cleaning the evacuator valve

1. Open the evacuator valve.
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DAILY CHECK

PERIODIC SERVICE

2. Get rid of large particles of dust and dirt of the
evacuator valve.

1XBXD00007C01

(1) Evacuator valve

9. Cleaning the grill and the radiator
screen

A WARNING

To avoid personal injury or death:

* Be sure to stop the engine before removing the
radiator screen.

» Before checking or cleaning the radiator screen,
stop the engine and wait until it is cooled down
enough.

IMPORTANT :

e Clean the grill and screen from debris to
prevent the engine from overheating and to
allow good air intake for the air cleaner.

1. Check the front grill and side screens to be sure
that they are clean of debris.

2. Detach the side screen with the fixed spring being
held up and remove all foreign materials, and clean
the front of radiator completely.

1XBXD00053A01 ¥

(1) Radiator screen

(2) Fixed spring

(3) Oil cooler [HST type]
(4) Fuel cooler

(A) Hold up
(B) Detach

10. Checking the DPF muffler

A WARNING

To avoid personal injury or death:

» Before checking or cleaning the DPF muffler,
stop the engine and wait until it is cooled down
enough.

1. Check the DPF muffler and its surroundings for
build-up of anything flammable.
Otherwise a fire may result.

T
8

1XBXD00014A01 \
(1) DPF muffler

11. Checking the brake pedals and
the clutch pedal

A WARNING
To avoid personal injury or death:

* Make sure to adjust both brake pedals equally
when being locked together. Incorrect or
unequal adjustments of brake pedals can cause
the tractor to swerve or roll-over.

L3301,L3901
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PERIODIC SERVICE

DAILY CHECK

1. Inspect the brake pedals and clutch pedal for free
travel and smooth operation.
2. Adjust the brake pedals or clutch pedal if incorrect
measurement is found.
* [3301 Manual transmission type and HST
type]
See Adjusting the brake pedal on page 106 and
Adjusting the clutch pedal with single clutch
[L3301 Manual transmission type and HST type]
on page 105.
* [3901 Manual transmission type]
See Adjusting the brake pedal on page 106 and
Adjusting the clutch pedal with dual clutch
[L3901 Manual transmission type] on page 106.

15 mm to 20 mm (0.6 in. to
0.8 in.) on brake pedal.

Keep the free travel in the right
and left brake pedals equal.

Proper brake pedal free travel

20 mm to 30 mm (0.8 in. to

Proper clutch pedal free travel 1.21in.) on the clutch pedal

12. Checking the gauges, the o

meters, and the Easy Checker

1. Inspect the instrument panel for broken gauge(s),
meter(s), and Easy Checker™.

2. Replace the gauge(s), the meter(s), or the Easy
Checker™ if they are broken.

13. Checking the head light, turn
signal / hazard light, and so on
1. Inspect the lights such as the head light, turn

signal / hazard light, and so on for broken bulbs and
lenses.

2. Replace the lights such as the head light, turn
signal / hazard light, and so on if they broken.

14. Checking the seat belt and the
ROPS
1. Always check condition of the seat belt and the

hardware to attach the ROPS before operating the
tractor.

2. Replace the seat belt or the ROPS if it is damaged.

15. Checking and cleaning the
electrical wiring and battery cables

A WARNING

To avoid personal injury or death:

* A loosened terminal or connector, or damaged
wire may affect the performance of electrical
components or cause short circuits. Leakage of
electricity could result in a fire hazard, a dead
battery, or damage to electrical components.

* Replace damaged wires or connections
promptly.

e If a fuse blows soon after replacement, do not
use a larger than recommended fuse or bypass
the fuse system.

e Many wiring connections are protected by
waterproof plugs, therefore plug and unplug
these connections carefully and make sure that
they are sealed correctly after assembly.

e Accumulation of dust, chaff, or spilled fuel

deposits around the battery, electrical wiring,
engine, or exhaust system are a fire hazard.
Clean around the battery, electrical wiring,
engine, and exhaust system before starting
work.
To avoid premature electrical malfunctions do
not apply high pressure water directly to
battery, wiring, connectors, electrical
components, or instrument panel.

Inspect the following regularly

» Check the wiring for chafed or cracked insulation.

» Check the wiring-harness-clamps.

Replace wiring-harness-clamps if it is necessary.

+ Check the connectors and the terminals for
looseness, contamination, or overheated
(discolored) connections.

+ Check the instrument panel for correct operation of
switches and gauges.

Consult your KUBOTA dealer regarding maintenance,
diagnosis, and repair.

16. Checking the movable parts

1. If any of the movable parts, such as levers and
pedals, is not smoothly moved because of rust or
sticky material, remove the rust or the sticky
material, and apply oil or grease on the relevant
spot.

Do not force the movable parts into motion.
Otherwise, the machine may get damaged.
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SERVICE EVERY 50 HOURS

PERIODIC SERVICE

SERVICE EVERY 50 HOURS

1. Lubricating the grease fittings
[2WD]

1. Apply a small amount of multipurpose grease to the
following points every 50 hours.
If you have operated the machine in extremely wet
and muddy conditions, lubricate the grease fittings
more often.
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(1) Grease fitting (knuckle shaft) (4) Grease fitting (lifting rod)
[RH and LH] [RH]

(2) Grease fitting (pedal shaft) (5) Battery terminals

(3) Grease fitting (top link)
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PERIODIC SERVICE

SERVICE EVERY 50 HOURS

2. Lubricating the grease fittings
[4WD]

1. Apply a small amount of multipurpose grease to the
following points every 50 hours.
If you have operated the machine in extremely wet
and muddy conditions, lubricate the grease fittings
more often.

) W\ W)

~ ~—

1XBXD00059A01

(1) Grease fitting (pedal shaft)

(2) Grease fitting (top link)

(3) Grease fitting (lifting rod)
[RH]

(4) Battery terminals
(5) Grease fitting (tie-rod ends)

2. When applying the grease to the both front-axle-
supports, apply grease until the grease overflows
from the breather port.
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1XBXD00007A02

(1) Grease fitting (front axle sup- (2) Breather
port)

3. Checking the engine start system
[Manual transmission type]

A WARNING

To avoid personal injury or death:

* Do not allow anyone near the tractor while
testing.

e If the tractor does not pass the test, do not
operate the tractor.

Preparation before testing

1. Place all the control levers in the “NEUTRAL”
position.

2. Set the parking brake and stop the engine.
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SERVICE EVERY 50 HOURS

PERIODIC SERVICE

(3)

\

1XBXD00012D01

(2)

1XBXD00013E01

(1) Clutch pedal
(2) Shuttle shift lever

(3) PTO gear shift lever

Test of switch for the synchro-shuttle shift lever

1. Sit on the operator's seat.

2. Shift the shuttle-shift-lever to the “FORWARD” or
“REVERSE” position.

Depress the clutch pedal fully.

Disengage the PTO-gear-shift-lever.

Turn the starter key to the “START” position.

Make sure that the engine does not crank.

If the engine cranks, consult your local KUBOTA
dealer for servicing the synchro-shuttle shift lever.

No ok w

Test of switch for the PTO gear shift lever

Sit on the operator's seat.

Engage the PTO-gear-shift-lever.

Depress the clutch pedal fully.

Shift the shuttle-shift-lever to the neutral position.
Turn the starter key to the “START” position.

Make sure that the engine does not crank.

If the engine cranks, consult your local KUBOTA
dealer for servicing the PTO-gear-shift-lever.

Nooakowb-=

4. Checking the engine start system
[HST type]

A WARNING

To avoid personal injury or death:

e Do not allow anyone near the tractor while
testing.

e If the tractor does not pass the test, do not
operate the tractor.

Preparation before testing

1. Place all the control levers in the “NEUTRAL”
position.

2. Set the parking brake and stop the engine.

(1) Speed control pedal
(2) Clutch pedal

(2) PTO gear shift lever

Test of switch for the speed control pedal

1. Sit on the operator's seat.

2. Depress the speed-control-pedal to the desired
direction.

Depress the clutch pedal fully.

Disengage the PTO-gear-shift-lever.

Turn the starter key to the “START” position.

Make sure that the engine does not crank.

If the engine cranks, consult your local KUBOTA
dealer for servicing the speed-control-pedal.

Nookw

Test of switch for the PTO gear shift lever

1. Sit on the operator's seat.

2. Engage the PTO-gear-shift-lever.

3. Depress the clutch pedal fully.

4. Place the speed-control-pedal in the neutral
position.

5. Turn the starter key to the “START” position.

6. Make sure that the engine does not crank.

7. If the engine cranks, consult your local KUBOTA
dealer for servicing the PTO-clutch-control-switch
and lever.

5. Checking the operator presence
control

Check if the engine shuts off when you stand up from
the operators seat.

A WARNING

To avoid personal injury or death:

e Do not allow anyone near the tractor while
testing.

e If the tractor does not pass the test, do not
operate the tractor.

Preparing for the checking
1. Place all control levers in the “NEUTRAL” position.
2. Set the parking brake and stop the engine.

L3301,L3901
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PERIODIC SERVICE

SERVICE EVERY 50 HOURS

[Manual transmission type]

2. If the bolts and nuts of the wheels are loose, tighten

them as follows.

I}

1XBXD00016B01

1XBXD00013E02

(1) Bolt (front wheel) (2) Bolt (rear wheel)

137.0N'm
(14 kgf-m)
[100 ft-Ibs]

Bolt (front wheel) (1)

Tightening torque
215.0N'm

Bolt (rear wheel) (2) (22 kgf-m)

[160 ft-Ibs]

(1) PTO gear shift lever

Sit on the operator's seat.

Start the engine.

Engage the PTO-gear-shift-lever.

Stand up.

Do not get off the machine.

5. Make sure that the engine shuts off after
approximately 1 second.

6. If the engine does not stop, consult your local

KUBOTA Dealer for servicing the operator's seat.

PoObd=

6. Checking the wheel bolt torque

A WARNING
To avoid personal injury or death:
* Never operate the tractor with a loose rim,
wheel, or axle.
* Any time that the bolts and nuts are loosened,
retighten them to the specified torque.
e Check all bolts and nuts frequently and keep
them tight.

1. Check the wheel bolts and nuts regularly especially
when they are new.

SERVICE EVERY 100 HOURS

1. Cleaning the air cleaner element
[Single element type]

IMPORTANT :

* The air cleaner uses a dry element. Never apply
oil.

e Do not run the engine with filter element
removed.

1XBXD

(1) Elements
(2) Cover

(3) Evacuator valve

1. Remove the element.

2. Clean the element.

3. When dry dust adheres to the element, blow
compressed air from the inside, turning the
element. Pressure of compressed air must be
under the following value.
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SERVICE EVERY 100 HOURS

PERIODIC SERVICE

205 kPa
(2.1 kgflcm?)
[30 psi]

Pressure of compressed air

4. When carbon or oil adheres to the element, follow
the following procedure.
Soak the element in detergent for 15 minutes.
Then wash the element several times in water.
Rinse the element with clean water.
Dry the element naturally.
After the element is fully dried, inspect the
inside of the element with a light and check if it
is damaged or not.
Refer to the instructions on the label attached to
the case.
5. Replace the air-cleaner-element.
Be sure to perform once every 1000 hours or
yearly, whichever comes first.

IMPORTANT :

» Be sure to refit the cover with the arrow 4
(on the rear) upright. If the cover is
improperly fitted, dust passed by the baffle
and directly adheres to the element.

©Po0TO

Evacuator valve

1. Open the evacuator valve once a week under
ordinary conditions or daily when used in a dusty
place to get rid of large particles of dust and dirt.

NOTE :
e Check to see if the evacuator valve is blocked
with dust.

2. Adjusting the fan belt tension

A WARNING

To avoid personal injury or death:
* Be sure to stop the engine before checking the
tension of the fan belt.

1. Stop the engine and remove the starter key.

2. Apply moderate thumb pressure to the belt between
the pulleys.

A deflection is 7 mm to 9 mm
(0.28 in. to 0.35 in.) when the fan

Proper fan belt tension belt is pressed (98 N (10 kgf)

[22 Ibs]) in the middle of the span.

3. If tension of fan belt is incorrect, loosen the
alternator mounting bolts and, using a lever placed
between the alternator and the engine block, pull
the alternator out until the deflection of the fan belt
falls within the acceptable limits.

1XBXD00061A01

(1) Bolt (A) Check the fan belt tension

(B) To tighten

4. Replace the fan belt if it is damaged.

3. Checking the fuel grommet

1. Check the grommets for cracks and fuel leak.

2. If any of cracks and fuel leak is found, replace the
grommet(s) with new one(s).

1XBXD00016C01

(1) Fuel grommet

4. Adjusting the clutch pedal with
single clutch [L3301 Manual
transmission type and HST type]

1. Stop the engine and remove the starter key.

2. Slightly depress the clutch pedal and measure the
free travel at the top stroke of the clutch pedal.

20 mm to 30 mm (0.8 in. to

Proper clutch pedal free travel 1.2in.) on the clutch pedal

3. If adjustment is needed, loosen the lock nut and
turn the clutch rod to adjust the rod length within
acceptable limits.

L3301,L3901
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PERIODIC SERVICE

SERVICE EVERY 100 HOURS

4. Retighten the lock nut.

e ©
/ Yl
1XBXD00024A02

(1) Lock nut (2) Clutch rod

5. Adjusting the clutch pedal with
dual clutch [L3901 Manual
transmission type]

At first adjust of clutch

1. Stop the engine and remove the starter key.

2. Slightly depress the clutch pedal and measure the
free travel at the top of stroke of the clutch pedal.

3. Turn counterclockwise to 3/4 to give the following
clearance between the head of the adjusting bolt
and pressure plate.

1. (A)

—

(8
1XBXD00062A01

(1) Lock nut
(2) Adjusting bolt

(A) Diameter of adjusting bolt
(B) Clearance

7 mm

Diameter of adjusting bolt (A) (0.28in.)

0.9 mmto 1.0 mm

Clearance (B) (0.035 in. to 0.039 in.)

20 mm to 30 mm (0.8 in. to

Proper clutch pedal free travel 1.2in.) on the clutch pedal

3. If adjustment is needed, loosen the lock nut and
turn the clutch rod to adjust the rod length within
acceptable limits.

4. Retighten the lock nut.

1XBXD00024A02

4. Tighten the lock nut, holding the adjusting bolt.

5. Turn the flywheel to adjust the clearance of other
adjusting bolts (3 bolts).

6. Repeat the step 2. and readjust the free travel of
the clutch pedal if necessary.

6. Adjusting the brake pedal

A WARNING

To avoid personal injury or death:
e Stop the engine and chock the wheels before
checking the brake pedal.

1. Release the parking brake.

2. Slightly depress the brake pedals and measure the
free travel at the top of stroke of the brake pedal.

15 mm to 20 mm (0.6 in. to
0.8 in.) on brake pedal.

Keep the free travel in the right
and left brake pedals equal.

Proper brake pedal free travel

(1) Lock nut (2) Clutch rod

At Second adjust of clutch

1. Remove the cover located on the right side of the
case housing the flywheel.

2. Loosen the lock nut, and then tighten the adjusting
bolt by using the 7 mm (0.28 in.) spanner until the
head of the adjusting bolt contacts the pressure
plate slightly.

3. If adjustment is needed, loosen the lock nut and
turn the brake rod to adjust the rod length within the
acceptable limits.
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SERVICE EVERY 100 HOURS

PERIODIC SERVICE

4. Retighten the lock nut.

1XBXDO00064A01

(1) Lock nut
(2) Brake rod

(A) Free travel

7. Checking the battery condition

A DANGER

To avoid the possibility of battery explosion:

For the refillable type battery, follow the following

instructions.

* Do not use or charge the refillable type battery
if the fluid level is below the [LOWER] (lower
limit level) mark. Otherwise, battery-component-
parts may prematurely deteriorate, which may
shorten the service life of battery or cause an
explosion.

e Check the fluid level regularly and add distilled
water as required so that the fluid level is
between the [UPPER] and [LOWER] levels.

A WARNING
To avoid personal injury or death:
* Never remove the battery cap while the engine
is running.
* Keep the electrolyte away from eyes, hands,
and clothes. If you are spattered with the

electrolyte, wash it away completely with water
immediately and get medical attention.

e Keep open sparks and flames away from the
battery at all times. Hydrogen gas mixed with
oxygen becomes very explosive.

* Wear an eye protection and rubber gloves when
working around the battery.

Mishandling the battery shortens the service life and
adds to maintenance costs.

The original battery is maintenance free, but needs
some servicing.

If the battery is weak, the engine will be difficult to start
and the lights will be dim. It is important to check the
battery periodically.

How to read the indicator
1. Check the battery condition by reading the
indicator.

(U]

1XBXD00007A04
(1) Battery

(2) Indicator

State of indicator display

Green Specific gravity of electrolyte and quality of
electrolyte are both in good condition.
Black Needs charging battery.
White Needs replacing battery.
NOTE :

¢ The factory-installed battery is of non-refillable
type. If the indicator turns white, do not charge
the battery but replace it with a new one.

Checking the battery cable connections

1. Be sure to wire the battery cable as shown in the
following figure.

2. Tighten the terminal until the stopper comes in
contact.

L3301,L3901
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SERVICE EVERY 200 HOURS

1ZENU00092A01 2

(1) Negative cable (3) Terminal
(2) Positive cable (4) Stopper

Charging the battery

A WARNING

To avoid personal injury or death:

* When the battery is being activated, hydrogen
and oxygen gases in the battery are extremely
explosive. Keep the open sparks and flames
away from the battery at all times, especially
when charging the battery.

* When charging the battery, make sure that the
vent caps are securely in place if equipped.

¢ When disconnecting the cable from the battery,
start with the negative terminal first.

When connecting the cable to the battery, start
with the positive terminal first.

* Never check the battery charge by placing a
metal object across the posts.

Use a voltmeter or hydrometer.
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1XBXD00007A01 b///' l /
(1) Battery

1. To charge the battery slowly, connect the positive
terminal of battery to the positive terminal of
charger, and the negative terminal of battery to the
negative terminal of charger. Then recharge in the
standard fashion.

A boost charge is only for emergencies. Boost
charge will partially charge the battery at a high rate
and in a short time.

When using a boost-charged battery, it is necessary
to recharge the battery as early as possible.
Failure to recharge the battery may shorten the
service life of battery.
The battery is charged if the indicator display turns
green from black.

2. When exchanging an old battery for a new one, use
the battery of equal specification shown in the
following table.

Reserve Normal
B:z;:::ery Volts (V) capacity (S:I(E:)pz A) charging
(min) rate (A)
75D23R 12 110 580 6.5
CCA

Cold cranking ampere

Direction for battery storage

1. When storing the tractor for long periods of time,
follow the following procedure.

a. Remove the battery from the tractor.

b. Adjust the electrolyte to the proper level.

c. Store the battery in a dry place out of direct
sunlight.

2. Recharge the battery once every three months in
hot seasons and once every six months in cold
seasons.

The battery self-discharges while it is stored.

SERVICE EVERY 200 HOURS

1. Replacing the transmission oil
filter [HST type only]

A WARNING

To avoid personal injury or death:

* Be sure to stop the engine and remove the
starter key before changing the transmission-
oil-filter-cartridge.

* Allow the engine to cool down sufficiently
because the transmission oil can be hot and
can burn.

IMPORTANT :
* To prevent serious damage to the hydraulic
system, use only a KUBOTA genuine filter.
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SERVICE EVERY 200 HOURS

PERIODIC SERVICE

1. Place the oil pan underneath the transmission-oil-
filter and remove the transmission-oil-filter.
Do not remove the hydraulic-oil-filter. Otherwise, the
oil comes out.

1XBXD00065A01

\

N

2 [
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\

(1) Transmission oil filter [HST
type]

2. Put a film of clean transmission oil on the rubber
seal of the new transmission-oil-filter.

3. Quickly tighten the transmission-oil-filter until it
contacts the mounting surface.

4. Then, with a filter wrench, tighten the transmission-
oil-filter an additional 1 turn only.

5. After the new transmission-oil-filter has been
replaced, fill with the transmission oil up to the

upper notch on the dipstick.
(A)

T

.

1ZENU00043C04
(1) Dipstick (A) Range transmission oil level
(2) Oilinlet is acceptable within

6. After running the engine for a few minutes, stop the
engine and check the level of the transmission oil
again. Add the transmission oil to the prescribed
level.

7. Make sure that the transmission fluid does not leak
past the seal on the transmission filter.

IMPORTANT :

* Do not operate the tractor immediately after
changing the transmission fluid.
Run the engine at medium speed for a few
minutes to prevent damage to the transmission.

2. Checking the toe-in

A WARNING
To avoid personal injury or death:
e Park the tractor on a firm, flat, and level place.
e Turn the steering wheel so that the front wheel
are in the straight ahead position.
* Lower the implement to the ground and lock the
parking brake.
* Stop the engine and remove the starter key.

1. Park the tractor on a flat place.

2. Turn the steering wheel so that the front wheels are
in the straight ahead position.

3. Lower the implement, lock the parking brake, and
stop the engine.

4. Measure the distance between the tire beads at
front of tire, at the hub height.

5. Measure the distance between the tire beads at
rear of tire, at the hub height.
The distance between the tire beads at front of tire
should be shorter than the distance between the tire
beads at rear of tire.

L3301,L3901
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SERVICE EVERY 200 HOURS

6. If the distance between the tire beads at front of tire
is not shorter than the distance between the tire
beads at rear of tire, adjust the length of tie rod.
(See Adjusting the toe-in on page 110)

*)

. .
.

B)

.
|

1BXMCO00089A01

(A) Wheel-to-wheel distance at  (C) Front
rear

(B) Wheel-to-wheel distance at
front

. 2 mm to 8 mm
Proper toe-in

(0.08 in. to 0.31 in.)

2.1 Adjusting the toe-in

1. Loosen the lock nuts.

2. Turn the turnbuckle to adjust the length of tie rod
until the proper toe-in measurement is obtained.

3. Retighten the lock nuts.

1XBXD00055A02

1XBXD00056A02
(1) Lock nuts [A] 2wWD
(2) Turnbuckle [B] 4WD

(3) Tie rod

SERVICE EVERY 400 HOURS
1. Changing the engine oil

A WARNING
To avoid personal injury or death:
* Be sure to stop the engine and remove the
starter key before changing the engine oil.
e Allow the engine to cool down sufficiently
because the engine oil can be hot and can burn.

1. To drain the used engine oil, remove the drain plug
at the bottom of the engine and drain the engine oil
completely into the oil pan.

2. After draining the engine oil, reinstall the drain plug.
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SERVICE EVERY 400 HOURS

PERIODIC SERVICE

3. Fill with the new engine oil up to the upper notch on
the dipstick.
(See LUBRICANTS, FUEL, AND COOLANT on
page 90)

6.7L

Engine oil capacity with engine oil filter (7.1 U.S.qts.)

IMPORTANT :
¢ Use the following engine oil for the engine.

Engine oil | DPF-compatible oil (CJ-4)

e )
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1XBXD00069A01
(1) Oil inlet (A) Range which engine oil level
(2) Dipstick is acceptable within

(3) Drain plug

2. Replacing the engine oil filter

A WARNING
To avoid personal injury or death:

e Be sure to stop the engine and remove the
starter key before changing the engine-oil-filter-
cartridge.

e Allow the engine to cool down sufficiently
because the engine oil can be hot and can burn.

IMPORTANT :
* To prevent serious damage to the engine, use
only a KUBOTA genuine filter.

1. Remove the engine-oil-filter.

2. Put a film of clean engine oil on the rubber seal of
the new engine-oil-filter.

3. Tighten the engine-oil-filter quickly until it contacts
the mounting surface.

4. Tighten the engine-oil-filter by hand an additional
1/2 turn only.

After replacing the engine-oil-filter, the engine oil
normally decreases a little.

5. Make sure that the engine oil does not leak through
the seal and be sure to check the oil level on the
dipstick.

6. Then, replenish the engine oil up to the prescribed
level.

1XBXD00009A05
(1) Engine oil filter

3. Changing the transmission fluid,
replacing the hydraulic oil filter, and
cleaning the magnetic filter

A WARNING

To avoid personal injury or death:

e Be sure to stop the engine and remove the
starter key before changing the hydraulic-oil-
filter-cartridge.

L3301,L3901
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SERVICE EVERY 400 HOURS

e Allow the engine to cool down sufficiently
because the transmission oil can be hot and
can burn.

IMPORTANT :
e To prevent serious damage to the hydraulic
system, use only a KUBOTA genuine filter.

1. Remove the drain plugs at the bottom of the
transmission case and drain the transmission oil
completely into the oil pan.

2. After draining, reinstall the drain plugs.

. )/
1XBXD00070A01

[2WD]

(1) O

1XBXD00071A01

[4WD]

1XBXD00064A02

(1) Drain plugs

3. Remove the hydraulic-oil-filter.

4.

Wipe off the metal filings from the magnetic filter
with a clean rag.

1XBXD00037B01

NeYRNNY

2

(1)

(2) Magnetic filter (wipe off met-
al filings)

Hydraulic oil filter

Put a film of clean transmission oil on the rubber
seal of the new hydraulic-oil-filter.

Quickly tighten the hydraulic-oil-filter until it contacts
the mounting surface, then tighten it by hand an
additional 1/2 turn only.
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7. Fill with the new KUBOTA SUPER UDT fluid up to 28 L
the upper notch on the dipstick. Manual trans- 2WD (7.4 U.S.gals.)
(See LUBRICANTS, FUEL, AND COOLANT on Transmission oil | Mission o | 2851
page 90.) capacity (7.5 U.S.gals.)
[Manual transmission type] 235L
; HST 4WD (6.2 U.S.gals.)

9. Make sure that the transmission fluid does not leak

_L past the seal on the hydraulic-oil-filter.
(A) IMPORTANT :

e Do not operate the tractor immediately after
T changing the transmission fluid.

Run the engine at medium speed for a few
minutes to prevent damage to the transmission.

4. Replacing the fuel filter

1XBXD0000BA05
(1) Dipstick (A) Range which transmission 1. Remove the fuel filter.
oil level is acceptable within 2. Put a film of clean fuel on the rubber seal of the
new filter.
[HST type] 3. Tighten the fuel filter quickly until it contacts the

mounting surface.
4. Tighten the fuel filter by hand an additional 1/2 turn
only.
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1XBXD00027A03
(1) Dipstick (A) Range which transmission 5 :
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(2) Oilinlet

8. After running the engine for a few minutes, stop the
engine and check the level of the transmission oil
again. Add the transmission oil to the prescribed
level.
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SERVICE EVERY 400 HOURS

5. Bleed the fuel system.
(See Bleeding the fuel system on page 122)

1XBXD00016A01

(1) Fuel shutoff-valve (A) Close

(B) Open

5. Cleaning the water separator

Do not clean the water separator in the field, but in a
clean environment.

1. Close the fuel shutoff-valve.
2. Remove the retainer ring, remove the cup, and
rinse the inside with kerosene.

2 (1)

1XBXD00016A03

(1) Fuel shutoff-valve (A) Close
(2) Retainer ring

(3) Cup

3. Remove the element and dip it in the kerosene to
rinse.

2] %]
) 5
" @ %)
(3)
4 &
(@) — NNgai
1ZENUOO098A01 '
(1) Oring (5) Cup
(2) Element (6) Retainer ring
(3) Spring

(4) Red float

4. After cleaning, reassemble the water separator,
keeping out dust and dirt.

5. Bleed the fuel system.
(See Bleeding the fuel system on page 122)

1XBXD00016A01

(1) Fuel shutoff-valve (A) Close

(B) Open

6. Lubricating the grease fitting of
front wheel hub [2WD]

1. Detach the front-wheel-hub-cover.
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PERIODIC SERVICE

2. Apply the bearing grease to the grease fitting.

1XBXD00074A01

(1) Front wheel hub cover

SERVICE EVERY 600 HOURS
1. Adjusting the front axle pivot

A WARNING
To avoid personal injury or death:
e Be sure to stop the engine and remove the
starter key before changing the front-axle-pivot.

If the adjustment of front-axle-pivot-pin is not correct,
vibration in the front wheel may occur causing vibration
in the steering wheel.

1. Loosen the lock nut, and screw-in the adjusting
screw until seated.

2. Tighten the screw with an additional 1/6 turn.

3. Re-tighten the lock nut.

e Be sure to stop the engine and remove the
starter key before changing the front-axle-case-
oil.

1. To drain the used front-axle-case-oil, remove the
right and left drain plugs and filling plug at the front-
axle-case and drain the front-axle-case-oil
completely into the oil pan.

2. After draining, reinstall the drain plugs.

3. Gently pour new oil through the filling port.

Required quantities of front-axle-case-oil are written
in the following table. Make sure to pour the
specified amounts. If front-axle-case-oil overflows
before pouring any of the specified amounts, wait a
couple of minutes and try again.

(See LUBRICANTS, FUEL, AND COOLANT on
page 90)

Front axle case oil capacity 45L

(4.8 U.S.qgts.)

1XBXD00056A03

(1) Adjusting screw (2) Lock nut

SERVICE EVERY 800 HOURS
1. Changing the front axle case oil

A WARNING

To avoid personal injury or death:

4. After filling, reinstall the filling plug.

5. Run the machine a few minutes in order for the
front-axle-case-oil to flow through the front-axle-
case.

6. Remove the oil-level-check-plug and check to see if
the front-axle-case-oil flows out of its port.

7. If the front-axle-case-oil does not flow out, add the
front-axle-case-oil through the filling port until it
flows out of the oil-level-check-port.

L3301,L3901
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SERVICE EVERY 800 HOURS

8. Reinstall and tighten the oil-level-check-plug and
filling plug.

1XBXD00073A01

(1) Check plug
(2) Filling plug

(3) Drain plug

2. Adjusting the engine valve
clearance

» Consult your local KUBOTA Dealer for adjusting the
clearance of the engine valve.

SERVICE EVERY 1000 HOURS
OR 1 YEAR

Servicing to be sure to perform once every 1000hours
or yearly, whichever comes first.

1. Replacing the air cleaner element
[Single element type]

Be sure to perform once every 1000 hours or yearly,
whichever comes first.

(See Cleaning the air cleaner element [Single element
type] on page 104)

1. Remove the air-cleaner-element.
2. Attach new air-cleaner-element.

,/
RS

(1) Elements
(2) Cover

(3) Evacuator valve

IMPORTANT :

« Be sure to refit the cover with the arrow 4
(on the rear) upright. If the cover is
improperly fitted, dust passed by the baffle
and directly adheres to the element.

2. Checking the exhaust manifold

Be sure to perform once yearly or after every sixth
cleaning, whichever comes first.

» Consult your local KUBOTA Dealer for checking the
exhaust manifold.

SERVICE EVERY 1500 HOURS

1. Cleaning the fuel injector nozzle
tip
» Consult your local KUBOTA Dealer for cleaning the
fuel-injector-nozzle-tip.

2. Replacing the oil separator
element

A WARNING

To avoid personal injury or death:
* Be sure to stop the engine before replacing the
oil-separator-element.

1. Remove the cover.

2. Remove the oil-separator-element. Wipe off the oil
and carbon in the case with a clean rag.

3. Fit a new oil-separator-element.
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PERIODIC SERVICE

4. Tighten the cover.

(1) Oil separator
(2) Body
(3) Oil separator element

(4) Gasket
(5) Cover

3. Checking the PCV (Positive
Crankcase Ventilation) valve

» Consult your local KUBOTA Dealer for checking the
PCV (Positive Crankcase Ventilation) valve.

4. Checking and cleaning the EGR
cooler

* Consult your local KUBOTA Dealer for checking
and cleaning the EGR cooler.

SERVICE EVERY 2000 HOURS
OR 2 YEARS

Servicing to be sure to perform once every 2000 hours
or biennially, whichever comes first.

1. Flushing the cooling system and
changing the coolant

A WARNING
To avoid personal injury or death:

* Do not remove the radiator cap while the
coolant is hot. When the coolant is cool, slowly
rotate the radiator cap to the first stop and allow
sufficient time for excess pressure to escape
before removing the radiator cap completely.

IMPORTANT :
* Do not start the engine without coolant.

Be sure to perform once every 2000 hours or biennially,
whichever comes first.

1. Stop the engine, remove the starter key, and let the
engine cool down.

11.

To drain the coolant, open the radiator-drain-plug
and remove the radiator cap.

Remove the radiator cap to completely drain the
coolant.

After all coolant is drained, reinstall the drain plug.

Fill with clean soft water and cooling-system-
cleaner.

Follow directions of the cleaner instruction.

After flushing, fill with clean soft water and
antifreeze until the coolant level is just below the
radiator cap.

(For antifreeze, see Antifreeze on page 118)

IMPORTANT :

¢ Use clean, fresh soft water and antifreeze to
fill the radiator and recovery tank.

« When mixing the antifreeze with water, the
antifreeze mixing ratio is 50%.

Install the radiator cap securely.

IMPORTANT :

» Securely tighten the radiator cap. If the
radiator cap is loose or improperly fitted,
water may leak out and the engine could
overheat.

Fill with coolant up to the “FULL” mark of recovery
tank.

Start and operate the engine for a few minutes.

. Stop the engine, remove the starter key, and let the

engine cool.

Check the coolant level of the recovery tank and
add coolant if it is necessary.
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SERVICE EVERY 2000 HOURS OR 2 YEARS

12. Properly dispose of the used coolant.

Coolant capacity
_ 6.0L
Radiator (6.3 U.S.qts.)
06L
Recovery tank (0.6 U.S.qts.)

2

7]

N
2=

(1) Drain plug
(2) Radiator cap

(A) Full
(B) Low

(3) Recovery tank

1.1 Antifreeze

A WARNING

To avoid personal injury or death:

When using the antifreeze, put on some
protection such as rubber gloves. Antifreeze
contains poison.

If someone drank the antifreeze, seek
immediate medical help. Do not ask the person
to throw up unless told to throw up by a poison
control or a health care professional. Use
standard first aid and CPR for signs of shock or
cardiac arrest. Call your local poison-control-
center or your local emergency number for
further assistance.

When antifreeze comes in contact with the skin
or clothing, wash it off immediately.

Do not mix different types of antifreeze.

The mixture can produce chemical reactions
causing harmful substances.

Antifreeze is extremely flammable and
explosive under certain conditions. Keep fire
and children away from antifreeze.

When draining the fluids from the engine, place
a container underneath the engine body.

Do not pour waste onto the ground, down a
drain, or into any water source.

Also, follow the relevant environmental
protection regulations when disposing of
antifreeze.

Always use a 50/50 mix of long-life coolant and clean
soft water in KUBOTA engines.

Consult your local KUBOTA Dealer concerning coolant
for extreme conditions.

NOTE :

The following data represent industry standards
that necessitate a minimum glycol content in
the concentrated antifreeze.

Long-life coolant (LLC) comes in several types. Use
ethylene glycol (EG) type for this engine.

Before employing LLC-mixed cooling water, fill the
radiator with fresh water and empty it again. Repeat
filling and emptying the radiator with fresh water 2
or 3 times to clean up the inside.

Mixing the LLC

Premix 50% LLC with 50% clean soft water. When
mixing, stir it up well, and then fill into the radiator.
The procedure for the mixing of water and
antifreeze differs according to the type of the
antifreeze and the ambient temperature. Refer to
SAE J1034 standard, more specifically also to SAE
J814c.

Freezing Point Boiling Point"!
Vol (%)
Antifreeze °c c
3] )]
-37 108
50 (-34) (226)

Adding the LLC

— Add only water if the mixture reduces in amount
by evaporation.

— If there is a mixture leak, add the LLC of the
same manufacturer and type in the same
mixture percentage.

— Never add any long-life coolant of different
manufacturer. Different brands may contain
different additive components, and the engine
may fail to perform as specified.

When the LLC is mixed, do not employ any

radiator-cleaning-agent. = The LLC  contains

anticorrosive agent. If mixed with the cleaning
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SERVICE EVERY 3000 HOURS

PERIODIC SERVICE

agent, sludge may build up, adversely affecting the
engine parts.

» Service life of KUBOTA's genuine long-life coolant
is 2 years. Be sure to change the coolant every
2000 hours or every 2 years whichever comes
faster.

*1 At 1.013x10° Pa (760 mmHg) pressure (atmospheric). A

higher boiling point is obtained by using a radiator-pressure-

cap which permits the development of pressure within the
cooling system.

SERVICE EVERY 3000 HOURS

1. Checking the supply pump

« Consult your local KUBOTA Dealer for checking the
supply pump

2. Checking and cleaning the EGR
system

* Consult your local KUBOTA Dealer for checking
and cleaning the EGR system.

3. Cleaning the DPF muffler

Removal of ash

The longer the DPF operates, the more ash (burnt
residue) is collected in the filter. Too much ash build-up
adversely affects the DPF performance.

* Consult your local KUBOTA Dealer to clean the
filter.

IMPORTANT :

— The DPF needs to be cleaned with a specific
cleaning device. Do not disassemble the
DPF for cleaning or attempt to clean it
yourself. Consult your local KUBOTA Dealer.

SERVICE EVERY 1 YEAR
1. Checking the fuel line

A WARNING
To avoid personal injury or death:
e Be sure to stop the engine and remove the
starter key before changing the fuel line.
e Check the fuel lines periodically. The fuel lines
are subject to wear and aging. Fuel may leak
out onto the running engine, causing a fire.

1. Check to see that all lines and hose clamps are
tight and not damaged.

2. If the hoses and the hose clamps are found worn or
damaged, replace or repair them at once.

(1)

\

=5 ==

I A Z O)—=

s o ollli e ]
1XBXD00009A03 ‘ ‘ ‘ L I~

(1) Fuel lines (2) Clamp bands

NOTE :

e If the fuel line is removed, be sure to
properly bleed the fuel system.
(See Bleeding the fuel system on page 122)

1XBXDO00016A01

(1) Fuel shutoff-valve (A) Close

(B) Open

2. Checking the intake air line

A WARNING

To avoid personal injury or death:

e Stop the engine and remove the starter key
before changing the intake-air-line.

1. Check to see that the hoses and hose clamps are
tight and not damaged

L3301,L3901
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PERIODIC SERVICE

SERVICE EVERY 1 YEAR

2. If the hoses and hose clamps are found worn or
damaged, replace or repair them at once.

1XBXD00068A01
(1) Hose

(2) Hose clamps

3. Checking the radiator hose and
clamp

A WARNING
To avoid personal injury or death:
e Be sure to stop the engine and remove the
starter key before changing the radiator hose
and hose clamps.

Check the radiator hose and clamp every year.

1. Check to see if radiator hoses are properly fixed.

2. If hose clamps are loose or water leaks, tighten the
bands securely.

3. Replace the hoses and tighten the hose clamps
securely, if radiator hoses are swollen, hardened, or
cracked.

gl

1XBXD00067A01

(2

(1) Radiator hoses (2) Clamp bands

4. Checking the power steering line
[Manual transmission type only]

A WARNING
To avoid personal injury or death:
* Be sure to stop the engine and remove the
starter key before changing the power-steering-
line.

1. Check to see that all lines and hose clamps are
tight and not damaged.

2. If hoses and hose clamps are found worn or
damaged, replace or repair them at once.

S
T L[:‘://
J & D

& l.i"
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(1) Power steering pressure ho-
ses

5. Checking the oil cooler line [HST
type only]

A WARNING
To avoid personal injury or death:
* Be sure to stop the engine and remove the
starter key before changing the oil-cooler-line.
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SERVICE EVERY 1 YEAR

PERIODIC SERVICE

1. Check to see that all lines and hose clamps are
tight and not damaged.

2. If hoses and hose clamps are found worn or
damaged, replace or repair them at once.

(1) Oil cooler (2) Oil cooler line

6. Checking the oil separator hose

1. Check to see that all hoses and hose clamps are
tight and not damaged.

2. If hoses and hose clamps are found worn or
damaged, replace or repair them at once.

1XBXD00014B01

(1) Oil separator hoses

7. Checking the antifrost heater for
oil separator (if equipped)

+ Consult your local KUBOTA Dealer for checking the
antifrost heater for oil separator.

8. Checking the DPF differential
pressure sensor pipe

» Consult your local KUBOTA Dealer for checking the
DPF differential pressure sensor pipe.

9. Checking the EGR pipe

» Consult your local KUBOTA Dealer for checking the
EGR pipe.

SERVICE EVERY 2 YEARS

1. Replacing the fuel grommet

» Consult your local KUBOTA Dealer for replacing the
fuel grommet.

2. Replacing the DPF differential
pressure sensor hose

+ Consult your local KUBOTA Dealer for replacing the
DPF differential pressure sensor hose.

SERVICE EVERY 4 YEARS

1. Replacing the radiator hose (water
pipes)

See Checking the radiator hose and clamp on page
120.

1. Replace the radiator hoses and tighten the hose
clamps securely.

ol
i \t—
7.
ARR. :\“"

(1) Radiator hoses (2) Clamp bands
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PERIODIC SERVICE

SERVICE EVERY 4 YEARS

2. Replacing the fuel line

» Consult your local KUBOTA Dealer for replacing the
fuel hose.

3. Replacing the intake air line

» Consult your local KUBOTA Dealer for replacing the
intake-air-line.

4. Replacing the oil cooler line [HST

type only]

Consult your local KUBOTA Dealer for replacing the
oil-cooler-line.

5. Replacing the oil separator hose

» Consult your local KUBOTA Dealer for replacing the
oil-separator-hose.

6. Replacing the power steering
hose [Manual transmission type
only]

» Consult your local KUBOTA Dealer for replacing the
power-steering-hose.

SERVICING AS REQUIRED
1. Bleeding the fuel system

Remove the air in the following cases.
*  When the fuel filter or lines are removed.
* When water is drained from the water separator.
*  When the fuel tank is completely empty.
» After you has not use the tractor for a long period of
time.

1. Fill the fuel tank with fuel, and open the fuel shutoff-
valve.

1XBXD00016A01

(1) Fuel shutoff-valve (A) Close

(B) Open

2. Loosen the air-vent-plug on the fuel filter 2 turns or
SO.

— (). S F—

~
o
o \

o O —

1XBXD00009B01 ‘ ~—
(1) Air vent plug

3. Turn on the key switch and wait for about 1 minute.
Then tighten up the air-vent-plug.

4. Set the hand-throttle-lever at the minimum speed
position and turn the starter key to the “START”
position.

5. If the engine does not start, try step 4. several times
at 30 second intervals.

IMPORTANT :

* Do not hold key switch at engine start
position for more than 10 seconds
continuously. If more engine cranking is
needed, try again after 30 seconds.

6. Accelerate the engine to remove the small portion
of air left in the fuel system.

7. If air still remains and the engine stops, repeat the
preceding steps.

2. Draining the water from the clutch
housing

After operating in rain, snow, or the tractor has been
washed, water may get into the clutch housing.

1. Check if water has entered into the clutch housing
by pushing in the split pin.

2. If water has entered into the clutch housing, remove
the split-pin-plug and drain the water.
The tractor is equipped with split-pin-plug under the
clutch housing.
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SERVICING AS REQUIRED

PERIODIC SERVICE

3. Then install the split-pin-plug again.

— T
Ty =
— &Gy

1XBXD00069A02

(1) Split pin plug

3. Replacing the fuse

IMPORTANT :

¢ Before replacing a blown fuse, determine why
the fuse blew and carry out any necessary
repairs. Failure to follow the replacing
procedure may result in serious damage to the
electrical system of the tractor. See ENGINE
TROUBLESHOOTING on page 128 or your local
KUBOTA Dealer for specific information dealing
with electrical problems.

The electrical system of the tractor is protected from
potential damage by fuses.

A blown fuse indicates that there is an overload or short
somewhere in the electrical system.

1. If any of the fuses should blow, replace with a new
fuse with the same capacity.

Fuse (1)

()

o= 12
11 <\>"‘ 13
1 \u 7
2 8
3 9
4
5
6

10

[><1

Pr— 14
(3)/ /! 15

@ /

1ZENUOO108A01

(2) Spare fuse (3) Fuse puller

Protected circuit

Fuse No. Capacity (A) Protected circuit
1 5 Engine ECU (Ignition key)
2 5 Main ECU (Ignition key)
3 5 Meter panel (Ignition key)
4 10 Combination switch
5 10 Work light
6 5 Starter relay
7 20 Engine ECU (Battery)
8 5 Main ECU (Battery)
9 5 Meter panel (Battery)
10 10 Hazard
11 5 Heater relay (if equipped)
12 10 Heqter (QOil separator, IN 1) (if
equipped)
Heater (Oil separator, IN 2) (if
13 10 )
equipped)
Heater (Oil separator, OUT 1) (if
14 10 )
equipped)
Heater (Oil separator, OUT 2) (if
15 10 ;
equipped)

1XBXDO0076A01

(1) Fuse

4. Replacing the slow-blow fuses

The slow-blow fuses are intended to protect the
electrical cabling.

L3301,L3901
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PERIODIC SERVICE

SERVICING AS REQUIRED

1. If any of the slow-blow fuses has blown out, be sure
to pinpoint the cause.
Never use any substitute, use only a KUBOTA
genuine part.

1XBXD00077A01 "\,

No. Capacity (A) Protected circuit
1 40 Load
2 50 Battery
3 40 Heater (Oil separator) (if equip-
ped)

5. Replacing the light bulb

1. Replacing the light bulb of the light in the following
table if necessary.

Light Capacity
Head light 25W /25 W
Tail light 5W
Turn signal / hazard light (rear) 21 W
Turn signal / hazard light (front) 23 W

6. Replacing head lamp

A WARNING
To avoid personal injury:

e Be careful not to drop the bulb, hit anything
against the head lamp, apply the excess force,
or get the head lamp scratched. If the head lamp
is broken, glass may cause injury. Pay more
attention to halogen lamps in particular, which
include high pressure inside.

e Before replacing the head lamp, be sure to turn
off the light and wait until the bulb cools down.
Otherwise, you may get burned.

Removing the bulb
1. Remove the rubber boot.

2. Turn the socket counterclockwise while pressing
and remove it.
3. Remove the bulb.

Attaching the bulb

1. Align (A) of the bulb with (B) of the lamp case and
attach the bulb.

2. Align (C) of the socket with (D) of the lamp case
and attach the socket.

3. Attach the rubber boot.

1ZENUOO110A01

(A) Align to (B)
(C) Align to (D)

(1) Rubber boot
(2) Socket

(3) Bulb

(4) Lamp case

IMPORTANT :

* Be sure to use a new bulb of the specified
wattage.

* Never touch the bulb surface (glass) with bare
hands. Fingerprints, for example, may break the
bulb.

7. Replacing the radiator hose (water
pipes) if required

Replace the radiator hose (water pipes) if any
deterioration such as crack, hardening, scar, or
deformation, or damage occurred. Also, replace the
radiator hose (water pipes) every 4 years regardless of
the condition.

(See Checking the radiator hose and clamp on page
120.)
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SERVICING AS REQUIRED

PERIODIC SERVICE

1. Replace the hoses and tighten the hose clamps
securely, if radiator hoses are swollen, hardened, or
cracked.

(2)
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(1) Radiator hoses (2) Clamp bands

8. Replacing the fuel line if required

Replace the fuel lines if any deterioration such as
crack, hardening, scar, or deformation, or damage
occurred. Also, replace the fuel lines every 4 years
regardless of the condition.

* Consult your local KUBOTA Dealer for replacing the
fuel lines.

9. Replacing the intake air line if
required

Replace the intake-air-line if any deterioration such as
crack, hardening, scar, or deformation, or damage
occurred. Also, replace the intake-air-line every 4 years
regardless of the condition.

» Consult your local KUBOTA dealer for replacing the
intake-air-line.

10. Replacing the power steering line
if required [Manual transmission

type only]

Replace the power-steering-line if any deterioration
such as crack, hardening, scar, or deformation, or
damage occurred. Also, replace the power-steering-line
every 4 years regardless of the condition.

» Consult your local KUBOTA dealer for replacing the
power-steering-line.

11. Replacing the oil cooler line if
required [HST type only]

Replace the oil-cooler-line if any deterioration such as
crack, hardening, scar, or deformation, or damage
occurred. Also, replace the oil-cooler-line every 4 years
regardless of the condition.

« Consult your local KUBOTA Dealer for replacing the
oil-cooler-line.

12. Replacing the oil separator hose
if required

Replace the oil-separator-hose if any deterioration such
as crack, hardening, scar, or deformation, or damage
occurred. Also, replace the oil-separator-hose every 4
years regardless of the condition.

» Consult your local KUBOTA Dealer for replacing the
oil-separator-hose.
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STORAGE OF THE TRACTOR

STORING THE TRACTOR

STORAGE OF THE TRACTOR

A WARNING
To avoid personal injury or death:

* Do not clean the tractor while the engine is
running.

* To avoid the danger of exhaust fume poisoning,
do not operate the engine in a closed building
without proper ventilation.

* When storing the tractor, remove the starter key
from the key switch to avoid unauthorized
persons from operating the tractor and getting
injured.

STORING THE TRACTOR

If you intend to store your tractor for an extended
period of time, follow the proper storing procedures.
Proper storing procedures will insure that the tractor is
ready to operate with minimum preparation when it is
removed from storage.

1. Check the bolts and nuts for looseness, and tighten
them if necessary.

2. Apply grease to the areas of the tractor where bare
metal will rust and to pivot areas.

3. Detach the weights from the tractor body.

4. Inflate the tires to a pressure a little higher than
usual.

5. Change the engine oil and run the engine to
circulate oil throughout the engine block and
internal moving parts for about 5 minutes.

6. Keep the clutch disengaged.

If the clutch is left engaged for a long period of time,
the clutch plate may rust, causing the
disengagement of clutch impossible when operating
it next time.

To keep the clutch disengaged, depress the clutch
pedal and get it locked with the lock pin as the
following figure.

1XBXD00078A01

(1) Lock pin (A) Depress

(B) Hook to lock

7. With all implements lowered to the ground, coat any
exposed hydraulic-cylinder-piston-rods with grease.

8. Remove the battery from the tractor. Store the
battery following the direction for battery storage.
(See Checking the battery condition on page 107)

9. Keep the tractor in a dry place where the tractor is
sheltered from the elements. Cover the tractor.

10. Store the tractor indoors in a dry area that is
protected from sunlight and excessive heat.
If you must store the tractor outdoors, cover it with a
waterproof tarpaulin.
Jack the tractor up and place blocks under the front
and rear axles so that all 4 tires are off the ground.
Keep the tires out of direct sunlight and extreme
heat.

IMPORTANT :

* When washing the tractor, be sure to stop
the engine. Allow sufficient time for the
engine to cool before washing the tractor.

* Cover the tractor after the muffler and the
engine have cooled down.

REMOVING THE TRACTOR
FROM STORAGE

1. Check the air pressure of the tires and inflate the
tires if they are low.

2. Jack the tractor up and remove the support blocks
from under the front and rear axles.

3. Before installing the battery, be sure that it is fully
charged.

4. Install the battery.
5. Check the tension of the fan belt.
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STORAGE OF THE TRACTOR

6.

10.

Check all fluid levels: engine oil, transmission/
hydraulic oil, engine coolant, and any attached
implements.

Start the engine. Check all gauges.

If all gauges are functioning properly and reading
normal, follow the following procedure.

a. Move the tractor outside.

b. Once outside, park the tractor.

c. Letthe engine idle for at least 5 minutes.

Shut the engine off. Walk around tractor and make
a visual inspection looking for evidence of oil or
water leaks.

With the engine fully warmed up, release the
parking brake and test the brakes for proper
adjustment as you move forward. Adjust the brakes
if it is necessary for the brakes to be adjusted.

L3301,L3901
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TROUBLESHOOTING

ENGINE TROUBLESHOOTING

TROUBLESHOOTING

ENGINE TROUBLESHOOTING

If something is wrong with the engine, refer to the following table for the cause of the trouble and its corrective

measure.

Trouble

Cause

Countermeasure

Engine is difficult to start or will not start.

No fuel flow.

Check the fuel tank and the fuel filter.
Replace the filter if necessary.

Air or water is in the fuel system.

Check to see if the bolt and nut of fuel-line-coupler are tight.
Bleed the fuel system.
(See Bleeding the fuel system on page 122)

In winter, oil viscosity increases,
and engine revolution is slow.

Use oils of different viscosity, depending on ambient tem-
peratures.
Use the engine-block-heater (optional).

Battery becomes weak and the
engine does not turn over quick
enough.

Clean the battery cables and terminals.

Charge the battery.

In cold weather, always remove the battery from the engine,
charge the battery, and store it indoors.

Install the battery on the tractor only when the tractor is go-
ing to be used.

Preheat (glow plug) system trou-
ble.

Check to see if the slow-blow-fuse of the preheat (glow
plug) blows.

Insufficient engine power

Insufficient or dirty fuel

Check the fuel system.

The air cleaner is clogged.

Clean or replace the air-cleaner-element.

Engine stops suddenly.

Insufficient fuel

Refuel.
Bleed the fuel system if necessary.

Black

Fuel quality is poor.

Change the fuel and the fuel filter.

Too much oil

Check the proper amount of oil.

The air cleaner is clogged.

Clean or replace the air-cleaner-element.

Exhaust fumes are colored.

Blue white

The inside of exhaust muffler is
damped from fuel.

Heat the muffler by applying load to the engine.

Trouble of injection nozzle

Check the injection nozzle.

Fuel quality is poor.

Change the fuel and fuel filter.

Engine overheats.

Engine overloaded.

Shift to lower the gear or reduce the load.

Low coolant level

Fill the cooling system to the correct level.
Check the radiator and the hoses for loose connections or
leaks.

Loose or damaged fan belt

Adjust or replace the fan belt.

Dirty radiator
screens

core or grille

Remove all trash.

Coolant flow route corroded.

Flush the cooling system.

If there are any questions about the engine, consult your local KUBOTA Dealer.
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ENGINE ERROR CODE

TROUBLESHOOTING

ENGINE ERROR CODE

If engine trouble should occur, the engine-warning-
indicator will appear and the error code that starts with
either [P] or [U] will appear on the liquid-crystal-display.
If the error code appears, please contact your local
KUBOTA Dealer for repairs immediately.

Displayed

1ZENU00006C02 (2)

(1) Engine warning indicator (2) Error code

NOTE :
e Error code will not disappear even
warning indicator is reset.

if the

POWER TRAIN TROUBLE
SHOOTING

If something is wrong with the power train, the master-
system-warning-indicator starts blinking and the error
code shown in the following table is displayed on the
liquid-crystal-display, indicating the location of the
trouble. If an error code appears, immediately contact
your local KUBOTA Dealer for repairs.

Trouble Operator’s action
error code

E-20 Communication trou-

ble

Meter's part code
E-31 and ECU model set-

ting not compatible

Input voltage of lever | Contact your local KUBO-
E-40 sensor from ECU is TA Dealer.

in trouble.
E-75 Acceleration sensor

output out of spec
E-84 Accele_ranon sensor

maladjusted

Relay for engine- Contact your local KUBO-
E-93 starter-motor is in TA Dealer. The engine

trouble. cannot start.

Contact your local KUBO-

Relav for engine- TA Dealer. The operator-

E-94 y 9 presence-control (OPC)

shut-off is in trouble.

system gets activated, and
the engine stops itself.

1ZENU00006C03 (2)

(1) Master system warning indi-
cator

(2) Error code
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OPTIONS

OPTION ITEMS

OPTIONS

OPTION ITEMS

Consult your local KUBOTA Dealer for further details of the following options.

Engine block heater

For extremely cold weather starting
Front end weights

For the front ballast

Front bumper

Rear wheel weights

For the rear ballast

Cruise control

Sunshade

Double acting remote hydraulic control valve
Stabilizer kit (for lower link)

Clevis for drawbar

Work light

High visibility for night work
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INDEX

Symbols coolant level
o CheCKING. ... 98
3-point hitch coolant temperature gauge.............cocoeeeeeeeeenennan. 70
OVEIVIBW. oo 76 cooling system
3-point hitch CONrOl SYSteM. .........occvvvverssrsssssii 9 FIUSHING. e 117
3-po!nt hItCh lowering §peed ....................................... 79 cruise control lever (If eqmpped) [HST type onIy] _______ 41
3-point hitch mounted implement engaging and disengaging............cccoevevevevreuennn. 42
float control..........ccoooviiiiiii 79
POSItioN CONErOl........ccceeiiiiiieee e 79 D
4WD
changing front axle case oil.............ccccvveevveeeeen. 115 daily ChECK.....ueeiiiiiiiii i 95
daily check items
A before operation of the tractor.............cccc......o.. 43
) ) dealer SErViCe.........coooiiiiiieeeee e 19
air cleaner element [single element type] diesel particulate filter (DPF) muffler........................... 44
ClEANING. ..o 104 AIFFEFENHAI IOCK ... vveeee oo 71
.repIaCIng .............................................................. 116 DPF differential pressure sensor hose
ant!freeze ................. ST RTINS 118 FEPIACING ... rrveeeeeeeereeeeeeeeeeeeeeeeeeeee e eseeeeseeeee 121
antifrost h_eater for oil separator (if equipped)............. 55 DPF differential pressure sensor pipe
ChECKING. ..o 95,121 CRECKING. v ereeeeeeeeeeeeeeeeeeeeeeeeseeeeeeeeeeeeeneen, 121
auto regeneration mode DPF MUIEE ..o 44
PMwarning level. ... 46,48 ChECKING ...ttt 99
regeneration operating procedure......................... 46 CleaNING....ciii it 119
DPF parked regeneration mode
B regeneration operating procedure..........ccccccceeeenn. 49
DANASL. ... 85 DPF regeneration
battery cables handling point............cue e 44
Checking and cleaning _________________________________________ 100 [?I'OCGSS .................................................................. 45
battery condition tips............ s s 50
CheCKING.....eveiee et 107 DPF regeneration operating procedure...................... 45
BDF (biodieSel fUel)...........oveerrreerriereessneerensneee 92 auto regeneration MOde..............ceuevveeeisisnsennenss 46
biodiesel fuel (BDF).........ovvwereernreeeesreeressneeee 92 DPF parked regeneration mode...........c.....c.ooeee. 49
block heater (if eqUIPPed).........ccveveevereereierrcieeeeeee 56 regeneration inhibit mode............coooiinn. 48
brake pedal _________________________________________________________________ 36 drawbgr..._ .................................................................... 78
AAJUSHNG. - -vvvvveeeeeesaceeees e 106 AQJUSHNG 18NGHN...cooveovens 8
ChECKING. ... 99 dealing With.........oooiviiii ”
OVEIVIEW...i ittt e e e e e 76
c AUAI I, . 82
check chains E
AAJUSTING...eeeieiiiiee e 78
clutch housing water Easy checker (TM)......ccccoiiiiieeeeeeeceeeee e, 33
draining Water..........cooveeeveeeeeeeeeee e 122 Easy Checker (TM)........ooooiii 68
clutch pedal ChECKING.....ceoiiiiiii 100
o1 =Te (1T T 99 EGR cooler
Checking with  dual clutch [L3901 manual check_lng .............................................................. 117
transmission type] _________________________________________ 106 clegnlng ............................................................... 117
checking with single clutch [L3301 Manual EGR pipe
transmission type and HST type] __________________ 105 o7 011 (1 Vo TP 121
HST tYPE.vvvvvverreeeeessseeeeeesssseeeseesss e 39 EGR system
L3301 Manual transmission 117, 1= P 39 check_lng .............................................................. 119
L3901 manual transmission 117, 1= P 39 Cleaning.....cccceoeeeie i 119
COOIANE....cci i 90 electrical charge warning indicator..............coccoooeenne. 33
ChANGING. .. eeeee e 117 electrical wiring
checking and cleaning............cccevvvvivevieiivininnnnnn. 100
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engine [T 0] F=Tor T Vo 1RO 121
cases to stop immediately.........cccccvvvviviiiiiinnnnnn. 68 fuel injector nozzle tip
jump starting........ceeeeeiie s 56 Cleaning........ooe v 116
starting [HST type..cccoeeeeeiiiiieeee e, 53 fuel line
starting [manual transmission type].........c.cccvuvueee. 51 Tod T=Yod (1 o 1R 119
starting in cold weather...........ccocociiiiiiieen, 55 [T 0] F=Tox T Lo 1SR 122
[S100] o] o] o TS 56 replacing if required..............ooooeciiiiiieeee e, 125
WAMMING UP.trrrieiieieeeeeeeieiiiirireeeeeeeeaeeeseesennsnseeeeees 56 fuel system
warming up in the low temperature range............. 56 bleeding.......ouuuvvieiiiiii e 122
€NQJINE EITOr COUL......uvmiiiitiiiiiiiieeie e e e e e e e e e e aeeeeeeeeeeeaens 129 fuel tank
engine oil (o1 =Y od (] o 1SRRI 95
Changing........oooo i 110 fuse
engine oil filter [T 0] F=Tox T Lo 1SR 123
(=T 0] F=Ted ] o o SRt 111
engine oil level G
ChECKING.....cieeieeeeeee e 96
engine oil pressure warning indicator.............c.ccc........ 33 gauges
engine side cover check|_ng._ ............................................................. 100
OPENING. et eeee et er et e e er e eeee e 94 9IOW PIUG INAICALON.......eo 33
PFECAULION. ... e en e 94 grease fitting
engine start system Iubr!cat!ng [2WD]eeeeiiieeee e 101
Checking [HST tYDE]..... roveeeeoeoeeeeeeoeeeeeeeeeeeeee 103 Iubrlpatlng [AWD]eeieiiiie e 102
checking [manual transmission typel.................. 102 grease fitting of front wheel hub
engine valve clearance . lubricating [2WD].......ccccvviiieeeeeeee e, 114
AAIUSHNG... e vvee oo 116 grill
evacuator valve ClEeaNING.....eiiie e 99
CleaniNg...cccooee e 98
exhaust aftertreatment device..........ccccoocveeeiiiennnns 44 H
exhaust manifold hand CONMIOIS.........c.oeeeeeieece et 30
CheCKING....co i 116 HS T Y. et 35
manual transmission type..........cocccveiviiiieneeene 34
F hand throttle lever...........ccoovvviiee e, 36
fan belt tension hazard light switch...........ccccooiii e, 32
AAJUSTING...eeeieiiiiie e 105 head Iamp
foldable ROPS (if equipped) replacmg .............................................................. 124
AAJUSHING. ..o 59 head light
FOIAING. v vvvveee e eeeeeeeeeseeeeeeee e eeseee e seeesee 58 CRECKING. ..ocoovooe 100
OPETALION. v 58 head light SWItCh...........cciiiiii, 32
raising to upright position............ccccccceeieiiiiniines 59 hood ,
foot controls OPENING. oot s 94
HST AP .o 35 PreCaULION. ....ciiiii ittt 94
manual tranSmMiSSion tyPe...............ovvveeorveeeeeeee. 34 hour Meter........ooo e 70
foot throttle [manual transmission type only]............... 40 HST type. o
front axle case oil [4WD] check!ng c!utch pedgl with single clutch.............. 105
ChANGING. .+ 115 checking Oil COOlEr liNe...........ooovvorivvvenir 120
front axle pivot cIut.ch pedal.............: ........ s 39
AAJUSTING...eeeieiiiiee e 115 cruise control lever (if €quIpPed)............coooovvvvve 41
front ballast.........coooiiiiiiii 85 fOOt CONMIOIS.......ooeei s 35
front end Weights (OPHION)..........eevveeeoeeeeeeeeeeereeee 85 hand controls........ IR e 35
front wheel.........oooiiii 82 how to use the cruise control lever (if equipped)...42
front wheel drive lever..........cccoccvveiiiiccii e 37 range gear shift lever (L-M-H)...........oocooirvvccnncee 41
UL . 90 replacing oil COOler Ne...............ccvvevivvvvveie. 122
fuel filter replacing oil cooler line if required....................... 125
replacing.......coovv i 113 replacing transmission Ol fiter...............c............ 108
fuel QAUGE......eeeiiiiee 69 Speed CONtrol Pdal...........oocoonivvveeiineenns 40
fuel grommet Starting engine.......ccccoooiiiiii e 53
CheCKING......veieie et 105 StArtiNG traCION.....o..ee 63
hydraulic block type outlet............cccoviiiiiiii, 80
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hydraulic control unit use reference char.................... 81 (9]
hydraulic oil filter ) )
FEPIACING ....e.eeeeeeeeceeeeeeee e 111 oil cooler line [HST type only]
CheCKING. ... 120
I replacing.......coovv i 122
replacing if required...........cccccoiiieieiieee s 125
implement limitation table..............cccocoeviiiiinieiee 26 oil separator element
instrument panel...........ccocceiiiiieiiie 30 =Y o] = Tot] o Vo TP 116
intake air line oil separator hose
ChECKING.....eiiiieiiice e 119 ChEeCKING. ... eiieee e 121
FEPIACING. ... e ittt 122 £=Y o] = o1l Vo TSRS 122,125
replacing if required............ccoccoiiiieeiee e, 125 operation new tractor...........cccccceveee i 58
operator presence control
K CRECKING.....cveviceieeeecteeee e 103
. OPErator's SEAL.........cccueiiiieeiii e 38
KEY SWItCN.....eeiiiiiiiiiie e 33 T 103
L option .
front end weights.........ooooiiii 85
L3301 Manual transmission type rear wheel welghts ................................................ 85
checking clutch pedal with single clutch.............. 105 OPLION ItEMS...oiiiiieee e 130
ClUtCh Pedal.......cvcvevieeeeeeeeeeeeeeeeee e 39 overheating........ccvveiv i 70
L3901 manual transmission type
checking clutch pedal with dual clutch................ 106 P
clutch pedal...........oooevviieiiiiii e 39 rkina brak
L39(.)1 Manual transmission type o se?tir?gaaﬁd releasing.....ceeeeeviieeeee e 36
» live PTQ ................................................................ 75 parking brake warning indicator............................... 33
liting r.od .(”ght) parking the tractor............cccci i 70
. AAJUSTING...eeiieiiieee e 77 PCV (Positive Crankcase Ventilation) valve
light bulb........cveeiiii e 124 check... ... 17
liquid ballast in rear tires........cccccveeeeeiieiiccieeeeeee 85 PM warning level
live PT.O [L3901 Manual transmission type only]........ 75 auto regeneration mode...........cccceeiiiieneenne 46,48
lower I|nk- position control [eVer.........cccooooeiiiiiiiiiiiieei, 79
selgctlng RO, 77 power steering
lower I|n_k holtljer directions for Use...........oooiiiciiiiii e 73
Ideallng WIth e 78 power steering hose[manual transmission type only]
lubricant..........oooi i 90 o R 122
power steering line [Manual transmission type only]
M CNECKING.eeeeeeeeeeeeeeeeeeeeeeeeeee oo 120
magnetic filter power steering line [manual transmission type only]
ClEANING. ... ettt 111 replacing if required.............c.coooiiinns 125
main gear shift lever [manual transmission type only] 39 power train trouble shooting...........ccccccccvviieeiiniinnns 129
Manual transmission type precaution
checking power steering line...............cccccccevuv.... 120 attaching and detaching 3-point hitch implement..77
manual transmission type boarding and leaving tractor..........ccccccccoeeiiiinnis 58
fOOt CONLIOIS. ... 34 CAB and ROPS........cooiiiii 7
OOt thrOtHIE. ... 40 driving the tractor on the road..............c.coooeiiis 10
hand CONtrOIS.........c.ceieeeeeeeeeeeeeeeee e 34 eNgine Side COVET..........oviiiiiiiiiiii 94
main gear SRt IOV . .o, 39 general .................................................................... 7
range gear SNt @V ..o, 39 NOOA....ciiiieee e 94
Starting @NGINE........ovoveveeeeeeeeeeeeeeeeeeeee e 51 operating the engine...........ccoovniiii 44
Starting tractor............coveveeeecceeeeeeeeeeeeeeeeee e, 60 operating the PTO.........ooiii 11
synchro-shuttle shift lever................c.ccccoveveveenn... 40 operating the tractor on a road............ccccooniies 72
meters operating the tractor on a slopes and rough terrain..
CRECKING. ....eevcveeeceeeeeeeeeee e, 00 eeeeeeeeeeeeeee e e e e 72
movable parts operating the tractor on slopes.........cccccccccveneeen. 10
CRECKING. ... 100 parking the tractor.............ccooii 11
safety for children...........cccooiiii 9
SEIVICING. .o eteeee ettt 12
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starting to operate the tractor................cceeeeenninnns 8

starting tractor

transporting the tractor safely.............ccccceeeeeeennn. 73 HST type. oo 63

using 3-point hitCh............ooviiiii, 12 manual transmission type........ccccvvvvvvvviiiiiicieennnn, 60

working the tractor.............oovvviiiicicci e, 8 stationary PTO.........cccooiiiieieee e 74
precautions stopping tractor..........uvveeeccce 66

before operating the tractor..............ccccovveeeenn. 7 storing tractor...........oooo i, 126

operating the tractor..............cccco oo, 8 supply pump
procedure of scrapping the tractor.................c.cc......... 20 Tod =Y o3 (1 o 1R 119
PTO SWItCNES .. 30

OPEratioN.......ccooe e 74 synchro-shuttle shift lever [manual transmission type
PTO gear shiftlever.........ccocccoiiiiieeiiecceee, 74 o] 11 PO PURRRRT 40
PTO shaft cap......cccccveeeeeiiiiieee e, 75
PTO shaft COVEr.......cooviiiiiiece e 75 T
R tachomMeEter........ceeiiiiii e 70

TS e 82
radiator clamp inflation Pressure.......cccccvvee e, 82

CheCKING. ... 120 toe-in
radiator hose AdjUSTING....eeieiiieeiiee e 110

CheCKING. ... 120 checking......ooooio i 109
radiator hose (water pipe) top link

=) o] F=Tor ] o TR 121 AdJUSTING. ... 77

replacing if required............ccccoviiieiiieee e, 124 tractor
radiator screen precautions for servicing............cccccccvvvieeiireeeeeennn. 12

ClEANING.....uiiiiiieiei e 99 tractor lights.........ccoociiii e 42
range gear shift lever transmission fluid

manual transmission type............cccoeevviiiieeenennn. 39 ChangiNg.....ccoeoiiiii e 111
range gear shift lever (L-M-H) [HST type only]........... 41 transmission fluid level
rear ballast...........cccooovioiiii 85 ChecCKiNg. ..o 97
rear wheel transmission oil

AAJUSTING...eeeieeiiiiie e 83,84 in the low temperature range...........ccccoecceveennnne 56
rear wheel weights (option).........cccoeiiiiiiiiiieenn 85 transmission oil filter [HST type only]

FEfUEIING....eiiiiiiee e 95 (1= o] F= Lo o To TSR 108

regeneration inhibit mode traveling speeds table............cccccoeiiiiiiniiiiiiiiie, 25
regeneration operating procedure..........cccccccceeenn. 48 troubleshooting

removing (=T aTo 11T YRR 128
tractor from storage.........ccccoeeieiiiiiii e 126 turn signal / hazard light

ROPS ChECKING. ... 100

CheCKING......eeeiie i 100 turn signal light switCh.........c.coccoiiiiiii e, 32
S W
safety walk around iNSPection...........cccoeieieeiii i 95

avoiding crystalline silica (quartz) dust.................... 9 warranty of the tractor..........cccccceevee i, 19
safety [abel.........ooceiiii 14 waste diSPOSal........coicuiiiiiiiiiiie e 94
safety labels water pipe (radiator hose)

(o7 | £ T PP PPPTPPPPPPPPPPN 17 (=T o1 F= Lo o To TR 121
scrapping the tractor...........cocccviiiii e, 20 replacing if required...........ccccooiiiiii e, 124
seat belt. ..., 38 water separator

CheCKING. ... 100 ChECKING. ...t 96
SEIVICE INtErValS.....coooiiiiiiiiiiie e 87 ClEeaniNg......ceiie e 114
single element type wheel adjustment............ccco i 82

cleaning air cleaner element..............ccccceeeennnen. 104 wheel bolt torque

replacing air cleaner element.............c..ccoceeee 116 ChECKING. ... e 104
slow-blow fuses

replacing.......ooovv i 123
specification table.............ccccoi 21
speed control pedal [HST type only].......cc.coccveeeennnnn 40
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KUBOTA Corporation is ...

Since its inception in 1890, KUBOTA Corporation has grown to rank
as one of the major firms in Japan.

To achieve this status, the company has through the vyears
diversified the range of its products and services to a remarkable
extent. 30 plants and 35,000 employees produce over 1,000
different items, large and small.

All these products and all the services which accompany them,
however, are unified by one central commitment. KUBOTA
makes products which, taken on a national scale, are basic
necessities. Products which are indispensable. Products which
are intended to help individuals and nations fulfill the potential
inherent in their environment. KUBOTA is the Basic Necessities
Giant.

This potential includes water supply, food from the soil and from the
sea, industrial development, architecture and construction, and
transportation.

Thousands of people depend on KUBOTA's know-how, technology,
experience and customer service. You too can depend on
KUBOTA.
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